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In the manufacture of Radford Millwork the 
closest possible attention is given to the selection of 
material and the quality of workmanship. We guar- 
antee it to give complete satisfaction provided it is 
properly handled after it leaves our possession, and 
carefully installed. 

Unpointed millwork should never be stored or 
installed in any place where the atmosphere has a 
high moisture content, as, for instance, in a freshly 
plastered building. 

The top and bottom edges of doors should always 
be adequately painted or primed after fitting, and 
all millwork should be painted or finished promptly 
upon installation. 

We cannot entertain claims for replacement or 
repair of any alleged defective material if the fore- 
going precautions are not observed, and under no 
circumstances do we obligate ourselves to pay any 
costs of finishing or installation of millwork which 
has been replaced. 
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CONDITIONS OF SALES 



TERMS 

Less than carload: 2% discount if paid not later 
than the 10th of month following date of shipment 
or net 30 days after 1st of month following shipment. 

GLASS: 1% if paid within 10 days from date of 
invoice or 30 days net. 

If shipment is freight allowed, deduct freight be- 
fore taking cash discount. 

Interest at 6% will be charged on all past due 
accounts. 

No reversal of charges for telephone calls can be 
allowed. 

FREIGHT ALLOWANCE 

We allow freight on all shipments weighing 300 
pounds or more, except where special mention is 
made to the contrary. Freight is allowed on basis 
of rates in effect at date of shipment. We do not 
allow any Government tax that may be assessed 
on freight bills or charges. All freight bills must be 
returned to this office within sixty days after ship- 
ment has been made, or we cannot allow credit. 

TRUCK DELIVERIES 

No charge is made for truck delivery to points 
within our trucking area. 



DAMAGE IN TRANSIT 

Any damage in transit is properly chargeable to 
the transportation companies and can be collected 
from them providing proper notation of damage is 
made on the original freight bill by your agent. 
However, we are always ready to assist our cus- 
tomers by filing claims and crediting actual amounts 
collected to the customer's account when paid by 
the transportation companies. 

RETURNED GOODS 

Goods to be returned for credit will be accepted 
only under the following conditions : 

Authorization must first be secured from us. 

Goods must be returned within 60 days of date 
of purchase and must be in salable condition. 

Return freight and bundling charges will be de- 
ducted from amount credited. 

Credit will be given for amount at which goods 
was originally purchased, less 10% to cover han- 
dling, etc. 

We cannot authorize the return of set-up frames 
or units, or of windows plowed for balances. 

Non-stock items may not be returned under any 
circumstances. 





BEDDING AND BACK PUTTYING 

For Bedding and Back Puttying glazed windows and sash, add the following: 

2 Light Windows and 1 Light Sash 5% 

All other Windows and Sash 7% 

FREIGHT SHIPMENTS 

Freight is allowed on all orders weighing 300 lbs. or more. Shipments of orders 
less than 300 lbs. F.O.B. shipping point. 

The following crating charges will apply on shipments, when material is ordered 
in less than full bundles. 

NET 
per Bundle 

Check Rail Windows, Open and Glazed $ .75 

(5 Open; 6 Glazed to a bundle) 

Plain Rail Windows, Open and Glazed .75 

(5 Open; 8 Glazed to a bundle) 

IVa" and 1%" Sash, Open and Glazed 75 

( 10 Open; 12 Glazed to a bundle) 

Storm Sash, IVs" 1.25 

( 10 Open; 10 Glazed to a bundle) 

Window Screens 1.25 

(12 to a bundle) 

Softwood Panel and Open Sash Doors 1.60 

(6-1%"; 5-1%" to a bundle) 

Softwood Doors, Glazed 2.00 

(6-1%"; 5-1%" to a bundle) 

Hardwood Doors 2.00 

(4-1%"; 3~1%" to a bundle) 

Combination Doors, Glazed 2.00 

(6 to a bundle) 

Screen Doors 1.60 

(6 to a bundle) 

Garage Doors 2.50 

( 1 Pair or 1 Set to a bundle) 

NO CRATING CHARGES FOR FULL BUNDLES 

Crating charges will be made on truck delivery when customer specifies 
that material should be packed. 
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FRONT ENTRANCE FRAMES 

The Front Entrance Frames shown on the pages following are manufactured of Clear 
Grade Ponderosa Pine chemically treated with water repellent wood preservative and 
flawlessly machined. 

Heads are packed, completely assembled, in dustproof cartons. Casings and Pilasters 
are packed K.D. in another carton, together with Pilaster Caps and Bases. The Caps and 
Bases are assembled. The Pilasters are fluted one side and can be used with either the 
fluted side or plain side exposed. 



ADAPTABLE TO ANY TYPE OF WALL CONSTRUCTION 




For Frame and Stucco con- 
struction, all the necessary 
members are contained in the 
packages as outlined above. 




IN FRAME WALLS 



IN STUCCO 




IN BRICK-VENEERED 



For Brick Veneer and 
Masonry construction, a two- 
member Extension Jamb is 
inserted between the jamb 
and the casing, as shown in 
the illustration. This provides 
an over-all jamb width of 




IN SOLID MASONRY 



An illustrated assembly instruction sheet is included in each Pilaster carton. This 
instruction sheet explains clearly how the Entrances can be adjusted for a 3-0 x 6-8 door 
by simply cutting 4" from the length of all vertical members; and how they can be adapted 
for a 2-8 x 6-8 door by proceeding as above, and adding a lYs" x 2" S4S Filler Strip. 
The Filler Strip is not included with the Frame. 




R-2534 

Clear Grade Pine — Toxic Treated before assembly — Oak Sill. 
Pilasters IVs x 7V2 — Fluted one side, plain one side — May be used with either side exposed. 
Rough Opening with 3-0 x 7-0 Door, 3-3^4 x 7-2 Vs. Over-all dimensions, 5-9 Vs x lO-9/io. 

PRICE INCLUDES: 

Head Trim assembled, one carton — Side Trim K.D., one carton — Jambs and Sill K.D., bundled. 
For 1%" Doors Sizes 3-0 x 6-8 and 3-0 x 7-0 

For Frame Construction, Jambs up to 5V4", Sill Included $ 138.07 

For Masonry Construction, Jambs up to IOV4", No Sill Included 142.49 

For Masonry Construction, Jambs up to IOV4", Sill Included 150.40 

If Completely Set-up, ADD 15.19 

Outside Trim only (No Jambs or Sill) 122.60 
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ENTRANCE FRAME 




R-2538 

Clear Grade Pine — Toxic Treated before assembly — Oak Sill. 



Pilasters IVa x 7V2 — Fluted one side, plain one side — May be used with either side exposed. 
Rough Opening with 3-0 x 7-0 Door, 3-3^4 x 7-2 Vs. Over-all dimensions, 6-0 Vs x lO-SVio. 

PRICE INCLUDES: 

Head Trim assembled, one carton — Side Trim K.D., one carton — Jambs and Sill K.D., bundled. 
For 1%" Doors Sizes 3-0 x 6-8 and 3-0 x 7-0 



For Frame Construction, Jambs up to bV^", Sill Included $ 140.06 

For Masonry Construction, Jambs up to lOVi", No Sill Included 144.48 

For Masonry Construction, Jambs up to lOV^", Sill Included 152.56 

If Completely Set-up, ADD 15.19 

Outside Trim only (No Jambs or Sill) 124.59 





ENTRANCE FRAME 




R.2544 

Clear Grade Pine — Toxic Treated before assembly — Oak Sill. 
Pilasters 1 Vs x 7^2 — Fluted one side, plain one side — May be used with either side exposed. 
Rough Opening with 3-0 x 7-0 Door, 3-3^4 x 7-2^8. Over-all dimensions, 5-9^2 x 10-4%. 

PRICE INCLUDES: 

Head Trim assembled, one carton — Side Trim K.D., one carton — Jambs and Sill K.D., bundled. 
For 1%" Doors Sizes 3-0 x 6-8 and 3-0 x 7-0 

For Frame Construction, Jambs up to SVi", Sill Included $ 138.12 

For Masonry Construction, Jambs up to 10^4", No Sill Included 142.54 

For Masonry Construction, Jambs up to \W\" , Sill Included 150.36 

If Completely Set-up, ADD 15.19 

Outside Trim only (No Jambs or Sill) 122.65 
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ENTRANCE FRAME 




R-2552 

Clear Grade Pine— Toxic Treated before assembly— Oak Sill. 
Pilasters 1 Vs x 7^/2— Fluted one side, plain one side— May be used with either side exposed. 
Rough Opening with 3-0 x 7-0 Door, 3-3^4 x 7-2 Vs. Over-all dimensions, 5-6 ys x 9-0 '/le. 

PRICE INCLUDES: 

Head Trim assembled, one carton— Side Trim K.D., one carton— Jambs and Sill K.D., bundled. 
For 1%" Doors Sizes 3-0 x 6-8 and 3-0 x 7-0 

For Frame Construction, Jambs up to 5V4", Sill Included $ 86.48 

For Masonry Construction, Jambs up to 10^4", No Sill Included 90.90 

For Masonry Construction, Jambs up to IOV4", Sill Included 99.53 

If Completely Set-up, ADD 15.19 

Outside Trim only (No Jambs or Sill) 71.01 




R-2556 

Clear Grade Pine— Toxic Treated before assembly— Oak Sill. 
Pilasters 1 Vb x 7^2— Fluted one side, plain one side— May be used with either side exposed. 
Rough Opening with 3-0 x 7-0 Door, 3-3^4 x 7-2Va. Over-all dimensions, 5-3Va x 10-liy2. 

PRICE INCLUDES: 

Head Trim assembled, one carton— Side Trim K.D., one carton— Jambs and Sill K.D., bundled. 
For 1%" Doors Sizes 3-0 x 6-8 and 3-0 x 7-0 

For Frame Construction, Jambs up to SV^", Sill Included $ 125.76 

For Masonry Construction, Jambs up to 10^4", No Sill Included 130.19 

For Masonry Construction, Jambs up to 1014", Sill Included 138.53 

If Completely Set-up, ADD 15.19 

Outside Trim only (No Jambs or Sill) 110.30 



Or 
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ENTRANCE FRAME 





R-2564 

Clear Grade Pine — Toxic Treated before assembly — Oak Sill. 
Pilasters 1 Vs x 7V2 — Fluted one side, plain one side — May be used with either side exposed. 
Rough Opening with 3-0 x 7-0 Door, 3-3 x 7-2 Vs. Over-all dimensions, 5-6% x 9-0 yic. 

PRICE INCLUDES: 

Head Trim assembled, one carton — Side Trim K.D., one carton — Jambs and Sill K.D., bundled. 
For 1%" Doors Sizes 3-0 x 6-8 and 3-0 x 7-0 

For Frame Construction, Jambs up to SVi", Sill Included $ 101.35 

For Masonry Construction, Jambs up to 10^4", No Sill Included 105.77 

For Masonry Construction, Jambs up to IOVa", Sill Included 113.76 

If Completely Set-up, ADD 15.19 

Outside Trim only (No Jambs or Sill) 85.88 
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R.2530 

Clear Grade Pine— Toxic Treated before assembly— Oak Sill. 
Pilasters % x 41/2— Fluted one side, plain one side— May be used with either side exposed. 
Rough Opening with 3-0 x 7-0 Door, 3-3y4 x 7-2 Vs. Over-all dimensions, ^-IVa x 9-4%. 

PRICE INCLUDES: 

Head Trim assembled, one carton— Side Trim K.D., one carton— Jambs and Sill K.D., bundled. 
For 1%" Doors Sizes 3-0 x 6-8 and 3-0 x 7-0 

For Frame Construction, Jambs up to 514", Sill Included $ 72.65 

For Masonry Construction, Jambs up to 10 V^", No Sill Included 77.07 

For Masonry Construction, Jambs up to 10^4", Sill Included 84.33 

If Completely Set-up, ADD 15.19 

Outside Trim only (No Jambs or Sill) 57.18 
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R-2531 

Clear Grade Pine — Toxic Treated before assembly — Oak Sill. 
Pilasters % x 4 V2 — Fluted one side, plain one side — May be used with either side exposed. 
Rough Opening with 3-0 x 7-0 Door, 3-3 V4 x 7-2 Vs. Over-all dimensions, 4-614 x 8-5%. 

PRICE INCLUDES: 

Head Trim assembled, one carton — Side Trim K.D., one carton — Jambs and Sill K.D., bundled. 
For IV4" Doors Sizes 3-0 x 6-8 and 3-0 x 7-0 

For Frame Construction, Jambs up to SV4", Sill Included $ 51.89 

For Masonry Construction, Jambs up to lOVi", No Sill Included 56.31 

For Masonry Construction, Jambs up to IOV4", Sill Included 63.78 

If Completely Set-up, ADD 15.19 

Outside Trim only (No Jambs or Sill) 36.42 
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ENTRANCE FRAME 




R-2532 

Clear Grade Pine — Toxic Treated before assembly— Oak Sill. 
Pilasters % x 41/2— Fluted one side, plain one side— May be used with either side exposed. 
Rough Opening with 3-0 x 7-0 Door, 3-3 Vi x 7-2 Vs. Over-all dimensions, 4-7^8 x 9-7% e- 

PRICE INCLUDES: 

Head Trim assembled, one carton— Side Trim K.D., one carton— Jambs and Sill K.D., bundled. 
For 1%" Doors Sizes 3-0 x 6-8 and 3-0 x 7-0 

For Frame Construction, Jambs up to bV^", Sill Included $ 73.97 

For Masonry Construction, Jambs up to 10^4", No Sill Included 78.39 

For Masonry Construction, Jambs up to lOVi", Sill Included 85.36 

If Completely Set-up, ADD 15.19 

Outside Trim only (No Jambs or Sill) 58.50 
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R.2533 

Clear Grade Pine — Toxic Treated before assembly — Oak Sill. 
Pilasters % x AVi — Fluted one side, plain one side — May be used with either side exposed. 
Rough Opening with 3-0 x 7-0 Door, 3-3 x 7-2 Vs. Over-all dimensions, 4-7 Vs x 9-4 1%6. 

PRICE INCLUDES: 

Head Trim assembled, one carton — Side Trim K.D., one carton — Jambs and Sill K.D., bundled. 
For 1%" Doors Sizes 3-0 x 6-8 and 3-0 x 7-0 

For Frame Construction, Jambs up to SVi", Sill Included $ 80.11 

For Masonry Construction, Jambs up to lOVi", No Sill Included 84.53 

For Masonry Construction, Jambs up to lOVi", Sill Included 91.36 

If Completely Set-up, ADD 15.19 

Outside Trim only (No Jambs or Sill) 64.64 
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R-2526 

Clear Grade Pine — Toxic Treated before assembly — Pine Sill. 
Reeded Side Casing IVie x 4V2 
Door Size 3-0 x 6-8 1% 
Rough Opening 3-3 x 6-10 Overall dimensions 3-9 x 7-3 Vi 

PRICE INCLUDES: 

Head Trim assembled, one carton Balance K. D., two bundles 

For Frame Construction, SVi" Jambs, Pine Sill 

If Completely Set-up, ADD 



$31.84 
13.50 
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ENTRANCE FRAME 




R-2529 

Clear Grade Pine Toxic Treated before assembly Pine Sill 

Side Casing, including Moulded Backbond IKc x SVi 
Backbond mitered one end and beveled for Sill 
Door Size 3-0 x 6-8 1% 
Rough Opening 3-3 x 6-10 Over-all dimensions 3-10!/2 x 7-4 

PRICE INCLUDES: 

Head and Sill members, one bundle Side members, one bundle 

For Frame Construction, SV^" Jambs, Pine Sill $ 34.45 

If Completely Set-up, ADD 13.50 
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R-2502 



Clear Grade Pine Toxic Treated before assembly Pine Sill 

Reeded Side Casing 1 \\ ^ x 4^2 Reeded Mullion Casing 1 ^Xe x 2%6 

Door Size 3-0 x 6-8 1^/4 Side Light Size 0-10 x 6-8 1% 

Rough Opening 5-3 !/2 x 6-10 Overall dimensions 5-9 V2 x 

Shown with Side Light R-2480 



PRICE INCLUDES: 

Head Trim assembled, one carton Balance K. D., two bundles 

For Frame Construction, 5^4" Jambs, Pine Sill 

If Completely Set-up, ADD 



$ 66.05 
15.00 
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R-2502 



Clear Grade Pine Toxic Treated before assembly Pine Sill 

Reeded Side Casing 1 i/j x 41/2 Reeded Mullion Casing 1 1/^ x 2-% « 

Door Size 3-0 x 6-8 1% Side Light Size 0-10 x 6-8 1% 

Rough Opening 5-3 x 6-10 Overall dimensions 5-9 Viz x 7-3 V2 

Shown with Side Light R-2481 



PRICE INCLUDES: 

Head Trim assembled, one carton Balance K. D., two bundles 

For Frame Construction, SVa" Jambs, Pine Sill 

If Completely Set-up, ADD 



$ 66.05 
15.00 
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Clear Grade Pine Toxic Treated before assembly Pine Sill 

Exterior Head and Side Mouldings 1%6 x 2 Mullion Casings PXe x 2%6 

Door Size 3-0 X 6-8 1% Side Light Size 0-10 x 6-8 1% 

Rough Opening 5-3 V2 x 6-10 Over-all dimensions 5-4^2 x 6-10 

Shown with Side Light R-2482 

PRICE INCLUDES: 

Head and Sill Members, one bundle Side Members, one bundle Mullions, one bundle 

For Frame Construction, 5V4" Jambs, Pine Sill $ 56.17 

If Completely Set-up, ADD 15.00 
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R-2508 



Clear Grade Pine Toxic Treated before assembly Pine Sill 

Exterior Moulding 1 % i; x 2 
Door Size 3-0 x 6-8 13/4 Side Light size 1-4 x 6-8 1% 

Rough Opening 4-9^4 x 6-10 Over-all dimensions 4-10V2 x 6-10^2 

Shown with Side Light R-2483 

PRICE INCLUDES: 

Head and Sill Members, one bundle Side Members and Mullion, two bundles 

Side Light R-2483— Glazed SSB 

For Frame or Masonry Construction, SVa" Jambs, Pine Sill $ 44.99 

If Completely Set-up, ADD 15.00 
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COMPLETE WOOD WINDOW UNITS 




I 

Andersen Complete Wood Window Units are ac- Installation is easy and rapid, but it is important 

curately milled and fitted. Only quality materials are that manufacturer's directions be followed carefully 
used. They will give many years of outstanding ser- to assure proper window operation. See page 55 of 
vicB ii piOY>exly mslalled arid mamiamed. this catalog for suggested specifications to assure 

recommended installation procedure. 

Pages 

ANDERSEN CASEMENT mNDOW UNITS 22 to 36 incl. 

ANDERSEN GLIDING WINDOW UNITS ' 37 to 40 incl. 

ANDERSEN PRESSURE SEAL DOUBLE HUNG UNITS 41 to 49 inch 

ANDERSEN FLEXIVENT WINDOW UNITS 50 to 52 incL 

ANDERSEN BASEMENT-UTILITY WINDOW UNITS 53 and 54 

Beginning on the pages indicated above will be the contractor in making installations, 

found complete information on the respective units, rp . 

^r.nh.r^^r.rr er.^^^- J * 'i J T x • Tracmg details for the use of architects can also be 

mcludmg specifications, details and list prices. ^ . 1 , 

^ furnished upon application. 

Separate detail sheets are also available to assist 
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ANDERSEN CASEMENT UNITS 




OUTSTANDING FEATURES 

1. Reinforced glued mitre joint eliminates ex- 

posed end wood. 

2. Section through double glazing panel showing 

weatherstripping seal. The double glazing 
cuts radiation heat loss 60%. 

3. Special design of sash eliminates sticking and 

binding. Glazed A guality glass, bedded in 
putty. 

4. Weatherstrip attached to sash bottom rail makes 

tight seal at sill. 

5. Vents for space between double glazing and 

sash help control condensation and frosting. 

6. Frame sill has Andersen Master leakproof con- 

struction with lock sill joints and weathertight 
wind-break. 

7. Bronze under-screen sash operator opens win- 

dow easily and quickly. Holds sash in any 
open position. 

8. Extension hinges swing sash out so that out- 

side of glass can be washed from the inside. 

9. Spring tension weatherstripping comes at- 

tached to frame at head and sides. 

10. Popular flat type inside screen. Comes with 

fasteners attached. Lightweight, attractive 
and durable. 

11. Sash lock pulls sash completely shut, then 

locks it. Also ejects it for easy opening. Inde- 
pendent of screen. 



One-light casements, both the 1-6 width and the 1-10 V2 width, are available factory- 
glazed with 

WELDED INSULATING GLASS 

This Insulating Glass is made by an improved method developed by one of the coun- 
try's leading window glass manufacturers. Two panes of specially selected Va" thick "A" 
quality window glass are electrically welded or fused, with a air space between. 
The result is a perfect all glass seal having no metal or other bonding material. 

After annealing, a small hole is drilled in one corner through which the air between the 
two panes is removed and replaced with specially dried air that is pressurized to with- 
stand atmospheric pressures. 

An improved method of glazing eliminates the face putty and makes a stronger and 
tighter job. 

An extra for glazing with Welded Insulating Glass is shown on all pages where one- 
light casements are priced. 



For glazing with other types of Insulating Window Glass up to V2" thick one-light sash 
can be furnished open on special order from the factory. These sash can also be used 
for glazing with leaded glass or any thick glass requiring a deeper glass rabbet. See 
illustration at the right. 
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ANDERSEN CASEMENT UNITS 



THE COMPLETE UNIT INCLUDES: 

FRAME — INSIDE STOPS — MULLION CASINGS — 
GLAZED SASH — WEATHERSTRIPPING — COMPLETE 
HARDWARE FOR VENTILATING SASH — INSIDE 
SCREEN (optional) — DOUBLE GLAZING (optional) 

ENGINEERED FOR EFFICIENT SERVICE 

Note the special outswinging sash construction with two point 
"refrigerator door" contacts and a full Va" clearance between sash 
and frame. Sash cannot stick or bind. They remain true and 
square because of extra thickness, a full 2", and strongly rein- 
forced corner joints. Tightness is insured by compression weath- 
erstrips, yet sash always operate freely and easily. The ejecting 
sash lock releases the sash from weatherstrip contacts and will 
easily break paint bind. When closed it holds sash tightly shut 
and insures full weatherstrip contacts. Works independently of 
screen. 

Extension hinges permit easy washing of outside glass from 
the mside. Roto-gear under-screen sash operator adjusts and 
automatically holds sash in any open position. Inside screen 
furnished with fasteners attachced. Double glazing panel (storm 
sash) has metal weatherstrip seal ^ umi 



Section through jamb at left shows 
location of compression weather- 
strip, removable double glazing on 
inside of sash, and inside screen. 
Frame and sash are made of selected 
clear Western Pine treated with 
Andersen Chemical Preservative and 
Water Repellent in accordance with 
highest industry standards. 



(Left) 

SASH LOCK pulls the sash com- 
pletely shut and locks it securely 
when closed without opening or 
removing the screen. Also forcibly 
ejects the sash when opened. 

(Right) 

ROTO-GEAR SASH OPER- 
ATOR has solid bronze handle 
and case. Adjusts and automatically 
locks sash in any position. Power- 
ful and easy to operate. Independ- 
ent of screen. Does not interfere 
with drapes, shades or Venetian 
Blinds. 



(Left) 

REMOVABLE DOUBLE GLAZ- 
ING (storm sash) is easily and 
quickly slipped in place or re- 
moved for cleaning or storing. In- 
side screen removed same easy 
way. 



(Right) 

EXTENSION HINGES permit 
easy cleaning of outside glass 
from the inside. 







SILL 

Scale — Three Inches Equal One Foot. 



Installation of standard unit in frame wall. 
Note reversible windbreaks for either % or V2 
inch sheathing. Plaster reveal inside finish can 
be used in place of extension jambs and casing 
trim. The same standard unit is used in all types 
of wall construction. Additional installation de- 
tails furnished on request. Extension jambs and 
other trim members should be ordered separately 
to conform to individual requirements. 



^. CD 

I— H — >C 

CO =• 



3 



00 s- 

Q5 O 



00 

o cv 



05 CO 

CT. O 

CD 

CO o 



OCT 
a> ^ 



^ o 



o- ' 

CD v< 



1:1. 

»^ 

c/» 



24 



Radford S Sanders Inc. In^H^TB^H^ci 



ANDERSEN CASEMENT UNITS 



SASH 1-6 WIDE 



Completely set up — Sash Glazed DSA — Bedded— 
Sash operating as indicated in illustrations, viewed 
from the outside. Where hinging is not indicated, as 
on center sash of Unit No. 623 L sash is stationary. 
Hardware, Inside Stops and Mullion Center Casings 
included — No Screen or Removable Double Glazing 
included — See extras below. 

On our acknowledgment of orders, hinging of sash 



in units as illustrated will be indicated as: No. 2211-L; 

No. 4221-L-R; No. 6231-L-STA-R; etc. 

NOTE: Units can be furnished with any or all of the 

sash operating, but any variation from hinging shown 

in illustrations must be specified on order. See extras 

below. 

For sash glazed with Welded Insulating Glass see 
extras at bottom of page. 



Masonry Opening — 

Stud Opening 

Sash Opening - 
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7 ? °p 

»o K) 

t i t 



TTT 

rv. vo fN 

to K) rO 



TTT 

low 

K O CM 
I I I 
n ^ 

ill 



TTT 

-IN -1* 

K VO M 
I I I 

in in m 

iii 



Price as illustrated $ 

ADD for Extension Jambs up to l^lia" face 




-3-7- 
-3-5 1- 
-3-l|- 


— 5-1 i — 
-1—4-9 


6-10^ ► 

" 6-9i " 

- — 6 - 5 i 


8 - 6^^ ► 

8-5 ► 

^ 8- 1 


□ 


n 


□ 




□ 


□ 


□ 


□ 


nn 


□□□ 



4221 

48.02 
1.32 



623 1 

60.70 
1.50 



8241 

$ 73.72 
1.70 



10251 

$ 86.57 
1.89 



Price as illustrated 

ADD for Extension Jambs up to face. 



23 1 01 

$ 28.29 
1.38 



43 101 

$ 53.29 
1.57 



63 101 

$ 68.32 
1.75 



83 1 01 

$ 83.69 
1.95 



1 03 101 

$ 98.89 
2.14 



Price as illustrated 

ADD for Extension Jambs up to l^Me" face. 



23 1 1 

28.29 
1.38 



4321 

$ 53.29 
1.57 



633 1 

68.32 
1.75 



8341 

83.69 
1.95 



10351 

$ 98.89 
2.14 



Price as illustrated 

ADD for Extension Jambs up to l^Me" 



face. 



24 1 1 

32.99 
1.60 



442 1 

$ 61.94 
1.79 



643 1 

79.07 
1.97 



8441 

96.54 
2.17 



10451 

$ 113.84 
2.36 



Price as illustrated 

ADD for Extension Jambs up to I^Mg" face. 



25 1 1 

35.94 
1.82 



452 1 

67.37 
2.01 



6531 

86.98 
2.19 



8541 

$ 106.93 
2.39 



10551 

$ 126.71 
2.58 



EXTRAS < 



For each sash 
specified operating 
instead of stationary, 
ADD 


If glazed with Welded 
Insulating Glass; 
ADD for each sash 


Sash Heights 


For each Screen, 
ADD 


For each Removable 
Double Glazing. ADD 

Wood Frame Aluminum Frame 


$ 9.95 


$ 8.64 


2-2 


$ 3.74 


$ 3.57 


$ 5.11 


9.95 


10.64 


2-8yi6 


4.65 


4.84 


6.91 


9.95 


10.64 


3-2%6 


4.65 


4.84 


6.91 


11.80 


12.38 


4-23/8 


5.54 


6.03 


8.61 


11.80 


14.47 


5-29/16 


6.46 


7.09 


10.13 



Please note that we cannot accept the return of set-up units. 




Completely set up— Sash Glazed SSA— Bedded— 
Sash operating as indicated in illustrations, viewed 
from the outside. Where hinging is not indicated, as 
on center sash of Unit No. 6232, sash is stationary. 
Hardware, Inside Stops and Mullion Center Casings 
included— No Screens or Removable Double Glazing 
included — See extras at bottom of page. 
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ANDERSEN CASEMENT UNITS 

SASH 1-6 WIDE 

On our acknowledgment of orders, hinging of sash 
in units as illustrated will be indicated as: No. 2212-L; 
No. 4222-L-R; No. 6232-L-STA-R; etc. 
NOTE: Units can be furnished with any or all of the 
sash operating, but any variation from hinging shown 
in illustrations must be specified on order. See extras 
below. 



Masonry Opening — 

Stud Opening 

Sash Opening 



• 1 1 1 

"7 o 00 

*n to 

\ i t 



TTT 

D CN 
to K) hO 

±±J. 



TTT 

~* 1^ 
rs (N 
> I I 

"q- ^j- 



11 



TT 



III 



Price as illustrated 

ADD for Extension Jambs up to liVie" face. 



Price as illustrated 

ADD for Extension Jambs up to iHie" face. 



Price as illustrated 

ADD for Extension Jambs up to I^Viq" face. 



Price as illustrated 

ADD for Extension Jambs up to l^Mc" 



face. 



-3-7-* 



— 5-21- 

— 5-1 i~ 

— 4-9 



6-10^ 
6-9| 
6 - 5 i 



8 - 6 ^ 
8-5 
8 - I 



221 2 

25.37 $ 
1.13 



HH 


[ 


3BB 






H 


B 




B 


B 



48.02 
1.32 



60.70 
1.50 



8242 

$ 73.72 
1.70 



10252 

$ 86.57 
1.89 



23103 

28.29 
1.38 



43 103 

$ 53.29 
1.57 



63 103 

$ 68.32 
1.75 



83 103 

$ 83.69 
1.95 



103 103 

E 98.89 
2.14 



2313 

28.29 
1.38 



4323 

53.29 
1.57 



6333 

$ 68.32 
1.75 



8343 

83.69 
1.95 



10353 

$ 98.89 
2.14 



2414 4424 

32.99 $ 61.94 



1.60 



1.79 



6434 

79.07 
1.97 



8444' 

$ 96.54 
2.17 



10454 

$ 113.84 
2.36 



Price as illustrated 

ADD for Extension Jambs up to l^Me" face. 



25 15 

35.94 
1.82 



4525 

67.37 
2.01 



6535 

86.98 
2.19 



8545 

$ 106.93 
2.39 



$ 126.71 
2.58 



EXTRAS ^ 



For each sash 
specified operating 
instead of stationary, 
ADD 


Sash Heights 


For each Screen, 
ADD 


For each Removable 
Double Glazing. ADD 

Wood Frame Aluminum Frame 


$ 9.95 


2-2 


$ 3.74 


$ 3.57 


$ 5.11 


9.95 


2-83/16 


4.65 


4.84 


6.91 


9.95 


3-2%6 


4.65 


4.84 


6.91 


11.80 


4-23/8 


5.54 


6.03 


8.61 


11.80 


5-2%6 


6.46 


7.09 


10.13 



Please note that we cannot accept the return of set-up units. 



ex. 

GO 



3 



C3 
O 
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o 
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o 
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ANDERSEN CASEMENT UNITS 

SASH 1-6 WIDE 



Completely set up— Sash Glazed SSA— Bedded — 
Sash operating as indicated in illustrations, viewed 
from the outside. Where hinging is not indicated, as 
on center sash of Unit No. 6234, sash is stationary. 
Hardware, Inside Stops and Mullion Center Casings 
included — No Screen or Removable Double Glazing in- 
cluded — See extras below. 



On our acknowledgment of orders, hinging of sash 
in units as illustrated will be indicated as: No. 2214-L; 
No. 4224-L-R; No. 6234-L-STA.R; etc. 
NOTE: Units can be furnished with any or all of the 
sash operating, but any variation from hinging shown 
in illustrations must be specified on order. See extras 
below. 



Masonry Opening — 

Stud Opening 

Sash Opening . 



23i 
22 
18 



-3-7- 
-3-l|H 



rN (S <N 
t t t 



~r~r~r 

7 ? ? 

»0 fNI 

t t T, 



TTT 

fO ro ro 
I i ♦ 



K vD (N 
< I I 

111 



TT 



-I* (W* 



Price as illustrated 

ADD for Extension Jambs up to lijie" face. 



Price as illustrated $ 

ADD for Extension Jambs up to l^Mo" face 



Price as illustrated 

ADD for Extension Jambs up to l^Mc" 



face. 



Price as illustrated 

ADD for Extension Jambs up to I^Viq" face. 



Price as illustrated 

ADD for Extension Jambs up to 1 ^ Mc" face. 



2214 

25.37 
1.13 



4224 

48.02 
1.32 



2310 4310 

28.29 $ 53.29 
1.38 1.57 



23 1 6 

28.29 
1.38 



4326 

53.29 
1.57 



24 18 

32.99 
1.60 



4428 
61.94 

1.79 



25110 45210 

35.94 $ 67.37 
1.82 2.01 



-5-li- 
- 4-9 i- 



■ 6-\0{ 
6 - 5 i 



6234 

$ 60.70 
1.50 



63 1 O 

$ 68.32 
1.75 



6336 

68.32 
1.75 



6438 

$ 79.07 
1.97 



653 10 

86.98 
2.19 



8244 

$ 73.72 
1.70 



83 1 O 

$ 83.69 
1.95 



8346 

$ 83.69 
1.95 



8448 

$ 96.54 
2.17 



854 1 O 

$ 106.93 
2.39 



8- 6i 
8-5 
8- I 



10254 

$ 86.57 
1.89 



103 10 

98.89 
2.14 



10356 

98.89 
2.14 



10458 

$ 113.84 
2.36 



105510 

$ 126.71 
2.58 



ffl 



EXTRAS i 



For each sash 
specified operating 
instead of stationary, 
ADD 


Sash Heights 


For each Screen. 
ADD 


For each Removable 
Double Glazing. ADD 






Wood Frame 


Aluminum Frame 


$ 9.95 
9.95 
9.95 
11.80 
11.80 


2-2 

2- 83/16 

3- 23/16 

4- 23/8 

5- 29/16 


$ 3.74 
4.65 
4.65 
5.54 
6.46 


$ 3.57 
4.84 
4.84 
6.03 
7.09 


$ 5.11 
6.91 
6.91 
8.61 
10.13 



Please note that we cannot accept the return of set-up units. 



OK 
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ANDERSEN CASEMENT UNITS 

SASH I-IOV2 WIDE 



Completely set up — Sash Glazed DSA — Bedded — 
Sash operating as indicated in illustrations, viewed 
from the outside. Where hinging is not indicated, as 
on center sash of Unit No. 64027, sash is stationary. 
Hardware, Inside Stops and Mullion Center Casings in- 
cluded — No Screens or Removable Double Glazing in- 
cluded — See extras at bottom of page. 

On our acknowledgment of orders, hinging of sash 



in units as illustrated will be indicated as : No. 24027-L; 
No. 44027-L-R; No. 64027-L-STA-R; etc. 
NOTE: Units can be furnished with any or all of the 
sash operating, but any variation from hinging shown 
in illustrations must be specified on order. See extras 
at bottom of page. 

For sash glazed with Welded Insulating Glass, see 
extras below. 



MASONRY OPG. 



RGN.STU0 0P6. 



SASH OPENfNG • 



231 
l-IOi 



- 4-4 - 
^4-2 f 
-3-IO|^ 



r> to <vi 



-I — r- 




Price as illustrated $ 

ADD for Extension Jambs up to face. 



24027 

27.46 
1.24 



44027 

$ 51.93 
1.48 



— ' — *1 



* 24030 

Price as illustrated $ 30.77 

ADD for Extension Jambs up to I^Mg" face. ... 1.49 



44030 

$ 57.98 
1.73 




♦ * * 

CO ro r> 
i i i 

24037 44037 

Price as illustrated $ 30.77 $ 57.98 

ADD for Extension Jambs up to I'^Viq" face. . 1.49 1*73 

TTT 

<o c\i 

* I I 



24047 

Price as illustrated $ 35.79 

'^'^ ' " ■ " face. . 1.71 



44047 

$ 67.27 
1.95 



TTT 

<o cVi 
*0 lO »o 

111 



24057 

Price as illustrated $ 39.11 

ADD for Extension Jambs up to l^Vm" face. ... 1.93 



44057 

$ 73.44 
2.17 



•6-4i-^ 
6-3 — 
5-11 — 



8-41 
8-3 i 
7-11 i 



I0-4| 
10-3^ 
9-11^ 



□□□ 

9 






□ 


□ 


□ □ 


□ 


□ 



6402 7 

$ 66.38 
1.70 



84027 

$ 81.27 
1.95 



1 04027 

$ 96.17 
2.20 




64030 

$ 75.17 
1.95 



84030 

$ 92.80 
2.20 



104030 

$ 110.44 
2.45 




64037 
$ 75.17 

1.95 



84037 

$ 92.80 
2.20 



104037 

$ 110.44 
2.45 



64047 

$ 86.88 
2.17 



84047 

$ 106.93 
2.42 



104047 

$ 126.99 
2.67 




64057 

$ 95.90 
2.39 



84057 

$ 118.80 
2.64 



1 04057 
$ 141.71 

2.89 



EXTRAS 



For each sash 
specified operating 
instead of stationary. 
ADD 


If glazed with Welded 
Insulating Glass, 
ADD for each sash 


Sash Heights 


For each Screen, 
ADD 


For each Removable 
Double Glazing (Wood 
Frame) ADD 


$ 9.95 


$ 9.71 


2-2 


$4.27 


$ 3.87 


9.95 


12.38 


2-8%6 


5.31 


5.32 


9.95 


12.38 


3-2%6 


5.31 


5.32 


11.80 


15.13 


4-2% 


6.37 


7.95 


11.80 


17.62 


5-2%6 


7.30 


9.71 



Please note that we cannot accept the return of set-up units. 



O ■ 

P r 



s ^ 

If 
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ANDERSEN CASEMENT UNITS 

SASH I-IOV2 WIDE 

Completely set up— Sash Glazed SSA— Bedded — 
Sash operating as indicated in illustrations, viewed 
from outside. Where hinging is not indicated, as on 
center sash of Unit No. 6427, sash is stationary. Hard- 
ware, Inside Stops and Mullion Center Casings in- 
cluded — No Screens or Removable Double Glazing in- 
cluded — See extras at bottom of page. 



On our acknowledgment of orders, hinging of sash 
in units as illustrated will be indicated as : No. 2427-L; 
No. 4427-L-R; No. 6427-L-STA-R; etc. 
NOTE: Units can be furnished with any or all of the 
sash operating, but any variation from hinging shown 
in illustrations must be specified on order. See extras 
below. 



MASONRY OPG.- 



RGH STUD 0P6. 



SASH OPENING 



2^1 



-4-4 - 
-4-2 1 

- h3-ioi 



-6-41- 

-6-3 

■5-11 



8-4^- 
-8-3i 



■I0-4|- 
10-3^ • 



U) CM 
CVJ (vj CM 

— r—r 



Price as illustrated $ 

ADD for Extension Jambs up to I^Mg" face. 



Price as illustrated $ 

ADD for Extension Jambs up to I^Mg" ^ace. 



9 cu 

c*) fb fb 
i ♦ ♦ 




2437 4437 

Price as illustrated $ 30.77 $ 57.98 

ADD for Extension Jambs up to I^Yiq" face. 1.49 1.73 



T 



TT 

f;- <o (vj 

lii 



Price as illustrated $ 

ADD for Extension Jambs up to I^Mg" face. 



2447 

35.79 
1.71 



4447 
$ 67.27 
1.95 



TTT 

<p (\J 
»b lO ih 

ill 



2457 4457 

Price as illustrated $ 39.11 $ 73.44 

ADD for Extension Jambs up to I^Viq" face. 1.93 2.17 



6427 

$ 66.38 
1.70 



6430 

75.17 
1.95 



6437 
75.17 

1.95 



6447 

$ 86.88 
2.17 



6457 

$ 95.90 
2.39 



81.27 
1.95 



8430 

$ 92.80 
2.20 



843 7 

92.80 
2.20 



8447 

$ 106.93 
2.42 



8457 
$ 118.80 

2.64 



10427 

$ 96.17 
2.20 



10430 

$ 110.44 
2.45 



m 



10437 

$ 110.44 
2.45 



10447 
$ 126.99 
2.67 



T0457 
$ 141.71 

2.89 



EXTRAS < 



For each sash 
specified operating 
instead of stationary, 
ADD 



$ 



9.95 
9.95 
9.95 
11.80 
11.80 



Sash Heights 



2- 2 
2- 

3- 23/16 

4- 23/8 

5- 2%6 



For each Screen, 
ADD 



$4.27 
5.31 
5.31 
6.37 
7.30 



For each Removable 
Double Glazing (Wood 
Frame), ADD 

$ 3.87 
5.32 
5.32 
7.95 
9.71 



Please note that we cannot accept the return of set-up units. 
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ANDERSEN CASEMENT PICTURE UNITS 




Andersen Casement Picture Window Units offer 
the important advantage of adequate ventilation in 
combination with a view-framing single light "picture" 
sash. 

The stationary picture window sash is designed for 



any type of glazing, including Thermopane or Twin- 
dow, one inch thick. 

The Picture Window openings can be furnished 
separately for bay windows in combination with 
standard ventilating units at the sides. See page 36. 



GO 



o 



o 
o 



TABLE OF SIZES FOR PICTURE SASH 



Unit Numbers 



Sash Opening 



Glass Rabbet 



Exact Glass Size For 



3321 


332 


532 


3331 


333 


533 


3341 


334 


534 


3421 


342 


542 


3431 


343 


543 


3441 


344 


544 


3521 


352 


552 


3531 


353 


553 


3541 


354 


554 



Thermopane 
or Twindow 



1/4 Inch Plate 



3- 13/4 X 3-23/16 

4- 91/2 X 3-23/16 
6-51/4 X 3-2%6 

3- 13/4 X 4-23/8 

4- 91/2 X 4-23/8 
6-51/4 X 4-23/8 

3- 13/4 X 5-2%6 

4- 91/2 X 5-2%6 
6-51/4 X 5-2%6 



36i/i6 X 361/2 
551^16 X 361/2 
75%6 X 361/2 



36M. 
55i3/,6 

75% 6 
36^16 
5513/16 

75ri6 



X 4813/16 
X 4811/16 
X 4811/16 
X 60% 
X 60% 
X 60% 



351/2 
551/4 
75 

351/2 
551/4 
75 

351/2 
551/4 
75 



X 36 
X 36 
X 36 
X 48^8 
X 481/8 
X 48V^ 

X 603/8 
X 603/8 
X 603/8 



357/8 X 361/4 
55% X 361/4 
753/8 X 361/4 
35% X 481/2 
555/8 X 481/2 
753/8 X 481/2 
35% X 605/8 
555/8 X 605/8 
753/8 X 605/8 



The Table of Sizes above gives the unit numbers of 
the typical Picture Window Unit arrangements, — a 
center sash flanked on each side by a ventilating sash. 



Many other interesting combinations are possible, a 
number of which are shown on pages 30 to 35 inclu- 
sive. 



SECTION THRU MULLION 
SHOWING SINGLE LIGHT 
IN THE PICTURE SASH. 



SECTION THRU MULLION 
SHOWING THERMOR^NE 
OR TWINDOW GLAZING 
IN THE PICTURE SASH. 




OQ 
CD 

O 
O 

o 



o 



PLAN SECTIONS— Scale 3" equals I'-O" 
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ANDERSEN CASEMENT PICTURE UNITS 



Completely set up — Hardware, Inside Stops and 
Mullion Center Casings included. No screen or Re- 
movable Double Glazing included. See extras below. 

Casement Sash Glazed DSA, bedded — Sash oper- 



ating as illustrated, viewed from the outside. 

For Casement Sash glazed with Welded Insulating 
Glass, see extras below. 

All Picture Sash are stationary. 



Masonry Opening - 
Stud Opening — 



Sash Opening - 



5-21- 
• 5- I 
-4-95- 



• 5- li-* 
4-9i-* 



— 6 - lOj 

— 6-9? 

— 6- 5i 



10 - 2 - 
10 -0 I- 
9 -8| ■ 



— 6 - 9i ^ 
*-6- 5iH 



«o (N 

»0 »0 rO 
t ♦ t 



TTT 



\ i I 



TTT 

N O (N 

in IT) lO 

1_L_L 



D 



□ 



332 1 -A 

Picture Sash Open $ 47.07 

Picture Sash Glazed Thermopane 91.49 

Picture Sash Glazed V^' Plate 68.20 

ADD for Extension Jambs up to l^Vm" face 1.75 



332 1 -B 

) 47.07 
91.49 
68.20 
1.75 



332 1 

$ 72.40 
116.82 
93.53 
1.95 



332 1 -C 

$ 122.87 
167.29 
144.00 
2.38 



333 1 -A 
$ 51.21 

112.89 
83.22 
1.95 



3421-A 

Picture Sash Open $ 53.05 

Picture Sash Glazed Thermopane 109.83 

Picture Sash Glazed Va" Plate 81.60 

face 1.97 



3421 -B 

$ 53.05 
109.83 
81.60 
1.97 



3421 

$ 80.33 
137.11 
108.88 
2.17 



342 1 -C 

$ 140.70 
197.48 
169.25 
2.60 



343 1 -A 
$ 57.19 

137.47 
96.16 
2.17 



3521 -A 

Picture Sash Open $ 57.87 

Picture Sash Glazed Thermopane 126.42 

Picture Sash Glazed V4" Plate 90.62 

ADD for Extension Jambs up to l^Mo" face 2.19 



352 1 -B 

$ 57.87 
126.42 
90.62 
2.19 



3521 

89.63 
158.18 
122.38 
2.39 



352 1 -C 

$ 152.96 
221.51 
185.71 
2.82 



353 1 -A 

$ 62.01 
156.71 
107.93 
2.39 



Masonry Opening- 
Stud Opening — 



Sash Opening - 



K to CNI 
K) to rO 



TTT" 

N. O fN 

"q- 

^ I f 




Picture Sash Open 

Picture Sash Glazed Thermopane 

Picture Sash Glazed V4" Plate 

ADD for Extension Jambs up to l^Vic/' face 



3341-C 

$ 136.77 
217.01 
176.64 
2.85 



3321-D 
$ 91.68 

180.52 
133.94 
2.38 



333 l-D 

$ 105.61 
228.97 
169.63 
2.85 



Picture Sash Open 

Picture Sash Glazed Thermopane 

Picture Sash Glazed 14" Plate 

ADD for Extension Jambs up to l^^^ie" 



face . 



3441-C 

$ 154.60 
263.25 
203.90 
3.07 



3421-D 

$ 102.89 
216.14 
159.99 
2.60 



343 1 -D 

$ 116.82 
277.38 
194.76 
3.07 



TT 



^« <0 (N 

v) 10 10 



Picture Sash Open 

Picture Sash Glazed Thermopane 

Picture Sash Glazed V4" Plate 

ADD for Extension Jambs up to l^^e" ^ace 



3541-C 

$ 166.86 
296.52 
225.61 
3.29 



3521-D 
$ 112.06 

249.16 
177.56 
2.82 



353 1 -D 

$ 125.99 
315.39 
217.83 
3.29 



EXTRAS ^ 



For Casement Sash glazed 
with Welded Insulating Glass, 
ADD for each Sash 


Sash Heights 


For each Screen, 
ADD 


For each Removable Double Glazing, ADD 
Wood Frame Aluminum Frame 


$ 10.64 


3-23/16 


$4.65 


$4.84 $ 6.91 


12.38 


4-2% 


5.54 


6.03 8.61 


14.47 


5-2%6 


6.46 


7.09 10.13 



Please note that we cannot accept the return of set-up units. 
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ANDERSEN 



The illustrations on these pages offer a wide variety 
of sash arrangements, but there are many other pos- 
sibilities. We will be glad to submit prices on special 
arrangements or combinations. 



CASEMENT PICTURE UNITS 

Units ordered by number underneath illustrations 



will be furnished exactly as shown. Any variations as 
to hinging should be clearly indicated on order. 



-6- 9i — 
■ 6 - 5i — 



$ 51.21 
112.89 
83.22 
1.95 




343 1 -B 

$ 57.19 
137.47 
96.16 
2.17 



353 1 -B 

$ 62.01 
156.71 
107.93 
2.39 



D 



3321-E 

$ 66.36 
155.20 
108.62 
2.14 



3421-E 

$ 73.62 
187.18 
130.72 
2.36 



3521 -E 
$ 80.31 

217.41 
145.81 
2.58 



8-6? 

- 8-5 

— 8- I 



II -9i 
11-8^ 
ll-4i 



333 1 

$ 76.36 
138.04 
108.37 
2.14 



333 1-C 
$ 132.66 
194.34 
164.67 
2.61 





343 1 
$ 86.29 
166.57 
125.26 
2.36 




353 1 
$ 93.59 
188.29 
139.51 
2.58 



8-6i— J L — 8-6i — J 

^ — 8-5 L — 8-5 — -J 
U 8-1 — 1^ U — 8-1 —J 



□□D 



3321-F 

$ 66.36 
155.20 
108.62 
2.14 



342 1 -F 

$ 73.62 
187.18 
130.72 
2.36 



3521 -F 
$ 80.31 

217.41 
145.81 
2.58 



343 i-c 
$ 150.49 
230.77 
189.46 
2.83 



353 1 -c 
$ 162.75 
257.45 
208.67 
3.05 



II 

M - si- 
ll - 4i- 



3331-E 
$ 80.28 

203.64 
144.30 
2.61 



343 1 -E 

$ 87.54 
248.10 
165.48 
2.83 



3531-E 

94.23 
283.63 
186.07 
3.05 



8 -6i 

8-5 

8-1 



- — 8-6j 
-8-5 
-8-1 



10-2 
lO-Oj 
9 - 8| 



334 t -A 
$ 55.14 

135.38 
95.01 
2.14 




344 1 -A 

61.12 
169.77 
110.42 
2.36 




3541 -A 

$ 65.94 
195.60 
124.69 
2.58 




3341-B 
$ 55.14 

135.38 
95.01 
2.14 



344 1 -B 

$ 61.12 
169.77 
110.42 
2.36 



65.94 
195.60 
124.69 
2.58 



ll-9i- 

II - 8i - 
II - 45 • 



D 



333 1 -F 

$ 80.28 
203.64 
144.30 
2.61 




3431-F 

$ 87.54 
248.10 
165.48 
2.83 




$ 



353 1 -F 

94.23 
283.63 
186.07 
3.05 



334 1 
$ 80.46 
160.70 
120.33 
2.38 



3441 

90.39 
199.04 
139.69 
2.60 



$ 97.69 
227.35 
156.44 
2.82 

— 10-2 — 

— ^10-0 I — 

9 -8j 



D 



332 1 -G 
$ 91.68 

180.52 
133.94 
2.38 



342 1 -G 

$ 102.89 
216.45 
159.99 
2.60 



352 1 -G 

$ 112.06 
249.16 
177.56 
2.82 



3 

CD 



0-13 

00 s- 

=3" 00 



a> ^ 

if 



§ I. 

o 



CD «^ 



O ^. 
^ =3 
^ CD 



EXTRAS 



J 



For Casement Sash glazed 
with Welded Insulating Glass, 
ADD for each Sash 



Sash Heights 



For each Screen, 
ADD 



For each Removable Double Glazing, ADD 



Wood Frame 



$ 10.64 
12.38 
14.47 



3- 2-716 

4- 2% 

5- 2%6 



$ 4.65 
5.54 
6.46 



$ 4.84 
6.03 
7.09 



Please note that we cannot accept the return of set-up units. 



Aluminum Frame 



$ 6.91 
8.61 
10.13 



o 0^ / 
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ANDERSEN CASEMENT PICTURE UNITS 



Completely set up — Hardware, Inside Stops and 
Mullion Center Casings included — No Screen or Re- 
movable Double Glazing included — See extras below. 



Casement Sash Glazed SSA, bedded — Sash oper- 
ating as indicated in illustrations, viewed from the 
outside. 

All Picture Sash are stationary. 



Mosonry Opening — 

Stud Opening 

Sash Opening 



5-2t- 
-4-9^- 



■5-23- 
■ 5- li — 
4-9^- 



6 - 105 
*- 6- 9i 
^ 6- 5k 



10 - 2 ■ 

10 -oi 

9 -8| 



h-6-I05- 
6- — 
6 - 5i — 



O (Nl 

K) fO 



I 



TTT 



^ 

t ) i 



TTT 



332-A 

Picture Sash Open $ 47.07 

Picture Sash Glazed Thermopane 91.49 

Picture Sash Glazed Va" Plate 68.20 

ADD for Extension Jambs up to I^Yiq" face 1.75 



332-B 

47.07 
91.49 
68.20 
1.75 



332 

$ 72.40 
116.82 
93.53 
1.95 



332-C 

$ 122.87 
167.29 
144.00 
2.38 



333-A 

$ 51.21 
112.89 
83.22 
1.95 



342-A 342-B 

Picture Sash Open $ 53.05 $ 53.05 

Picture Sash Glazed Thermopane 109.83 109.83 

Picture Sash Glazed Va" Plate 81.60 81.60 

ADD for Extension Jambs up to 11^6" face 1.97 1.97 



342 

80.33 
137.11 
108.88 
2.17 



342-C 

$ 140.70 
197.48 
169.25 
2.60 



343-A 

$ 57.19 
137.47 
96.16 
2.17 



352-A 

Picture Sash Open $ 57.87 

Picture Sash Glazed Thermopane 126.42 

Picture Sash Glazed V4" Plate 90.62 

ADD for Extension Jambs up to l^Me" face 2.19 

Masonry Opening . 

Stud Opening . . 

Sash Opening — , 



352-B 

$ 57.87 
126.42 
90.62 
2.19 



352 

$ 89.63 
158.18 
122.38 
2.39 



352-C 

$ 152.96 
221.51 
185.71 
2.82 



353-A 
$ 62.01 
156.71 
107.93 
2.39 



13 - 55 
15-4, 
13-0? 



-10 -2 - 

-lo-ol - 

- 9 -8| 



15 - 5i ■ 

\5-4i 

13-05 



K fst 
K) K) 

■ t t r ■ 



TTT 

K O (N 
V 

i t » 



TTT 

^- «0 

10 10 10 

J_LL 



§□□11 



Picture Sash Open 

Picture Sash Glazed Thermopane 

Picture Sash Glazed V4" Plate 

ADD for Extension Jambs up to l^Mo" face 



334-C 

$ 136.77 
217.01 
176.64 
2.85 



332-D 

$ 91.68 
180.52 
133.94 
2.38 



333-D 
$ 105.61 
228.97 
169.63 
2.85 



Picture Sash Open 

Picture Sash Glazed Thermopane 

Picture Sash Glazed V^" Plate 

ADD for Extension Jambs up to I^Mg" face 



344-C 

$ 154.60 
263.25 
203.90 
3.07 




342-D 

$ 102.89 
216.14 
159.99 
2.60 



343-D 
$ 116.82 
277.38 
194.76 
3.07 



Picture Sash Open 

Picture Sash Glazed Thermopane 

Picture Sash Glazed 14" Plate 

ADD for Extension Jambs up to iWw" face 



354-C 

$ 166.86 
296.52 
225.61 
3.29 



352-D 
$ 112.06 

249.16 
177.56 
2.82 




353-D 
$ 125.99 
315.39 
217.83 
3.29 



EXTRAS i 



Sash Heights 


For each Screen, 


For each Removable Double Glazing, ADD 


ADD 


Wood Frame Aluminum Frame 


3- 23/16 

4- 23/8 

5- 2%6 


$4.65 
5.54 
6.46 


$4.84 $ 6.91 
6.03 8.61 
7.09 10.13 



Please note that we cannot accept the return of set-up units. 



'C0>^ >0' 
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ANDERSEN CASEMENT PICTURE UNITS 



The illustrations on these pages offer a wide variety 
of sash arrangements, but there are many other possi- 
bilities. We will be glad to submit prices on special 
arrangements or combinations. 



However, units ordered by the number underneath 
illustrations will be furnished exactly as shown. Any 
variations as to hinging should be clearly indicated 
on order. 



6-ioi - 

-6- 9i — 
-6- 5i — 



333-B 
f 51.21 

112.89 
83.22 
1.95 



343-B 
$ 57.19 

137.47 
96.16 
2.17 




353-B 
$ 62.01 

156.71 
107.93 
2.39 

8-6i - 

8-5 - 

8- I — 



332-E 

$ 66.36 
155.20 
108.62 
2.14 



342-E 

$ 73.62 
187.18 
130.72 
2.36 



352-E 
$ 80.31 

217.41 
145.81 
2.58 



EXTRAS < 



8-6i 
8-5 
8- I 



11-91 
ll-8i 
ll-4i 



333 

$ 76.36 
138.04 
108.37 
2.14 



333-C 

$ 132.66 
194.34 
164.67 
2.61 




343 

86.29 
166.57 
125.26 
2.36 



343-C 

$ 150.49 
230.77 
189.46 
2.83 




353 

$ 93.59 
188.29 
139.51 

2 58 



353-C 

$ 162.75 
257.45 
208.67 
3.05 



h 8-5 

U 8 - I — ^ 



II -9| 
M - Si- 
ll - 4i - 



□ □□§ 



332-F 

$ 66.36 
155.20 
108.62 
2.14 



333-E 

$ 80.28 
203.64 
144.30 
2.61 



342-F 

$ 73.62 
187.18 
130.72 
2.36 



343-E 

$ 87.54 
248.10 
165.48 
2.83 



352-F 
; 80.31 

217.41 
145.81 
2.58 



353-E 

$ 94.23 
283.63 
186.07 
3.05 



8-6i 

8-5 
8-1 



334-A 

$ 55.14 
135.38 
95.01 
2.14 



0 



344-A 

$ 61.12 
169.77 
110.42 
2.36 



354-A 

$ 65.94 
195.60 
124.69 
2.58 



- — 8 - 6j 
- 8-5 
-8-1 



10-2 
lO-Oi 
9 - 6\ 



334-B 

$ 55.14 
135.38 
95.01 
2.14 



334 

$ 80.46 
160.70 
120.33 
2.38 




344-B 
$ 61.12 

169.77 
110.42 
2.36 



344 

$ 90.39 
199.04 
139.69 
2.60 



354-B 

; 65.94 
195.60 
124.69 
2.58 



II - 4i 



354 

$ 97.69 
227.35 
156.44 
2.82 

L 10-2 J 

H 10 -0 I H 

U 9-ej H 



333-F 

80.28 
203.64 
144.30 
2.61 



332-G 

$ 91.68 
180.52 
133.94 
2.38 



343-F 

$ 87.54 
248.10 
165.48 
2.83 



342.G 

$ 102.89 
216.45 
159.99 
2.60 




353-F 

$ 94.23 
283.63 
186.07 
3.05 



352-G 

$ 112.06 
249.16 
177.56 
2.82 



Sash Heights 



For each Screen, 
ADD 



For each Removable Double Glazing, ADD 



Wood Frame 



Aluminum Frame 



3- 2%6 

4- 2% 

5- 2%6 



$ 4.65 
5.54 
6.46 



$ 4.84 
6.03 
7.09 



$ 



6.91 
8.61 
10.13 



PJease note that we cannot accept the return of set-up units. 



o 
o 



o 
o 
o 



CD 5 



o 

o 
o 



00 



o 



o 



o 

—I 
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ANDERSEN CASEMENT PICTURE UNITS 

Completely set up — Hardware, Inside Stops and Casement Sash Glazed SSA, bedded. Sash oper- 

Mullion Center Casings included. No Screen or Re- ating as indicated in illustrations, viewed from the 
movable Double Glazing included. See Extras below. outside. 

All Picture Sash are stationary. 



Mosonry Opening — 
Stud Opening *— 
Sash Opening - 



5-2»- 
• 5- I i- 
- 4-9i- 



-5- li — 
-4-95 



*- 6- lOj 
*- 6- 9i 
— 6- 5i ■ 



10-2 • 

10 -a 

9 -8i 



*-6 - IDs • 

— 6 - 5i ' 



K *P (\| 
H) »0 fO 
* * ♦ 



TTT" 

N. O (N 
^ 4 
i ♦ ♦ 



i 



532-A 

Picture Sash Open $ 47.07 

Picture Sash Glazed Thermopane 91.49 

Picture Sash Glazed Va" Plate 68.20 

ADD for Extension Jambs up to l^Mo" face 1.75 



532-B 

$ 47.07 
91.49 
68.20 
1.75 



532 

72.40 
116.82 
93.53 
1.95 



532-C 

$ 122.87 
167.29 
144.00 
2.38 



533-A 
51.21 

112.89 
83.22 
1.95 



542-A 

Picture Sash Open $ 53.05 

Picture Sash Glazed Thermopane 109.83 

Picture Sash Glazed 1/4" Plate 81.60 

ADD for Extension Jambs up to l^Me" ^ctce 1.97 



542-B 

$ 53.05 
109.83 
81.60 
1.97 



542 

$ 80.33 
137.11 
108.88 
2.17 



542-C 

$ 140.70 
197.48 
169.25 
2.60 



543-A 
57.19 

137.47 
96.16 
2.17 



TTT 

-IM #.|5 

<o rM 
<o 10 10 

li_L 



552-A 

Picture Sash Open $ 57.87 

Picture Sash Glazed Thermopane 126.42 

Picture Sash Glazed V4" Plate 90.62 

ADD for Extension Jambs up to iWie" face 2.19 



Masonry Opening — 
Stud Opening — — 
I Opening • 



552-B 

$ 57.87 
126.42 
90.62 
2.19 

13 - 5i 

13 - Ak 

13 - Oi 



552 

89.63 
158.18 
122.38 
2.39 



552-C 

$ 152.96 
221.51 
185.71 
2.82 



553-A 
62.01 
156.71 
107.93 
2.39 



-10-2 - 

• 10-01 ' 

• 9 - 8| - 



13-5-2 ■ 
13 -4i 
13- Ok 



K) »o tO 

t t t 



TTT" 

K O 
^ i I 



TTT 



ID in o 

\ \ t 



ffl 



Picture Sash Open 

Picture Sash Glazed Thermopane 

Picture Sash Glazed V4" Plate 

ADD for Extension Jambs up to I^Viq" face 



534-C 

$ 136.77 
217.01 
176.64 
2.85 



532-D 
$ 91.68 

180.52 
133.94 
2.38 



533-D 
$ 105.61 
228.97 
169.63 
2.85 



Picture Sash Open 

Picture Sash Glazed Thermopane 

Picture Sash Glazed V4" Plate 

ADD for Extension Jambs up to I^M-G" 



face 



544-C 

$ 154.60 
263.25 
203.90 
3.07 



542-D 

$ 102.89 
216.14 
159.99 
2.60 



543-D 
$ 116.82 
277.38 
194.76 
3.07 



Picture Sash Open 

Picture Sash Glazed Thermopane 

Picture Sash Glazed Va" Plate 

ADD for Extension Jambs up to l^Me" 



face 



554-C 

$ 166.86 
296.52 
225.61 
3.29 



552-D 
$ 112.06 

249.16 
177.56 
2.82 



553-D 
$ 125.99 
315.39 
217.83 
3.29 



EXTRAS 



Sash Heights 


For each Screen, 


For each Removable Double Glazing, ADD 


ADD 


Wood Frame 


Aluminum Frame 


3- 2%6 

4- 2% 

5- 2%6 


$4.65 
5.54 
6.46 


$4.84 
6.03 
7.09 


$ 6.91 
8.61 
10.13 


Please note that we cannot accept the return of set-up units. 



Ok 
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ANDERSEN CASEMENT PICTURE UNITS 



The illustrations on these pages offer a wide variety 
of sash arrangements, but there are many other pos- 
sibilities. We will be glad to submit prices on special 
arrangements or combinations. 



6 - 9i — 
6- 5i — 



533-B 
$ 51.21 

112.89 
83.22 
1.95 



543-B 
57.19 

137.47 
96.16 
2.17 




553-B 
$ 62.01 

156.71 
107.93 
2.39 



532-E 

$ 66.36 
155.20 
108.62 
2.14 



542-E 

73.62 
187.18 
130.72 
2.36 



552-E 

$ 80.31 
217.41 
145.81 
2.58 



EXTRAS < 



■ 8-6i 
8-5 
8- I 



II -9i 

11-4^ 



533 

$ 76.36 
138.04 
108.37 
2.14 



533-C 

$ 132.66 
194.34 
164.67 
2.61 



543 

$ 86.29 
166.57 
125.26 
2.36 




543-C 

$ 150.49 
230.77 
189.46 
2.83 



553 

$ 93.59 
188.29 
139.51 
2.58 




^ 8-6i — J ,i 8-6i — J 



553-C 

$ 162.75 
257.45 
208.67 
3.05 



II - 9| - 
II - 8j - 
II - 4i- 



□□PI i 



532-F 

$ 66.36 
155.20 
108.62 
2.14 



533-E 

$ 80.28 
203.64 
144.30 
2.61 




542-F 

73.62 
187.18 
130.72 
2.36 



543-E 

87.54 
248.10 
165.48 
2.83 



552-F 

$ 80.31 
217.41 
145.81 
2.58 



553-E 

$ 94.23 
283.63 
186.07 
3.05 



Units ordered by number underneath illustrations 
will be furnished exactly as shown. Any variation 
as to hinging should be clearly indicated on order. 



i n ^3 I 





10-2 

\o-oi 

9 - 8| 



534-A 

$ 55.14 
135.38 
95.01 
2.14 



534-B 
$ 55.14 

135.38 
95.01 
2.14 





534 

80.46 
160.70 
120.33 
2.38 



544-A 

$ 61.12 
169.77 
110.42 
2.36 



544-B 
$ 61.12 

169.77 
110.42 
2.36 





544 

$ 90.39 
199.04 
139.69 
2.60 



554-A 

$ 65.94 
195.60 
124.69 
2.58 



554-B 

$ 65.94 
195.60 
124.69 
2.58 




554 

$ 97.69 
227.35 
156.44 
2.82 



11-91- 
II - Si- 
ll - 4^ ■ 



10-2 - 
10 - 0|- 
9 -8|- 



1 □ii 



533-F 

$ 80.28 
203.64 
144.30 
2.61 



532-G 
$ 91.68 

180.52 
133.94 
2.38 



543-F 

$ 87.54 
248.10 
165.48 
2.83 



542-G 

$ 102.89 
216.45 
159.99 
2.60 




553-F 

$ 94.23 
283.63 
186.07 
3.05 




552-G 
$ 112.06 

249.16 
177.56 
2.82 



Sash Heights 



For each Screen, 
ADD 



For each Removable Double Glazing, ADD 



Wood Frame 



3- 2%6 

4- 23/8 

5- 2%6 



Aluminum Frame 



$4.65 
5.54 
6.46 



$4.84 
6.03 
7.09 



Please note that we cannot accept the return of set-up units. 



$ 6.91 
8.61 
10.13 



a. 

GO 



o 
3 



O 

o 



§1 



o 

o 



o c 
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ANDERSEN CASEMENT PICTURE UNITS 

Unit consists of Frame, set-up — Picture Sash installed — Glazed as indicated 



Masonry Opening ■ 
Stud Opening - 



Sash Opening - 



-3-7 - 
-3-1 J- 



(N 

' I I 

ro K) 

t t \ 



11 



PS-32 

Picture Sash Open $ 22.09 

Picture Sash Glazed Thermopane 66.51 

Picture Sash Glazed V4" Plate 43.22 

ADD for Extension Jambs up to I'^Vig" Face 1.57 



PS-42 

Picture Sash Open $ 24.12 

Picture Sash Glazed Thermopane 80.90 

Picture Sash Glazed Va" Plate 52.67 

ADD for Extension Jambs up to l^/ie" Face 1.79 



■ 5 -2! H 

f— 5 -r^ - 

4 - 9i - 



PS-33 

$ 25.88 
87.56 
57.89 
1.75 



ps-43 
$ 27.91 
108.19 
66.88 
1.97 



6 - IO5 
6 - 5i 



PS- 3 4 

$ 29.99 
110.23 
69.86 
1.95 



PS-44 

$ 32.02 
140.67 
81.32 
2.17 



T7T 

O (M 
I I I 

in in 10 

111 



PS-52 

Picture Sash Open $ 26.46 

Picture Sash Glazed Thermopane 95.01 

Picture Sash Glazed Va" Plate 59.21 

ADD for Extension Jambs up to I^Vig" Face 2.01 



PS-53 

$ 30.25 
124.95 
76.17 
2.19 



ps-54 
$ 34.36 
164.02 
93.11 
2.39 



CRATING CHARGES ON ANDERSEN CASEMENT UNITS 

If crating is required on set-up units, for either truck or freight shipments, the following 
charges will apply: 

CASEMENT UNITS 

Units with one sash $ 2.99 Units with four sash $ 6.23 

Units with two sash 3.73 Units with five sash 7.47 

Units with three sash 4.98 Units with six sash 8.72 



CASEMENT PICTURE UNITS 



Series 3321 332 532 
3421 342 542. 
3521 352 552 



$ 6.23 



Series 3331 333 533) 

3431 343 543 > $ 7.47 
3531 353 553) 



Series 3341 334 534) 
3441 344 544 > 
3541 354 554) 



$ 8.72 



Because of their great width, it may not be practicable to ship 
some of the larger Picture Units by public carrier. 




OK 
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ANDERSEN GLIDING WINDOWS 



I 
I 




The Andersen Gliding Window is the answer to the modern 
trend towards wider window openings and is suitable for all 
types of architecture. Horizontal sliding action permits wide 
range of sizes with ventilating sash — from ribbon type to large 
picture window openings for every room in the house. Sash 
are instantly removable and the Gliding Window Unit is ideal 
for enclosed porches and breezeways. 

Closed, the sash are in line in the same plane like a case- 
ment window. Open, the right-hand sash glides into an inner 
track so that the sash can pass each other. Operating equip- 
ment is simple, positive, dependable. Sash are easily removed 
for cleaning inside the room. Simply slide to full open position, 
lift up and take out. 



1. NEW WEATHERSTRIPPING— Compression and interlocking type completely in- 
stalled. Double weatherstrip contact with metal sill channel. 

2. OUTSIDE SCREEN— (Optional)— Pine frame, fine mesh Alcoa Alclad Aluminum 
wire cloth. Special hardware locks screen tightly on inside. Can be easily put 
on or removed from inside. 

3. SASH — IV2" thick, "A" quality glass bedded and glazed with elastic glazing 
compound, fitted and complete with hardware installed. 

4. DOUBLE GLAZING— (Optional)— Wood frame, glazed DBA. fits on outside of 
gliding sash, controls condensation and heat loss — can be left on year around— 
easily removed for cleaning. 

5. STORM SCREEN FEATURE— Double glazing panel also fits on inside of screen 
to make an outside storm sash for closing openings during rough construction — or 
for triple glazing to provide extra insulation against heat loss and condensation. 

6. NEW PLASTIC SILL TRACK— Makes sash operate smoother and easier. Has a 
permanent natural wood finish that cleans easily. 

7. FRAME — Leakproof construction with famous Andersen Lock Sill loint and weather- 
tight blind stops. 

8. COMPLETE HARDWARE for sash, screen, and double glazing. Iridite treated 
heavy zinc plating with statuary bronze finish on lock handle. Triple action lock 
draws sash tightly together at top. bottom and center. 

9. CHEMICAL PRESERVATIVE and Water Repellent Treating of WOOD PARTS. 




For prices, see pages 39 and 40 
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ANDERSEN GLIDING WINDOW 

I'O" 



INSTALLATION DETAILS — SCALE 3 

-yv-o r— T— T-^ 



Sheathing Line 
1-1/8 * 




SILL 



STANDARD UNIT in frame wall with lath and 
plaster inside finish and V4" sheathing. The ex- 
tension blind stop can be rabbeted for V2" sheath- 
ing and this should be specified when ordering 
the unit. Extension jambs and other trim should 
be ordered separately to conform to individual 
requirements. Installation is similar for stucco 
or brick veneer or for dry wall inside. 
Detail shows Removable Double Glazing panel 
in place on outside of sliding sash. This same 
panel also fits in rabbet on inside of the screen 
to provide an outside storm sash for closing 
openings during rough construction. 



ADAPTATION DETAILS 
SCALE 1 Vz" = To" 







M 
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STANDARD MULLION 
Detail shows 4-inch mullion made 
by placing two standard single 
units together with sill horns butt 
jointed and regular casings back 
to back. 



a. 



1 ^ 




iVJM 




















NARROW MULLION 
Where a load bearing support 
is not required, single units can 
be joined to form a 2-inch mul- 
lion as shown above. 



CORNER 
Detail shows corner construction 
with standard two-inch sill horns 
and casing. Long sill horns can 
be furnished for special corner 
casings. 




See Installation Specifications 
on page 55 



ANGLE BAY 
Detail shows 45° angle bay 
mullion using standard units with 
long sill horns and special out- 
side casings (not furnished by 
Andersen). 



For prices, see pages 39 and 40. 
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ANDERSEN GLIDING WINDOW 



ONE-LIGHT SASH 



Completely set up — Sash Glazed DSA, bedded— No Screens, Double Glazings or Extension Jambs included. 



MASONRY QPG 



RGH STUD OP g^ 

SASH OPENINQ ^ 

SIZE OF EACH 
LT OF GLASS 



3-8 
3-71 
3-4!. 
16" - 



Unit as described above $ 

Add for Screen 

Add for Double Glazings 

Add for Extension Jambs up to l^Hc" face 



36.02 
6.43 
7.59 
1.27 



^2 



<r> U> ro 

lO fO lO »*> 

♦ * ♦ t 



38038 

Unit as described above $ 41.83 

Add for Screen 8.51 

Add for Double Glazings 11.31 

Add for Extension Jambs up to l^Me" face 1.59 



t t ♦ t 



4 1 i 1 



38044 

Unit as described above $ 46.16 

Add for Screen 9.46 

Add for Double Glazings 12.49 

Add for Extension Jambs up to l^Me" face 1.75 



t f t t 

ii* 

T ? T <!» 
^ ^ ^ ^ 

i i i 1 



— 4-8 - 
-4-7i^ 

-4.4-;-. 

- 22" - 



$ 41.02 
7.41 
8.88 
1.39 



$ 47.23 
9.81 
13.21 
1.71 



$ 51.55 
10.68 
15.60 
1.87 



— 5-8 
-5.71H 
• 5-4-;- 
■ 28" -H 



58024 

5 48.03 
10.13 
10.84 
1.50 



$ 54.99 
13.42 
16.12 
1.82 



$ 59.57 
14.88 
18.42 
1.98 



3 



Unit as described above 

Add for Screen 

Add for Double Glazings 

Add for Extension Jambs up to l^^e" face.. 



mr 



III! 



..$ 50.48 
. 10.45 
. 14.55 
1.90 



$ 55.86 
11.80 
17.97 
2.02 



$ 64.11 
16.42 
20.72 
2.13 



Unit as described above 

Add for Screen 

Add for Double Glazings 

Add for Extension Jambs up to l^Me" face 



. $ 60.27 
. 13.15 
21.65 
2.17 



TTTT 

-i~ -i~ -lie 
<^ «^ = »o 

O) «o «f> ^ 

Uil 



$ 68.75 
17.83 
25.71 
2.28 



O) 1 



Unit as described above 

Add for Screen 

Add for Double Glazings 

Add for Extension Jambs up to l^^o" face.. 



. $ 78.61 
. 21.17 
. 33.78 
2.58 



If furnished K. D., DEDUCT $ 2.24 

If crating is required on Set-up Units for either truck or freight shipments, ADD 4.97 

Please note that we cannot accept the return of set-up units. 
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ANDERSEN GLIDING WINDOW 

HORIZONTAL LIGHT SASH 

Completely set up— Sash Glazed SSA, bedded— No Screens, Double Glazings or Extension Jambs included 



MASONWY 0^ 6^ 
WGH. STUD OP G^ 



SASH OPENING 



SIZE OF EACH ^ 
tT. OF GLASS 

• IM -|cvi -lifi =1^ 

T 

W CVJ — — 



3-8 - 
3-71- 

3-4-; 

16" 



Unit as described above $ "^c'^o 

Add for Screens 

Add for Double Glazings Inn 

Add for Extension Jambs up to l^ia" face 1.27 



» ♦ ♦ t 

iO iO fO 

•O K) 7 

♦ ♦ t \' 



3838 

Unit as described above $ 40.98 

Add for Screens 8.51 

Add for Double Glazings '^^''^i 

Add for Extension Jambs up to l^Yw" face 1.59 



t ♦ t t 



♦ ♦ ♦ i 



HID, 



4-8 - 

- 4-71- 

- 4-41- 
_ 22" — 



inn 



$ 41.02 
7.41 
8.88 
1.39 



$ 45.82 
9.81 
13.21 
1.71 



5-8 • 
- 28" • 



58024 

g 48.03 
10.13 
10.84 
1.50 



$ 51.65 
13.42 
16.12 
1.82 



Unit as described above $ 44.04 

Add for Screens 9.46 

Add for Double Glazings 12.49 

Add for Extension Jambs up to l^ /io" face 1.75 



TTTT 

.(C. -ICNJ -|<£ , 

O O IV. "IS 
T T I 

5J- ^ ^ 

> I t I 



$ 49.50 
10.68 
15.60 
1.87 



$ 54.98 
14.88 
18.42 
1.98 



Unit as described above $ 47.32 

Add for Screens 10.45 

Add for Double Glazings 14.55 

Add for Extension Jambs up to I^Vig" face 1.90 



TTTT 



I t t I 



$ 53.68 
11.80 
17.97 
2.02 



Unit as described above.. 

Add for Screens 

Add for Double Glazings 



face . 



. $ 57.06 
. 13.15 
. 21.65 
2.17 



TTTT 

M CVi - '•'f 
t I I 
U> U> lO 

LLLl 



$ 60.29 
16.42 
20.72 
2.13 



5858 

$ 63.81 
17.83 
25.71 
2.28 



Unit as described above 

Add for Screens 

Add for Double Glazings 

Add for Extension Jambs up to l^Mfi" face . 



5864 

$ 71.95 
21.17 
33.78 
2.58 



If furnished K. D., DEDUCT $ 2.24 

If crating is required on Set-up Units for either truck or freight shipments, ADD 4.97 

Please note that we cannot accept the return of set-up units. 




Ok 
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ANDERSEN PRESSURE SEAL 
DOUBLE HUNG WINDOW UNITS 




FREE FLOATING 
ACTION 



The Andersen Pressure Seal Double Hung Window Unit is 
new — the newest idea in window manufacturing. 

But the basic principle of operation — the invisible pressure 
strips that make the window weathertight, that permit floating 
sash action, and that make possible the easy removal of both 
sash — the wedge-like action principle is seven years old. 

FREE FLOATING ACTION— You have never seen a double 
hung window so easy to operate. When the thumb levers are 
depressed, the sash float freely in the sash runs. There is no 
friction against weatherstrips or painted surfaces to make 
sash stubborn and difficult to move. When the levers are not 
depressed, sash are held firmly at any open position. The 
metal covered parting stop insures smooth and easy sash 
operation. 

SASH ARE REMOVABLE INSTANTLY— Just lift out the sash- 
no tools are needed — and it takes only seconds. Sash are not 
hung on weights and chains or connected to springs or 
balances. 




3 

CD 



SASH LIFT OUT 



WEDGE-LIKE ACTION 
DOES THE TRICK 




Section of lower sash showing 
thumb lever down. Wedge action 
is released and pressure strip 
is retracted into sash stile. This 
completely frees sash from all 
contact with sash run and per- 
mits free floating action opera- 
tion. Also allows easy sash re- 
moval. 




Section of lower sash with thumb 
lever up. Wedge-like action 
causes pressure strip to push 
against inside stop and presses 
sash firmly against parting stop. 
Makes tight seal when sash are 
closed and holds sash firmly in 
any open position. 



QUICK AND EASY INSTALLATION 
REDUCES FINAL COSTS 




NAIL FRAME IN 
ROUGH OPENING 



SLIP SASH 
INTO PLACE 



CD ^ 
Or-, 



CO 

— ^ 
o 



THE FRAME IS SET in rough opening and held in place by 
nailing wide blind stop to studs. A weathertight wall joint 
is assured. 

THE SASH COME COMPLETE with pressure strips, weath- 
erstripping and operating mechanism installed. They are 
all ready to be slipped in place from the inside. There are 
no weights to hang or other counterbalancing devices to 
install. 

THE STANDARD FRAME detail can be used in any type of 
wall. The moulded inside stop on the side jamb greatly 
simplifies trimming out. A special fitted stool is included and 
only a simple inside casing or band moulding is required 
to complete the job. 
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ANDERSEN PRESSURE SEAL 
DOUBLE HUNG WINDOW UNITS 



INSTALLATION DETAILS — SCALE 3 =1 O 

Details show installation in standard frame wall with re- 
versible wide blind stop in proper position for sheathing. 
Position is reversed for Vz" sheathing. Installation is the same 
in brick veneer wall with blind stop flush with sheathing. 

Standard left and right-hand jambs are furnished for mullion 
posts. The deep sash run in right-hand jamb is required for 
sash removal. Note how moulded inside stops form a mullion 
casing. Regular casing can be added if desired. 



THE COMPLETE UNIT INCLUDES: 

Frame — Special leakproof construction with reversible wide 
blind stop, and undersill windbreak. Also includes combina- 
tion inside stop and trim member. 

Sash — IV2" thick SSB glass bedded and glazed with elastic 
glazing compound. 

Pressure Strips — Installed in sash at factory. 

Weatherstrips — Check and bottom rail strips attached to sash. 

Operating Mechanism — Installed in sash at factory. 

Stool — Clear Pine, 2V4" width only. 

Combination Storm Screen (Optional) See page 47. 

Exposed wood parts treated with Andersen Chemical Preserva- 
tive and Water Repellent Solution. 




SILL 




LEFT HAND JAMB 



MULLION 



RIGHT HAND JAMB 




OK 
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ANDERSEN PRESSURE SEAL DOUBLE HUNG WINDOW UNITS 

TYPE 1 1 (2 LIGHT) — GLAZED S. S. B. — BEDDED 

Prices are for complete unit as described on page 42. 
Description and prices on Storm-Screens will be found on page 47. 



Mosonrtj Opening • 
Stud Opening 



Sash Opening-*. 



•2-4- 
•2-0 



K) »0 rO 

\ \ t 



TTT 

I I I 

to 



^ ^ ^ 

J_LL 



O 0) 

I I I 

. 

J_LL 



TTT 

^ lO (N 
i I I 

lo m >o 



LL 



□ 



2032- 1 1 

Single Units. K. D $ 24.83 

Twin Units, K. D 50.60 

Triple Units. K. D 77.00 



Single Units. K. D. 
Twin Units. K. D. 
Triple Units. K. D. 



203 1 o- 1 1 

.$ 26.40 
53.74 
81.71 



Single Units. K. D. 
Twin Units. K. D. 
Triple Units. K. D. 



27.38 
55.70 
84.65 



Single Units. K. D $ 28.02 

Twin Units. K. D 56.98 

Triple Units. K. D 86.57 



2052-1 1 

Single Units, K. D $ 29.49 

Twin Units, K. D 59.92 

Triple Units, K. D 90.98 



•2-8 
'2-7i 
2-4-1 



2432- 1 1 

$ 25.87 
52.68 
80.12 



243 10-1 1 

$ 27.51 
55.96 
85.04 



$ 28.50 
57.94 
88.01 



29.16 
59.26 
89.99 



2452-1 1 

$ 30.64 
62.22 
94.43 



3-0 . 

- 2-lli- 

- 2-8- 



2832-1 1 

$ 27.52 
55.98 
85.07 



283 1 O- 1 1 

$ 29.22 
59.38 
90.17 



$ 30.25 
61.44 
93.26 



30.94 
62.82 
95.33 



2852-1 1 

$ 32.49 
65.92 
99.98 



- 3-4 

- 3-3j 

- 3-0 



^ ^3-4^^ 



3032-1 1 

$ 29.46 
59.86 
90.89 



303 10-1 1 

$ 31.27 
63.48 
96.32 



32.35 
65.64 
99.56 



33.08 
67.10 
101.75 



3052-1 1 

$ 34.71 
70.36 
106.64 



3432- 1 1 

$ 30.79 
62.52 
94.88 



343 10-1 1 

$ 32.66 
66.26 
100.49 



3442- 1 1 

$ 33.79 
68.52 
103.88 



3446- 1 1 

$ 34.52 
69.98 
106.07 



3452- 1 1 

$ 36.23 
73.40 
111.20 



13 



o 

O 

o 



c 
c 



c 



c 

3 



C 

c 



Single Twin Triple 

If furnished Set-up, ADD $ 1.52 $ 3.04 $ 4.56 

If crating is required on Set-up Units, for either truck or freight shipments, ADD 3.06 3.82 5.09 



Please note that we cannot accept the return of set-up units. 
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ANDERSEN PRESSURE SEAL DOUBLE HUNG WINDOW UNITS 

TYPE 22 (4 HORIZONTAL LIGHTS) — GLAZED S. S. B. — BEDDED 



Prices are for complete unit as described on page 41. 
Description and prices on Storm-Screens will be found on page 47. 



Mosonry Opening • 
Stud Opening - 



Sash Opening - 



■2-4- 
•2-0- 



ro »0 K) 

> t t 



TTT 






TTT 

O o> 
I I I 

^ 

J_LL 



TT 



ill 



Single Units. K. D $ 24.83 

Twin Units. K. D 50.60 

Triple Units. K. D 77.00 



B 



203 1 0-22 

Single Units. K. D $ 26.40 

Twin Units. K. D 53.74 

Triple Units. K. D 81.71 



2042-22 

Single Units. K. D $ 27.38 

Twin Units. K. D 55.70 

Triple Units, K. D 84.65 



Single Units. K. D $ 28.02 

Twin Units. K. D 56.98 

Triple Units. K. D 86.57 



Single Units. K. D $ 29.49 

Twin Units. K. D 59.92 

Triple Units. K. D 90.98 



'2-8- 
•2-7^- 
-2-4-4 



2432-22 

$ 25.87 
52.68 
80.12 



243 10-22 

$ 27.51 
55.96 
85.04 



28.50 
57.94 
88.01 



29.16 
59.26 
89.99 



2452-22 

$ 30.64 
62.22 
94.43 



3-0 - 
2-lli- 
I- 2-8- 



2832-22 

$ 27.52 
55.98 
85.07 



283 10-22 

$ 29.22 
59.38 
90.17 



$ 



2842-22 

30.25 
61.44 
93.26 



30.94 
62.82 
95.33 



2852-22 

$ 32.49 
65.92 
99.98 



- 3-4 -I U 3-8 J 

- 3-3H h 3-7^ -A 

- 3-0 H h 3-4 H 



3032-22 

$ 29.46 
59.86 
90.89 



30310-22 

$ 31.27 
63.48 
96.32 



32.35 
65.64 
99.56 



3046-22 
$ 33.08 

67.10 
101.75 



3052-22 
$ 34.71 

70.36 
106.64 



3432-22 

$ 30.79 
62.52 
94.88 



343 10-22 

$ 32.66 
66.26 
100.49 



3442-22 
$ 33.79 

68.52 
103.88 



3446-22 

$ 34.52 
69.98 
106.07 



3452-22 

$ 36.23 
73.40 
111.20 



Single Twin Triple 

If furnished Set-up, ADD $ 1.52 $ 3.04 $ 4.56 

If crating is required on Set-up Units, for either truck or freight shipments, ADD 3.06 3.82 5.09 



Please note that we cannot accept the return of set-up units. 



ex 
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ANDERSEN PRESSURE SEAL DOUBLE HUNG WINDOW UNITS 

TYPE 66 ( 12 LIGHT) AND TYPE 88 ( 1 6 LIGHT) — GLAZED S. S. B. — BEDDED 

Prices are for complete unit as described on page 41. 
Description and prices on Storm-Screens will be found on page 47. 



Masonry Opening 
Stud Opening 



Sosh Opening 



■2-4- 
•2-35' 
•2-0- 



\D »0 
I I I 
K) lO lO 

t t t 



•2-8- 
-2-7-;- 
■2-4 



- 3-0 . 

- 2-11^ 

- 2-8 • 



3-4 - 
3-35' 
3-0 ■ 



3-8 
- 3-4 



n 



_LL 



TT 



^ ^ 

-LLL 



rrr 

O <j) <o 

I I I 
^ '"t ^ 

J_LL 



Single Units. K. D $ 24.83 

Twin Units. K. D 50.60 

Triple Units. K. D 77.00 



20310-66 

Single Units, K. D $ 26.40 

Twin Units, K. D 53.74 

Triple Units. K. D 81.71 



Single Units. K. D $ 27.38 

Twin Units. K. D 55.70 

Triple Units. K. D 84.65 



Single Units. K. D $ 28.02 

Twin Units. K. D 56.98 

TriDle Units. K. D 86.57 



25.87 
52.68 
80.12 



243 10-66 
$ 27.51 

55.96 
85.04 



28.50 
57.94 
88.01 



29.16 
59.26 
89.99 



27.52 
55.98 
85.07 



28310-66 

$ 29.22 
59.38 
90.17 



30.25 
61.44 
93.26 



2846-66 

$ 30.94 
62.82 
95.33 



29.46 
59.86 
90.89 



30310-88 

$ 31.27 
63.48 
96.32 



32.35 
65.64 
99.56 



33.08 
67.10 
101.75 



30.79 
62.52 
94.88 



343 10-88 

$ 32.66 
66.26 
100.49 



3442-88 

$ 33.79 
68.52 
103.88 



3446-88 

$ 34.52 
69.98 
106.07 



GO 



O 

O 
o 



TIT 



•o «o »o 

ill 



Single Units. K. D $ 29.49 

Twin Units, K. D 59.92 

Triple Units. K. D 90.98 



2452-66 

$ 30.64 
62.22 
94.43 



2852-66 

$ 32.49 
65.92 
99.98 



3052-88 
$ 34.71 

70.36 
106.64 



$ 36.23 
73.40 
111.20 



o 



o 



Single Twin Triple 

If furnished Set-up, ADD $ 1.52 $ 3.04 $ 4.56 

If crating is required on Set-up Units, for either truck or freight shipments, ADD 3.06 3.82 5.09 

Please note that we cannot accept the return of set-up units. 



o 



ST 
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ANDERSEN PRESSURE SEAL DOUBLE HUNG WINDOW UNITS 

TYPE 61 (6 OVER 1 LIGHTS) AND TYPE 81 (8 OVER 1 LIGHTS) — GLAZED S. S. B. — BEDDED 

Prices are for complete unit as described on page 42. 
Description and prices on Storm-Screens will be found on page 47. 



Kosonry Opening — 
Stud Opening — 
Sash Openln^^ 



h2-4 
^2-0 



-iJ r^'M h^-nH r^-siH h ^-^iJ 

)-l 1-2-4-1 \^2-Q^ I- 3-0 H h 3-4 H 



%o tn 

K) K) lO 

< t * 



2032-61 

Single Units, K. D $ 24.83 

Twin Units. K. D 50.60 

Triple Units. K. D 77.UU 



2432-6 1 
$ 25.87 

52.68 
80.12 



2832-6 1 

$ 27.52 
55.98 
85.07 



3032-81 

$ 29.46 
59.86 
90.89 



3432-8t 

$ 30.79 
62.52 
94.88 



TT 



^ ^ lO 

1±L 



20310-61 

Single Units. K. D $ 26.40 

Twin Units. K. D o 

Triple Units. K. D 81.71 



243 10-6 1 
$ 27.51 

55.96 
85.04 



28310-61 

$ 29.22 
59.38 
90.17 



303 10-8 1 

$ 31.27 
63.48 
96.32 



34310-81 

$ 32.66 
66.26 
100.49 



TTT 



LLL 



2042-6 1 



Single Units. K. D $ 27.38 

Twin Units. K. D 55.70 

Triple Units. K. D 84.65 



2442-6 1 

$ 28.50 
57.94 
88.01 



2842-6 1 

$ 30.25 
61.44 
93.26 



3042-8 1 

$ 32.35 
65.64 
99.56 



3442-8 I 

$ 33.79 
68.52 
103.88 



TTT 

O Ok ^ 

T • » 
1 1 1 



Single Units. K. D $ 28.02 

Twin Units. K. D 56.98 

Triple Units. K. D 86.57 



$ 29.16 
59.26 
89.99 



30.94 
62.82 
95.33 



$ 33.08 
67.10 
101.75 



3446-8 1 

$ 34.52 
69.98 
106.07 



TTT 

« lO M 
I I I 
iO •0 o 

ill 



Single Units. K. D $ 29.49 

Twin Units, K. D 59.92 

Triple Units. K. D 90.98 



30.64 
62.22 
94.43 



2852-61 

$ 32.49 
65.92 
99.98 



3052-81 

$ 34.71 
70.36 
106.64 



3452-81 

$ 36.23 
73.40 
111.20 



Single Twin Triple 

If furnished Set-up, ADD $ 1.52 $ 3.04 $ 4.56 

If crating is required on Set-up Units, for either truck or freight shipments, ADD 3.06 3.82 5.09 



Please note that we cannot accept the return of set-up units. 




OK 



>iQ}< 
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STORM-SCREEN UNIT 
FOR 

ANDERSEN PRESSURE SEAL WINDOW 



SIMPLE AND PRACTICAL . . . JUST THREE PARTS 

FULL-LENGTH SCREEN, and two lightweight storm sash panels. 
Attractive wood screen, reinforced by a narrow aluminum cen- 
ter bar, is milled to receive interchangeable storm panels. 

Never any stretching or struggling with the glass panels. They 
slip easily into place from the inside. No tools required. 



ALL WOOD PARTS 
TREATED WITH TOXIC 
AND WATER REPELLENT 
PRESERVATIVE ACCORD- 
ING TO HIGHEST INDUS- 
TRY STANDARDS. 



m 





The complete Storm Screen includes the following : 

SCREEN— Clear Pine Frame, V/^q" thick, prefit, pro- 
tected with the Andersen Chemical Preservative treat- 
ment; Aluminum Center Bar. Strike Plates applied to 
receive the Storm Panels. 

STORM PANEL— Prefit Pine Frame protected with the 



Andersen Chemical Preservative treatment; SSB Glass; 
Fasteners applied for locking into screen. 

STORM-SCREEN HARDWARE consisting of 1 pair 
Hanger eyes and hooks, 1 pair Friction Adjusters, 1 
Pull and necessary screws; heavy Zinc plated. 

PRICES Complete, including Hardware 
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PRICES 



WINDOW SIZE 



WINDOW SIZE 



2-0 X 3- 2 $ 10.63 

3- 10 12.66 

4- 2 13.57 

4- 6 14.35 

5- 2 15.83 

2-4 X 3- 2 11.87 

3- 10 14.02 

4- 2 14.70 

4- 6 15.37 

5- 2 17.29 

2-8 X 3- 2 13.23 

3- 10 15.72 

4- 2 16.28 



2- 8 X 4- 6 $ 17.18 

5- 2 19.78 

3- 0 X 3- 2 14.47 

3- 10 16.74 

4- 2 18.09 

4- 6 19.33 

5- 2 21.82 

3-4 X 3- 2 16.16 

3- 10 18.43 

4- 2 19.66 

4- 6 21.47 

5- 2 23.40 
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ANDERSEN PRESSURE SEAL 
PICTURE WINDOW UNITS 



Pressure Seal Double Hung Picture Window Units are available in 
sizes and layouts as indicated on page 49. 

Stock Picture Units have side windows 2'0" wide. The center sash is 
designed for glazing with any type of glass, including Thermopane or 
Twindow, one inch thick. Vertical section at the left and horizontal sec- 
tion at the bottom of the page show the construction of the center sash 
and the method of accommodating it to the varying glass thickness. 

TABLE OF SIZES FOR PICTURE WINDOWS 



Unit No. 


Glass Rabbet 


Exact Glass 

Thermopane 
or Twindow 


Size For 

1/4 Inch Plate 


4442 


49 X 461/2 


481/2 x 46 


483/4 X 461/4 


5042 


57 X 461/2 


561/2 x 461/8 


563/4 X 461/4 


5842 


65 X 46 1/2 


641/2 X 46 


643/4 X 461/4 


4446 


49 X 501/2 


481/2 X 50 


483/4 X 501/4 


5046 


57 X 501/2 


561/2 X 50 


563/4 X 501/4 


5846 


65 X 501/2 


641/2 X 50 


643/4 X 501/4 


4452 


49 X 581/2 


481/2 X 58 


483/4 X 581/4 


5052 


57 X 581/2 


561/2 X 581/8 


563/4 X 581/4 


5852 


65 X 581/2 


641/2 X 58 


643/4 X 581/4 



Although Picture Units are available with the center sash open, we 
strongly recommend purchasing them glazed. The glazing requires con- 
siderable care and skill to secure a leak-free job. Special circumstances 
may sometimes make it necessary to order them open in which case the 
above table should be consulted for the correct glass sizes. 



- 2-0 S O. --|^ 2^ 



FIXED SASH OPENING 
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ANDERSEN PRESSURE SEAL PICTURE WINDOW UNITS 

Completely set up— Side Sash Glazed SSB, bedded. 
Center Sash Glazed as indicated under illustrations. 
Illustrations show Types 22 and 66 Windows in the side 

Mosonry Opening 

Stud Opening . ^ 



openings. Types 11 and 61 can be furnished at the 
same prices. 



Sash Openlng- 



9 O) ID 
I I I 
Tf 

J_LL 



VD lO CN 
»0 lO »o 

ill 



.2-0- 



9-0| 
8-116 
8- 8i 
4 - 4 — 



-2-0- 



'2-0- 



9-8i 
9-7^ 
9-41 

- 5-0 - 



-2-0. 




4442-22 

Center Sash Open $ 91.11 

Center Sash Glazed Thermopane 160.31 

Center Sash Glazed V4" Plate 123!57 



5042-22 

$ 93.32 
173.27 
132.12 













4 











Center Sash Open 

Center Sash Glazed Thermopane.. 
Center Sash Glazed V^" Plate 



4446-22 

$ 93.20 
. 166.88 
. 130.09 



5046-22 

$ 95.41 
177.82 
136.61 



4452-22 

Center Sash Open $ 97.81 

Center Sash Glazed Thermopane 180.22 

Center Sash Glazed V^" Plate 138.85 

Masonry Opening 

Stud Opening . 



5052-22 

$ 100.02 
194.67 
146.02 



Sash Opening ■ 



9 - 0 i 

8 - II i 

8-81 

-2-0-|— 4-4 — 



-2-0- 



-2-0- 



9-8| 

9-7i 

9-4i . 

- 5-0 -H2-0. 



-2-0- 



5842-22 

$ 95.09 
181.19 
137.87 



5846-22 
$ 97.18 

188.74 
142.69 



5852-22 

$ 101.79 
210.84 
152.77 



i0-4i 
10-31 
10-01 
- 5-8 - 



-2-0- 
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4442-66 

Center Sash Open $ 91.11 

Center Sash Glazed Thermopane 160.31 

Center Sash Glazed y\" Plate 123.57 



4446-66 

Center Sash Open $ 93.20 

Center Sash Glazed Thermopane 166.88 

Center Sash Glazed 1/4" Plate 130.09 



5042-66 

$ 93.32 
173.27 
132.12 



5046-66 
$ 95.41 

177.82 
136.61 



4452-66 5052-66 

Center Sash Open $ 97.81 $ 100.02 

Center Sash Glazed Thermopane 180.22 194.67 

Center Sash Glazed 1/4" Plate 138.85 146^02 

If crating is required on Set-up Units, for either truck or freight shipments, ADD 
Please note that we cannot accept the return of set-up units. 



5842-66 

$ 95.09 
181.19 
137.87 



5846-66 
$ 97.18 

188.74 
142.69 



5852-66 
$ 101.79 

210.84 
152.77 

$ 5.06 
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ANDERSEN FLEXIVENT WINDOW UNITS 



The Andersen Flexivent Window Unit was devel- 
oped as a result of the increasingly widespread use of 
the Andersen Basement-Utility Unit in above ground 
construction, either singly or in ribbons, stacks or mul- 
tiple groups, and as transoms over other Andersen 
Units. 

Greater flexibility and wider usefulness is made pos- 
sible in the Flexivent Unit by the addition of two more 



widths than occur in the Basement-Utility Unit; and also 
by an ingenious reversible feature that affords a choice 
of either outward opening sash (awning type) or in- 
ward opening sash (hopper type), using the same 
basic unit for either arrangement. 

The same unit can also be installed vertically to 
make an excellent low cost casement unit. 




Placed on one side the Flexivent gives a projected or awning- 
type sash, easily opened by lifting hinged screen on the inside. 
The Auxiliary Glass Panel (Double Glazing) is on the outside. One 
hundred percent ventilation is possible. 




Set on its end. the Flexivent becomes a low cost casement with 
outswinging sash. It can be installed as opening either right hand 
or left hand. 




Turn the Flexivent Window over and you have hopper-type ven- 
tilation, with the sash swinging in. Now both screen and double 
glazing are on the outside. 




BASEMENT INSTALLATION 

Standard unit installed as an inswinging unit in a concrete block 
wall with poured sill. 



On the following page are shown the four basic adaptations of the 
Flexivent Window to modern home construction. 



See page 52 for specifications and prices. 




ANDERSEN FLEXIVENT WINDOW UNITS 



TYPICAL ARRANGEMENTS DETAIL SECTIONS 




l-E CASEMENT STACK The horizontal dimensions shown in the Table of Sizes become the 

vertical dimensions and vice versa. Add 4%" to the casement Sash 
Opening Width and 4" to the casement Sash Opening Height to ar- 
rive at Rough Stud Opening dimensions. | 

i 

\ 

Overall dimensions shown in the Table of Sizes do not in- 
clude Exterior Casings or Subsill. 

To arrive at Masonry Opening if Brick Mould R-A908 and 
W Subsill is used, add 3" to overall width and IVs" to overall 
height. 

To arrive at Rough Opening in Frame Construction add V2" 
to overall width and 1" to overall height. 

See page 52 for Details and suggested method of applying 
Exterior Casing and Subsill. 



TABLE OF SIZES 



OVEIAll SIZE 


h2-7|H 




•OH. STUD OPO. 






SASH OPENINO 






GLASS SIZE 


- 27" - 






1—r 



T— r 



. I ? CVJ 
CVJ (VJ ((j (M 
-i — 4 * I- 



216 



222 



314 



318 



322 



— 4-1 — • 

— 4-li — 

— 3-10 — • 

— 44i" — 



418 



422 
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ANDERSEN FLEXIVENT WINDOW UNITS 



Unit Prices Include: 

FRAME— Pine, set up, completely treated with Andersen Chemical Preserva- 
tive. All joints sealed with caulking material. 

SASH— 1%" thick, glazed one light with SS glass, prefitted, treated with Ander- 
sen Chemical Preservative. Furnished as stationary sash without hard- 
ware or as ventilating sash with operating hardware applied. 

WEATHERSTRIPPING— Metalane, all applied to frame. 

HARDWARE FOR VENTILATING SASH— Friction type adjusters, steel, zinc 
plated, except slides and rivets of brass, applied to frame and sash. 
Two die cast lock strikes appUed to frame. Die cast and steel Sash Lock, 
bronze baked on enamel finish, furnished but not apphed. One sash lock 
furnished for 2-7 Va and 3-5 wide units, two locks for the 4-1 wide units. 

ASSEMBLY— Frame set up, sash installed, stationary sash stopped in : ventilat- 
ing sash adjusters applied. Carton packed, two units per carton. Sash 
Lock in envelope attached to unit. 

See ALTERNATES for following: 

SCREEN— Pine frame, Va" thick, prefitted, treated with Andersen Chemical 
Preservative, Aluminum cloth, spring bolt fastener installed. Pair hinges 
and strike plates, steel zinc plated, not applied. Carton packed, 12 per 
carton. 

SCREEN— Aluminum frame with aluminum cloth, spring bolt fastener appUed. 
Pair hinges, aluminum; strike plates, steel; not applied. 
Carton packed, 12 per carton. 

AUXILIARY GLASS PANELS— %o" crystal sheet glass with ground edges. 
Aluminum drip strip with screws for securing panel at top and plastic 
turn buttons with necessary screws for fastening, furnished but not ap- 
plied. Carton packed. Units No. 210 through No. 314 packed 6 per car- 
ton. Units No. 318 through No. 422 packed 3 per carton. 



UNIT PRICES 



ALTERNATES 



Unit 
Number 


Ventilating 
Unit 


Stationary 
Unit 


Wood 
Screen 


Aluminum 
Screen 


Auxiliary 
Glass Panel 


210 


$ 9.02 


$ 7.05 


$ 2.19 


$ 3.58 


$ 2.24 


214 


9.64 


7.56 


2.47 


4.02 


2.81 


218 


10.24 


8.05 


2.72 


4.43 


3.38 


222 


11.67 


9.37 


3.01 


4.92 


3.93 


314 


11.31 


9.14 


2.95 


4.69 


3.73 


318 


12.40 


10.11 


3.33 


5.24 


4.53 


322 


13.36 


10.96 


3.65 


5.81 


5.62 


418 


15.21 


11.90 


3.77 


6.00 


5.67 


422 


16.10 


12.70 


4.19 


6.11 


7.34 



OUTSWINGING 



Wood or Aluminum 
Screens (Optional) 




Standard unit installed as an out- 
swinging unit in frame wall construc- 
tion. Casing and subsill not furnished 
by Andersen. 



INSWINGING 



Auxiliary Glass 
Panel (Optional 




Standard unit installed as an in- 
swinging unit in frame wall construc- 
tion. Casing and subsill not furnished 
by Andersen. 
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ANDERSEN BASEMENT-UTILITY WINDOW UNIT 



FOR BASEMENTS — SUMMER CABINS — SERVICE 
BUILDINGS AND OTHER SIMILAR USES 

A practical and widely used factory assembled wood 
basement window that successfully combines the 
weathertight and insulating advantages of wood win- 
dows with the large glass areas and quick installation 
of metal basement windows. 

Also used as a general utility window in dormitories, 
service buildings, summer cabins, farm buildings, and 
other similar structures. 

Comes as a complete, factory assembled unit with 
frame set-up, sash glazed and hung, screen fitted and in- 
stalled and all hardware and weatherstripping installed. 

REVERSIBLE SASH 

New dual purpose hinges permit swinging the sash from 
either top or bottom. Hinge members for both positions 
are attached and sash can be instantly reversed or re- 
moved without tools. 





VACATION COTTAGES 
AND CABINS 




GARAGES AND 
SERVICE ROOMS 




FARM BUILDINGS 



NEW STORM-SCREEN FEATURE 

The screen now furnished with the Basement-Utility Unit 
is rabbeted to receive a glazed storm panel that goes on 
from the inside. This replaces the outside storm sash and 
comes with fasteners attached. 




Corner section of screen 
showing rabbet for glazed 
storm panel. 



Sectional view showing 
storm screen with storm 
panel in place (optional 
equipment). 




54 



Radford & Sanders Inc. 




ANDERSEN 
BASEMENT-UTILITY WINDOW UNIT 

The Complete Unit Includes: 

Frame Glazed Sash Weatherstripping 
Screen Hardware Storm Panel (if specified) 
Chemical Preservative Treating 



SILL 



SCALE 3" = 1 ' O" 

TYPICAL INSTALLATION 
IN CONCRETE BLOCK WALL 
WITH POURED SILL. 



TYPICAL 
ABOVE-GROUND 
INSTALLATIONS 

SCALE 1 Vz" = 1' O" 




SILL 

Installation in regular 
frame wall showing sug- 
gestions for exterior cas- 
ings, drip cap. extension 
blind stop, extension jambs 
and inside trim not fur- 
nished with unit. 




2813 



RIBBON OR 
GROUPED UNITS 

Units can be combined horizontally in 
strips or stacked vertically using simple 
auxiliary casings as shown below. 



U U 




MULLION formed by plac- 
ing units end to end to 
form ribbon windows. 




TRANSOM formed by 
stacking one unit above 
another. Note how front 
edge of head jamb is 
beveled. 



PRICES 



Add for 
Storm Sash 



fn|«o «< 



TJ 

C0|<0 



2817 



R-281 3 

2 Blocks High $ 10.53 $ 2.81 

R-2817 

21/2 Blocks High 11.43 3.20 

R-2820 

3 Blocks High 12.30 3.57 



2820 
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ANDERSEN INSTALLATION SPECIFICATIONS 



An outstanding development in the home building field is the 
improvement in residential fenestration, as exemplified by the factory 
fabricated complete window unit. Andersen Corporation pioneered 
the development of these window units complete with factory glaz- 
ing, weatherstripping, insulating glass and operating hardware, and 
are today producing some of the finest window units available. All 
parts are precision manufactured and fitted and these window units 
are designed and engineered to give many years of satisfactory 
service to home owners. 

Proper installation and maintenance, however, is an important 
factor in the successful use of factory fabricated complete window 



units. Builders can save themselves a lot of time and trouble, as 
well as call-backs for refitting and adjustments by handling Andersen 
Window Units the same as any other precision manufactured pro- 
duct, and by carefully observing a few simple instructions. 

Andersen wood window units are easy to install and they save 
the builder a lot of time and expense, but it is important that builders 
realize that different techniques and methods are required than for 
the old style site fabricated windows. Written Installation Specifi- 
cations are highly desirable and we offer the following suggestions 
and recommendations for the guidance of specification writers. 



GENERAL RECOMMENDATIONS 



The following recommendations and suggestions apply to all 
Andersen Units. 

1. White leading the joints between sill and side jambs when 
setting up the frame is recommended, also painting the frame parts 
with at least a priming coat. 

2. When painting the outside of the sash, the putty should be 
painted and the paint lapped slightly onto the glass. 

3. Metal weatherstrips should not be painted and should be care- 
fully cleaned if paint gets on them. 

4. Rough openings should be framed with adequate headers and 
supports so as to avoid any pressure on the window unit from over- 
head loads. This is especially important in framing for the Gliding 
Unit and the Casement Picture Window Unit. 

5. When installing the window unit in the rough opening, care 
should be taken to see that it is plumb and square. Also be careful 



to avoid crowding the jambs and sill with plaster, blocking, insula- 
tion or anything that might cause inward bowing. It is recommended 
that bracing be left on until ready to apply inside trim. 

6. Just before applying finish trim the contractor should check all 
openings and make sure sash and frame are true and square and 
operate properly. Blocking and plumbing and any necessary adjust- 
ments to insure proper sash operation can be easily made at this 
stage. Damaged or missing parts should be repaired or replaced 
at this time. 

7. FINAL INSPECTION— Before turning the job over to the owner, 
a few minutes spent on each unit cleaning up weatherstripping and 
checking for proper contacts, also checking operating hardware, will 
pay good dividends in consumer satisfaction and may avoid trouble- 
some call-backs later on. Cleaning up excess paint and plaster and 
a little wax applied to the right places will work wonders in restor- 
ing the original "factory" operation to balky window units. 



SPECIAL RECOMMENDATIONS 



The following recommendations and suggestions apply to the 
separate units as noted. 

ANDERSEN CASEMENT WINDOW 

1. Andersen Casement Window Units should be assembled and 
braced before installation, with frame set up and sash hung in ac- 
cordance with instructions packed in the frame bundle and the hard- 
ware carton. 

2. Sash and exposed frame parts should be given at least two 
coats of paint or other finishing material, either before or immediately 
following installation. This is especially desirable as a protection 
against damage from dirt and moisture during rough construction and 
while the house is drying out following plastering. 

3. Protection During Plastering — Unless the window units are 
properly protected, considerable damage may be caused by spatter- 
ing and droppings during plastering. Chemicals in the plaster, if left 
on the hardware, will discolor and scratch the finish, often to the 
point where it cannot be restored. Plaster is also difficult to clean 
from wood muntin bars and other wood parts and plaster damage 
often adds considerably to the cost of finishing the window units. 

To avoid damage to the operator, the handle should be removed 
and the case covered with the cardboard protector provided by 
Andersen. The double glass panel will give considerable protec- 
tion to the sash if installed before plastering, but, wherever possible 
we recommend that the opening be completely covered with a cloth 
or some translucent material such as celloglass. The saving in 
cleaning and finishing the unit will more than pay for the cost of 
such protection. 

See also the GENERAL RECOMMENDATIONS above. 

ANDERSEN GLIDING WINDOW 

1. The frame of the Gliding Window Unit should be assembled 
before delivery and properly braced according to instructions packed 
in the frame bundle. 



2. It is further recommended that the screen with Double Glazing 
Panels installed be hung in the frame before delivery and used to 
close the opening, where this is necessary. 

3. The sash should not be installed until the job is ready for inside 
trim and they should be primed before installation. Sash can also 
be further painted outside the opening and before installation as 
they come all complete ready to be slipped in place. The longer they 
are kept off the job during construction, the better. 

See aiso the GENERAL RECOMMENDATIONS above. 
ANDERSEN PRESSURE SEAL DOUBLE HUNG WINDOW 

1. The frame of the Pressure Seal Unit should be assembled before 
delivery and properly braced according to instructions packed in 
the frame bundle. 

2. Where it is necessary to close the opening, a storm sash or 
covered screen should be used or a combination storm sash unit. 
Any conventional storm sash and screen, or the Andersen Combina- 
tion Storm Screen Unit can be used. 

3. The Pressure Seal sash should not be installed until the job 
is ready for inside trim. They should be primed before installation 
and can also be further painted outside the opening at a consider- 
able saving in time and labor. 

4. Special Painting Precautions — To avoid paint bind and insure 
easy sash operation, paint should be applied sparingly to the sash 
runs and points of contact on sash. It is important to avoid piling 
up and to remove any such accumulations of paint. Be sure to keep 
paint off of the aluminum pressure strips and the aluminum parting 
stop caps and avoid getting paint on the sash operator lever or in 
the mechanism. Heavy enamels should not be used in the sash runs. 

5. Be sure paint is thoroughly dry before installing sash. 

6. A check rail sash lock is recommended and any conventional 
stock sash lock can be used. 

See also the GENERAL RECOMMENDATIONS above. 
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SUPERIOR WINDOW UNITS 




1) Wide overlapping blind stop affords adequate 
nailing surface and insures weathertight installa- 
tion. 



2) All parts manufactured of thoroughly seasoned, 
kiln-dried Ponderosa Pine. 



3) Sash may be easily installed or removed after 
frames are in the wall. No tools required. 



4) All members are accurately machined and factory 
pre-fitted, easy to assemble and install. 



5) Sash counter-balanced to facilitate operation and 
prevent slipping. Four overhead balances to each 
unit. 



6) Entire unit treated with water-repellent, wood-pre- 
serving solution approved by MWMA. 



7) Patented Superior metal covered jamb provides 
for dimensional variations due to climatic changes. 



8) Completely weather-stripped to insure rattle-free 
operation and effect substantial fuel saving. 



9) Units available either completely set up or 
knocked down with all weather strips applied. 



10) Standardized for any type of wall construction. 
Adjustable to a variety of wall thicknesses. 




OK 
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HEIGHT 
GLASS PLUS 
T 




SUPERIOR WINDOW UNITS 

SPECIFICATIONS 

Windows and Frame are Ponderosa Pine, 
treated with Toxic solution. 

FRAME 

Iambs li/ie x 51/4— Sill in/ie x IV^—O. S. Casing l%o x 2 
Side Blind Stop % x 3%6— Head Blind Stop % x 411/16 

SASH 

Stiles n 2 X 2— Top Rail 1 1 1/^ 2 x 2 % e— Bottom Rail 1 ^ % 2 x 3 % e 

WEATHERSTRIP 

White Finish Metal, applied to frame and windows at factory. 

The weatherstrip on the jambs is jamb-liner cushion type that 
compensates for possible shrinking or swelling of sash. 

BALANCES 

Over-head type, four to each frame. 



VERTICAL SECTION 



See page 59 for Y>^ices 




o 



HORIZONTAL SECTION 



58 



Radford & Sanders Inc. fs;L'.'r.".i 



OX 



SUPERIOR WINDOW UNITS 





SASH 
BALANCES 



INSTALL FRAME BEFORE SHEATHING 
OTHERWISE KEEP SHEATHING BACK 
FROM ROUGH OPENING 1" ABOVE 
HEADER, BACK AT THE SIDES, 
FLUSH WITH PLATE AT BOTTOM. 



AT LEAST 8d BOX OR COMMON NAILS 

DO NOT SAW-OFF ENDS OF 
JAMBS BECAUSE THEY SHOULD 
STAND ON 2x4 PLATE IN 
ROUGH OPENING. 




6d BOX NAILS 



HEAD JAMB 
SIDE JAMB 



AVOID DRIVING NAILS INTO "SASH 
BALANCES" WHEN ASSEMBLING 
FRAMES AND WHEN NAILING 
"TRIM" OR"SIDING" 



Superior Frames are easily and quickly installed provided the rough 
opening is the correct size and has been properly plumbed and squared 
up. The table below shows how to arrive at the Rough Opening size. 



ROUGH STUD OPENINGS 





Single 


Twin 


Triple 


Quad 


WIDTH— Total sash width, plus 


3" 


5V4" 


7V2" 


9%" 


HEIGHT— Sash Height, plus 


6" 


6" 


6" 


6" 



Superior Frames have a wide blind stop or wind-break so that nailing is 
simplified. To accommodate the wind-break, sheathing should be kept 
back from the rough opening 1" at the header and IVa" at the sides. 

The bottom ends of the jambs are intended to rest on the plate and, con- 
sequently, they should not be sawed off. 

It is important that care should be taken to avoid driving nails into the 
balances, either in the assembly of the frame or the application of the 
trim. 

If these simple precautions are observed, a smoothly operating, 
weathertight unit will be assured. 



If it is desired, Superior Windows may be easily removed from the 
frame during construction. The weatherstripping is not involved in any 
way. It is simply a matter of pressing the window against the jamb on 
one side and pulling it in on the other. Unhook the balance tapes and the 
window is free of the opening. To replace, simply reverse the process. 

If inside stops not over %" thick are used, both top and bottom sash 
can be removed for cleaning at any time. 



SUPERIOR WINDOW UNITS 

SINGLE UNITS — K.D. — WINDOW DESIGNS AS INDICATED 

FOR SPECIFICATIONS SEE PRECEDING PAGE 



PRICES 



Opening 






4 Horizontal 


4/1 Lights 




Size 


2 Light 


8 Light 


Lights 


(2W 2H) 




1-8 X 3- 2 


$ 18.91 


$ 20.18 


$ 19.81 


$ 19.54 




3-10 


20.81 


22.08 


21. 71 








21.67 


22.94 


22.57 


22.30 




4— 6 


22.37 


23.64 


23.27 


23.00 






23.98 


25.25 


24.88 


24.61 












6/1 Liciht<? 


3/1 Licfhtq 




2 Light 


12 Light 


Lights 


(3W 2H) 


C3W) 


2-0 X 3- 2 


$ 20.59 


$ 22.49 


$ 21.49 


$ 21.54 


$ 21.26 


3-10 


22.73 


24.63 


23.63 


23.68 


23.40 


4- 2 


23.56 


25.46 


24.46 


24.51 


24.23 


4- 6 


24.37 


26.27 


25.27 


25.32 


25.04 


4-10 


25.10 


27.00 


26.00 


26.05 


25.77 


5- 2 


25.83 


27.73 


26.73 


26.78 


26.50 


2-4 X 3- 2 


21.69 


23.59 


22.59 


22.64 


22.36 


3- 6 


23.05 


24.95 


23.95 


24.00 


23.72 


3-10 


23.87 


25.77 


24.77 


24.82 


24.54 


4- 2 


24.68 


26.58 


25.58 


25.63 


25.35 


4- 6 


25.70 


27.60 


26.60 


26.65 


26.37 


4-10 


26.27 


28.17 


27.17 


27.22 


26.94 


5- 2 


27.32 


29.22 


28.22 


28.27 


27.99 


2-8 X 3- 2 


23.31 


25.21 


24.21 


24.26 


23.98 


3- 6 


24.65 


26.55 


25.55 


25.60 


25.32 


3-10 


25.40 


27.30 


26.30 


26.35 


26.07 


4- 2 


26.26 


28.16 


27.16 


27.21 


26.93 


4- 6 


27.39 


29.29 


28.29 


28.34 


28.06 


4-10 


28.44 


30.34 


29.34 


29.39 


29.11 


5- 2 


29.29 


31.19 


30.19 


30.24 


29.96 





2 Light 


16 Light 


4 Horizontal 
Lights 


8/1 Lights 
(4W 2H) 


4/1 Lights 
(4W) 


3-0 X 3- 2 


24.91 


27.45 


25.81 


26.18 


25.81 


3-10 


27.36 


29.90 


28.26 


28.63 


28.26 


4- 2 


28.31 


30.85 


29.21 


29.58 


29.21 


4- 6 


29.42 


31.96 


30.32 


30.69 


30.32 


4-10 


29.99 


32.53 


30.89 


31.26 


30.89 


5- 2 


31.60 


34.14 


32.50 


32.87 


32.50 


3-4 X 3-10 


28.56 


31.10 


29.46 


29.83 


29.46 


4- 6 


30.77 


33.31 


31.67 


32.04 


31.67 


4-10 


31.86 


34.40 


32.76 


33.13 


32.76 


5- 2 


33.11 


35.65 


34.01 


34.38 


34.01 


3-8 X 4- 6 


32.57 


35.11 


33.47 


33.84 


33.47 


5- 2 


35.32 


37.86 


36.22 


36.59 


36.22 



EXTRAS 

For Twin Units — Twice single price and add $ 1.16 

For Triple Units — Three times single price and add 3.12 

Single Twin Triple 

If furnished Set-Up. add $1.69 $3.38 $5.06 

If crating is required on Set-up Units for either truck or freight shipments, add 3.38 4.22 5.63 

Please note that we cannot accept the return of set-up units. 
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SUPERIOR PICTURE WINDOW UNITS 



Specifications for Frame and Side Windows are as 
shown on page 57. 

CENTER SASH for glazing with THERMOPANE is 
2V4" thick. 

CENTER SASH for glazing with V4" PLATE is 1%" 
thick. In this thickness, it can be furnished, on special 



8'- 11 1/2" 
4'-4" 



h2'-0"Hk 



00 cs 



ii 



2 9 3p 
4 ^ 



is 
-o 



4442 



4446 



4452 



order, with divided lights. Price quoted on request. 

Side Windows in illustration below are shown 2-0 
wide, 4 Horizontal Lights. They can be furnished 1-8 
and 2-4 wide, and in any type of Superior Window 
that is shown on page 59. 

See page 61 for prices. 



-9'-8'/2" 



-9'-7'A"- 



5:0" J\ (-2'-0'Mf ifhZ'-O'M h 5'-8" .j |.2'.0"»| 



-\0'-A'A"- 
-10'-3/2"- 



5042 



5842 



5046 



5846 



5052 5852 
TABLE OF SIZES FOR PICTURE WINDOWS 



Unit No. 



Center Sash Opening 



Exact Glass Size For 



1/4 Inch Plate 



STUD OP'NG 



HEAD 



ONE LIGHT PLATE 




4442 
5042 
5842 
4446 
5046 
5846 
4452 
5052 
5852 



4- 4 

5- 0 
5-8 

4- 4 

5- 0 
5-8 

4- 4 

5- 0 
5-8 



4-2 
4-2 
4-2 
4-6 
4-6 

4- 6 

5- 2 
5-2 
5-2 



48 
56 
64 
48 
56 
64 
48 
56 
64 



45 
45 
45 
49 
49 
49 
57 
57 
57 



Thermopane 



48 y2 
5GV2 
6AV2 
A8V2 

561/2 
64 '/2 
48»/2 
56 '/2 
64 '/2 



46 

46 Vs 

46 

50 

50 

50 

58 

58 Vs 

58 




CENTER SECTION 



SECTIONAL PLAN thru vertical parts 



>iOk 
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SUPERIOR PICTURE WINDOW UNITS 

PRICES FOR COMPLETE UNIT— SET UP 
Side Windows Glazed SSB — Center Sash Glazed as indicated 



Unit 
Number 



Side Windows 



4452 



5052 



Type 



Width 



Brick 
Opening 



Stud 
Opening 



— T 

Thermopane 



Center Sash Glazed as Indicated 



1-8 

4446 4 Hor. Lts. 2-0 



8- 4 '/2 X 4-10% 8- 

9- 0 '/2 X 4-10y8 8- 
-9-81/2 X 4-10% 9- 



31/2 X 5-0 
ll>/2 X 5-0 
71/2 X 5-0 



166.19 
170.19 
172.85 



4 Hor. Lts. 



1- 8 

2- 0 
2-4 



8- 4 '/2 X 5- 

9- 0 '/2 X 5- 
9-8 '/2 X 5- 



6% 
6% 
6% 



8- 3'/2 X 5-8 

8- 1 11/2 X 5-8 

9- 7»/2 X 5-8 



180.65 
184.37 
187.35 



8-111/2 X 4-8 



1- 8 9-0 V2 X 4- 6% 
5042 4 Hor. Lts. 2-0 9-8 1/2 x 4- 6% 9- 71/2 x 4-8 

2- 4 10-4'/2 X 4- 8% 10- 31/2 X 4-8 



173.54 
177.32 
179.56 



1- 8 9-0 >/2 X 4-10% 
5046 4 Hor. Lts. 2-0 9-8 '/2 x 4-10% 

2- 4 10-4>/2 X 4-10% 



8- 1 IV2 X 5-0 

9- 7 1/2 X 5-0 
10- 3'/2 X 5-0 



178.40 
182.40 
185.06 



4 Hor. Lts. 



1- 8 

2- 0 
2-4 



9-01/2 X 5- 
9-8 '/2 X 5- 
10-4 >/2 X 5- 



6% 
6% 
6% 



8- ll'/2 X 5-8 

9- 7V2 X 5-8 
10- 3'/2 X 5-8 



196.89 
200.61 
203.59 



V4" Polished 
Plate 



1- 8 8-4 V2 X 4- 6% 8- 3V2 X 4-8 $ 159.05 
4442 4 Hor. Lts. 2-0 9-0y2 x 4- 6% 8-1 1 1/2 x 4-8 162.83 

2- 4 9-81/2 X 4- 6% 9- 7V2 x 4-8 165.07 



$ 120.46 
124.24 
126.48 



124.87 
128.87 
131.53 



134.18 
137.90 
140.88 



127.31 
131.09 
133.33 



132.12 
136.12 
138.78 



142.18 
145.90 
148.88 



Open 



$ 81.20 
84.98 
87.22 



83.30 
87.30 
89.96 



87.94 
91.66 
94.64 



83.59 
87.37 
89.61 



85.69 
89.69 
92.35 



90.34 
94.06 
97.04 



1- 8 9-81/2 X 4- 6% 9- 71/2 X 4-8 182.84 134.19 85.98 
5842 4 Hor. Lts. 2-0 IO-41/2 x 4- 6% 10- 31/2 x 4-8 186.62 137.97 89.76 

2- 4 II-O1/2 X 4- 8% 10-11 1/2 X 4-8 188.86 140.21 92.00 



1- 8 9-8'/2 X 4-10% 9- 71/2 X 5-0 191.09 139.37 88.09 
5846 4 Hor. Lts. 2-0 10-4'/2 x 4-10% 10- 31/2 x 5-0 195.09 143.37 92.09 

2- 4 11-01/2 X 4-10% 10-111/2 X 5-0 197.75 146.03 94.75 



1- 8 9-81/2 X 5- 6% 9- 71/2 X 5-8 215.41 150.18 92.73 
5852 4 Hor. Lts. 2-0 10-4 1/2 x 5- 6% 10- 31/2 x 5-8 219.13 153.90 96.45 

2- 4 11-01/2 X 5- 6% 10-111/2 X 5-8 222.11 156.88 99.43 



Prices shown are for 4 Horizontal Light Side Windows. These prices would apply as well 
to 8 Light and 12 Light Side Windows. 

For 2 Light Side Windows, deduct $ 1.80 from total price of Unit. 

If Center Sash is wanted open, order should state whether V4" Plate, or Ther;i|iopane is to 
be used. 

Please note that we cannot accept the return of set-up units. 
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ALL PURPOSE WINDOW FRAMES 

CLEAR GRADE PINE 
R-2894 

For spring balances. No pockets or pulleys. Adjustable for various wall 
thicknesses as shown in small cuts on this page. Rough Stud Opening is 3" 
wider and 3%" higher than sash opening. Cut sheathing back IVa" at sides 
and top to accommodate extension blind stop. 

NOTE : Extension Blind Stops * may be omitted if they are not needed. Appro- 
priate deductions are given in the price schedule below. Unless orders 
specify to the contrary. Extension Blind Stops will be included. 



Opening 
Size 


K. D. 
Single 


K. D. 


If E. 
omitted- 


B. S.* 

-DEDUCT 


Opening 
Size 


K. D. 
Single 


K. D. - 


If E. 
omitted- 


B. S.* 

-DEDUCT 


Twin 


Single 


Twin 


Twin 


Single 


Twin 


2-0 X 3- 2 


$ 8.55 


$ 16.96 


$ 


.95 


$1 


.17 


2-8 X 4- 6 


$ 11.17 


$ 21.54 


$ 1.37 


$ 1.66 


3- 6 


9.07 


17.84 


1 


.01 


1 


.23 


4-10 


11.54 


22.20 


1.43 


1.72 


3-10 


9.54 


18.61 


1 


.15 


1 


.37 


5- 2 


11.88 


22.81 


1.49 


1.78 


4- 2 


10.04 


19.42 


1 


.21 


1 


.43 


5- 6 


12.75 


24.26 


1.57 


1.86 


4- 6 


10.43 


20.07 


1 


.29 


1 


.51 


3-0 X 3- 2 


10.04 


19.93 


1.07 


1.40 


4-10 


10.81 


20.73 


1 


.35 


1 


.57 


3- 6 


10.55 


20.81 


1.13 


1.46 


5- 2 


11.17 


21.34 


1 


.41 


1 


.63 


3-10 


11.03 


21.58 


1.27 


1.60 


5- 6 


12.02 


22.79 


1 


.49 


1 


.71 


4- 2 


11.52 


22.39 


1.33 


1.66 


2-4 X 3- 2 


8.89 


17.64 




.99 


1 


.24 


4- 6 


11.92 


23.04 


1.41 


1.74 


3- 6 


9.41 


18.52 


1 


.05 


1 


.30 


4-10 


12.30 


23.70 


1.47 


1.80 


3-10 


9.88 


19.29 


1 


.19 


1 


.44 


5- 2 


12.65 


24.31 


1.53 


1.86 


4- 2 


10.38 


20.10 


1 


.25 


1 


.50 


5- 6 


13.50 


25.76 


1.61 


1.94 


4- 6 


10.77 


20.75 


1 


33 


1 


.58 


3-4 X 3- 2 


10.49 


20.84 


1.11 


1.48 


4-10 


11.15 


21.41 


1 


39 


1 


64 


3- 6 


11.01 


21.72 


1.17 


1.54 


5- 2 


11.50 


22.02 


1 


45 


1 


70 


3-10 


11.48 


22.49 


1.31 


1.68 


5- 6 


12.36 


23.47 


1 


53 


1 


78 


4- 2 


11.98 


23.30 


1.37 


1.74 


2-8 X 3- 2 


9.29 


18.43 


1 


03 


1 


32 


4- 6 


12.38 


23.95 


1.45 


1.82 


3- 6 


9.80 


19.31 


1 


09 


1 


38 


4-10 


12.75 


24.61 


1.51 


1.88 


3-10 


10.28 


20.08 


1 


23 


1 


52 


5- 2 


13.11 


25.22 


1.57 


1.94 


4- 2 


10.77 


20.89 


1 


.29 


1 


58 


5- 6 


13.96 


26.67 


1.65 


2.02 



EXTRAS 



Single 



Twin 



Triple 



If furnished Set-Up, ADD $ 1.86 $ 3.72 $ 5.58 

If Inside Stop No. 8120 furnished, ADD 40 .80 1.20 




DOOR FRAME 

CLEAR GRADE PINE 

R-2892 

W. P. PINE SILL 

In Ordering, Specify if Jambs are to be 
rabbeted 1%" or IW. 

Opening 

Size K. D. 

2-8 X 6-6 $ 15.57 

6-8 15.89 

2- 8 X 6-8 16.23 

3- 0 X 6-8 16.84 

3-0x7-0 17.28 

If furnished Set-up, ADD $ 1.86 



THE DETAILS BELOW SHOW ADAPTATION OF 

ALL-PURPOSE FRAME R-2894 

TO THE VARIOUS WALL THICKNESSES 



3/4" OUTSIDE 
SHEATHING 



5/4" OUTSIDE 
SHEATHING7 



3/4" OUTSIDE 
SHEATHING ; 




^3/4" LATH a PLASTER 



1/2 OUTSIDE 
SHEATHING 



-1/4" WALLBOARD OR 
PLYWOOD 



1/2" OUTSIDE 
SHEATHING - 



l/Z" WALLBOARD OR 
PLYWOOD 




^3/4" LATH a PLASTER 



-1/4 WALLBOARD OR 
PLYWOOD 



1/2" WALLBOARD OR 
PLYWOOD 
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WINDOW FRAME 

CLEAR GRADE PINE 

For 1%" Check Rail Windows 
Parting Stop and Blind Stop nailed in. 
Pockets cut and screwed in. Jamb Proof Pulleys screwed in. 

R-2890 

FRAME HOUSE 



Opening 


K. D. 


K. D. 


Opening 


K. D. 


K. D. 


Size 


Single 


Twin 


Size 


Single 


Twin 


2-0 X 3- 2 


$ 10.13 


$ 21.14 


2-8 X 4- 6 


$ 12.59 


$ 25.90 


3- 6 


10.50 


21.87 


4-10 


12.93 


26.52 


3-10 


11.09 


22.94 


5- 2 


13.26 


27.19 


4- 6 


11.79 


24.30 


5- 6 


13.77 


28.17 


4-10 


12.12 


24.91 


3-0 X 3- 2 


11.77 


24.44 


5- 2 


12.45 


25.57 


3- 6 


12.14 


25.16 


5- 6 


12.96 


26.55 


3-10 


12.74 


26.22 


2-4 X 3- 2 


10.54 


21.98 


4- 6 


13.43 


27.59 


3- 6 


10.91 


22.70 


4-10 


13.77 


28.20 


3-10 


11.51 


23.77 


5- 2 


14.10 


28.87 


4- 6 


12.21 


25.13 


5- 6 


14.61 


29.86 


4-10 


12.54 


25.75 


3-4 X 3- 2 


12.20 


25.28 


5- 2 


12.87 


26.42 


3- 6 


12.56 


25.99 


5- 6 


13.39 


27.41 


3-10 


13.15 


27.06 


2-8 X 3- 2 


10.94 


22.76 


4- 6 


13.86 


28.43 


3- 6 


11.30 


23.47 


4-10 


14.19 


29.04 


3-10 


11.89 


24.54 


5- 2 


14.52 


29.71 








5- 6 


15.03 


30.69 






EXTRAS 














Single Twin 


Triple 


Reducing Jambs in width, ADD 






$ .40 $ .80 


$ 1.20 


If furnished Set up. 


ADD 






1.86 3.72 


5.58 


If Inside Stop R-8120 furnished. ADD 




.40 .80 


1.20 




«2 



HEAD JA/nB 




DOOR FRAME 

CLEAR GRADE PINE 
R-2890 
W. P. PINE SILL 

In ordering, specify if Jambs are to be rabbeted for 1%" or 1%" doors. 



Opening Size K. D. 

2-6 X 6-6 $ 15.69 

6-8 16.03 

2- 8 X 6-8 16.39 

3- 0x6-8 17.52 

3-0x7-0 17.72 

If furnished Set-up. ADD $ 1.86 
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LOUVRE FRAMES 

In insulated dwellings LOUVRES in the attic are vitally important. In winter, they 
provide air circulation, thus eliminating condensation. In summer, they insure cross 
ventilation which is so necessary to lower the attic temperature and reduce heat pene- 
tration into the rooms below. 



R-2805 R.2809 R-2807 

Overall Size 1-4 x I-SYiq Overall Size 1-0 x 2-9yi6 Overall Size 1-4 x l-Sy^Q 

Stud Opening 1-2 V2 x 1-3 V2 Stud Opening 0-10^2 x 2-91/2 Stud Opening 1-2 V2 x l-QVi 

$ 6.82 $ 10.31 $ 7.93 



W. P. PINE 

Completely assembled with wire cloth screen stapled to inside edge of frame. 

Wood back included 
Carton packed 






R-2810 L 

Overall Size 1-10 x l-lOVs 
Stud Opening I-SV2 x 1-10 
$ 14.90 



R-2826 

Overall Size 3-4 x l-lOVs 
Stud Opening 3-2V2 x 1-10 
$ 26.17 



R.2810 R 

Overall Size 1-10 x l-lOVs 
Stud Opening 1-8 V2 x 1-10 
$ 14.90 




GABLE FRAMES AND SASH 

GABLE SASH occupy an important place in modern home building. Their use to 
provide natural light in hall- ways, lavatories, closets and attics is indicated, especially 
where the exterior wall surface available is too small to permit the use of conventional 
windows. 

They add beauty to the exterior by softening the severe straight lines of wall and 
roof, and break the monotony of otherwise empty and uninteresting surfaces. 




R-2802 R-2832 

Over-all Size 2-2 x 2-2 Over-all Size 2-2 diameter 

Stud Opening 2-1 Vi x 2-1 V2 Stud Opening 2-1 V2 x 2-1 Vi 

$33.25 $43.10 



W. P. PINE 

Frame complete, set-up with sash 1%" thick. 
Sash made square inside to swing in. 
No hardware included. Carton packed. 

Sold only as complete unit. 




R-2808 L 

Over-all Size 1-10 x l-lOVe 
Stud Opening 1-8 V2 x 1-10 
$21.63 




R-2812 

Over-all Size 3-4 x l-lOVs 
Stud Opening 3-2 V2 x 1-10 
$ 29.81 




R-2808 R 

Over-all Size 1-10 x l-lOVa 
Stud Opening l-^Vi x 1-10 
$ 21.63 
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WINDOWS-MODULAR OPENINGS 



W. p. PINE — TREATED 

l%" Check Rail 




2 LIGHTS 

For glass bedded, 
ADD 5% 
to glazed prices 



Opening 




Glazed 


Glazed 


Opening 




Glazed 


Size 


Open 


S. S. 


D. S. 


Size 


Open 


S. S. 




1-8 X 3- 2 


$ 3.32 


$ 4.34 


$ 4.87 


1-8 X 3- 2 


$ 3.95 


$ 5.10 


3- 6 


3.46 


4.59 


5.19 


3- 6 


4.08 


5.34 


3-10 


3.56 


4.91 


5.59 


3-10 


4.18 


5.67 


4- 6 


3.78 


5.37 


6.19 


4- 6 


4.39 


o.io 


2-0 X 3- 2 


3.56 


4.91 


5.59 


2-0 X 3- 2 


4.49 


5.97 


3- 6 


3.67 


5.21 


5.96 


3- 6 


4.60 


6.28 


3-10 


3.78 


5.75 


6.80 


3-10 


4.70 


6.82 


4- 2 


3.88 


5.99 


7.32 


4- 2 


4.80 


7.14 


4- 6 


3.99 


6.30 


7.62 


4- 6 


4.91 


7.47 


4-10 


4.12 


6.53 


8.00 


4-10 


5.04 


7.70 


5- 2 


4.23 


6.83 


8.37 


5- 2 


5.14 


o.UZ 


5- 6 


4. Jo 


•7 1 o 

y.io 


Q QO 
o.oZ 


5— 6 




p on 


2-4 X 2-10 


3.67 


5.14 


5.82 


2-4 X 2-10 


4.60 


6.12 


3- 2 


3.78 


5.43 


6.50 


3- 2 


4.70 


6.52 


3- 6 


3.88 


5.92 


7.09 


3- 6 


A Od 

4.oU 


b.yu 


3-10 


o.yy 


C OA 

b.oU 


y .b^ 


3—10 


A Ql 


•7 An 


4- 2 




C RO 

b.O J 


Q nn 
c5.UU 


4— Z 


R HA 


n RP 


4- 6 




y.uo 


Q 

o. iD 


4— 6 


0. 1ft 


Q 1 0 


4-10 


yi oo 
4.00 




Q 

O.OO 


A in 


R OA. 


ft 01 


5- 2 


4.44 


1.11 


9.60 


5- 2 


5.35 


8.74 


5- 6 


4.55 


8.17 


10.19 


5- 6 


5.45 


9.13 


2-8 X 3- 2 


3.99 


6.08 


7.39 


2-8 X 3- 2 


4.91 


7.12 


3- 6 


4.12 


6.53 


8.00 


3- 6 


5.04 


7.50 


3-10 


4.23 


6.83 


8.37 


3-10 


5.14 


7.88 


4- 6 


4.44 


1.11 


9.60 


4- 6 


5.35 


8.74 


4-10 


4.55 


8.40 


10.34 


4-10 


5.45 


9.23 


5- 2 


4.65 


8.80 


11.03 


5- 2 


5.55 


9.76 


5- 6 


4.79 


8.88 


11.10 


5- 6 


5.68 


9.83 


3-0 X 3-10 


4.65 


7.93 


9.73 


3-0 X 3-10 


5.97 


9.19 


4- 6 


4.89 


8.96 


11.17 


4- 6 


6.20 


10.33 


4-10 


5.02 


9.02 


11.25 


4-10 


6.33 


10.40 


5- 2 


5.13 


10.32 


12.92 


5- 2 


6.43 


11.68 


3-4 X 3- 2 


4.65 


7.36 


8.89 


3-4 X 3- 2 


5.97 


8.75 


3-10 


4.89 


8.49 


10.49 


3-10 


6.20 


9.88 


4- 6 


5.13 


9.71 


12.15 


4- 6 


6.43 


11.08 


4-10 


5.24 


10.37 


12.98 


4-10 


6.53 


11.77 


5- 2 


5.37 


11.24 


14.19 


5- 2 


6.66 


12.59 




4 HORIZONTAL 
LIGHTS 

For glass bedded, 
ADD 7% 
fo gJazed prices 




3/ 1 LIGHTS 
TYPE A 

For glass bedded, 
ADD 7% 
to glazed prices 



Opening 




Glazed 


Opening 




Glazed 


Size 


Open 


S. S. 


Size 


Open 


S. S. 


2-0 X 3- 2 


$ 4.00 


$ 5.44 


2-0 X 3- 2 


$ 4.55 


$ 6.03 


3- 6 


4.34 


6.00 


3- 6 


4.65 


6.36 


3-10 


4.44 


6.52 


3-10 


4.75 


6.90 


4- 2 


4.55 


6.76 


4- 2 


4.86 


7.18 


4- 6 


4.65 


7.06 


4- 6 


4.96 


7.44 


4-10 


4.78 


7.29 


4-10 


5.09 


7.75 


5- 2 


4.88 


7.54 


5- 2 


5.19 


7.97 


5- 6 


4.99 


7.84 


5- 6 


5.30 


8.38 


2-4 X 2-10 


4.11 


5.72 


2-4 X 2-10 


4.65 


6.27 


3- 2 


4.21 


6.04 


3- 2 


4.75 


6.58 


3- 6 


4.55 


6.73 


3- 6 


4.86 


7.11 


3-10 


4.65 


7.10 


3-10 


4.96 


7.48 


4- 2 


4.78 


7.36 


4- 2 


5.09 


7.73 


4- 6 


4.88 


7.88 


4- 6 


5.19 


8.26 


4-10 


4.99 


7.95 


4-10 


5.30 


8.35 


5- 2 


5.09 


8.48 


5- 2 


5.40 


8.95 


5- 8 


5.19 


8.80 


5- 6 


5.50 


9.34 


2-8 X 3- 2 


4.42 


6.66 


2-8 X 3- 2 


4.95 


7.26 


3- 6 


4.78 


7.35 


3- 6 


5.09 


7.66 


3-10 


4.88 


7.66 


3-10 


5.19 


8.05 


4- 6 


5.09 


8.57 


4- 8 


5.40 


8.96 


4-10 


5.19 


9.10 


4-10 


5.50 


9.59 


5- 2 


5.30 


9.58 


5- 2 


5.61 


10.09 


5- 8 


5.42 


9.67 


5- 6 


5.73 


10.19 




6/1 LIGHTS 
TYPE F 



For glass bedded, 
ADD 7% 
to glazed prices 




OK 
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WINDOWS-MODULAR OPENINGS 

W. p. PINE — TREATED 



WINDOWS 

4 LIGHTS 

1%" Check Rail 




Opening Size 



Open 



Glazed S. S. 



4 LIGHTS 

For glass bedded, 

ADD 7% 
to glazed prices 



2-4 X 3-10 


$4.34 


$ 6.65 


4- 6 


4.62 


7.54 


IVs" 


Plain Rail 




Opening Size 


Open 


Glazed S. S. 


2-4 X 3-10 


$ 3.49 


$ 6.18 


4- 6 


3.72 


7.03 



WINDOWS 

16 LIGHTS 

1%" Check Rail 




Opening Size 


Open 


Glazed S. S. 


3-0 X 3- 2 


$ 6.90 


$ 10.46 


3-10 


7.10 


10.63 


4- 6 


7.34 


11.47 


3-4 X 3-10 


7.34 


11.57 


4- 6 


7.54 


12.13 


4-10 


7.67 


12.64 


5- 2 


7.77 


13.13 


3-8 X 3-10 


7.83 


12.02 


4- 8 


8.03 


13.10 


5- 2 


8.29 


14.20 



16 LIGHTS 



For glass bedded, 

ADD 7% 
to glazed prices 



STORM SASH — MODULAR OPENINGS 

W. p. PINE 
2 LIGHTS 




IVb 


' Thick 








Glazed S. S. 


Opening Size 


Open 


Bedded 


2-4 X 4-ll'/2 


$ 4.13 


$ 6.97 


5- 3'/2 


4.22 


7.60 



2 LIGHTS 



WINDOWS 

12 LIGHTS 

1%" Check Rail 



Opening Size 


Open 


Glazed S. S. 


2-0 X 3- 2 


$ 4.80 


$ 7.42 


3- 6 


5.06 


7.52 


3-10 


5.22 


8.08 


4- 6 


5.48 


8.69 


2-4 X 3- 2 


5.11 


7 32 


3- 6 


5.37 


8.20 


3-10 


5.53 


8.20 


4- 2 


5.68 


8.93 


4- 6 


5.79 


9.01 


4-10 


5.94 


9.13 


5- 2 


6.04 


9.46 


2-8 X 3- 2 


5.32 


8.20 


3- 6 


5.58 


8.80 


3-10 


5.73 


9.10 


4- 6 


5.99 


10.01 


4-10 


6.15 


10.51 


5- 2 


6.25 


10.85 


3-0 X 3-10 


6.13 


10 07 


4- 6 


6.38 


10 66 


4-10 


6.53 


11 DQ 


5- 2 


6.64 


11.57 


3-4 X 4- 6 


6.56 


10.79 


5- 2 


6.82 


12.23 




WINDOWS 






12 LIGHTS 




IV8" Plain Rail 




Opening Size 


Open 


Glazed S. S. 


2- 4 X 3-10 


$ 4.43 


$ 7.34 


4- 6 


4.64 


7.91 


2-7x4-6 


4.74 


8.41 


2-8x4-8 


4.74 


8.41 


2-10 X 4- 6 


4.88 


8.90 


3-0x4-6 


4.88 


8.90 




12 LIGHTS 

For glass bedded, 

ADD 7% 
to glazed prices 




12 LIGHTS 
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BALTIMORE 
HARRISBURG 



1 



WINDOWS-BALTIMORE OPENINGS 



W. p. PINE — TREATED 

1%" Check Rail 





Opening 




Oiazeci 




Opening 




vjiazea 




Size 




Open 


c 0 
0. 0. 




Size 


Open 


S. S. 


2- 


01/2 X 


— 
3- 2V4 






2- 


7 72 X 0- Zy4 










3- 6V4 




on 




0— by4 


R 1 n 


1 .00 






3-10'/4 


A 1^ 






0- 1 U 74 


R on 


O.Ul 






4- 6 1/4 


A QR 


i .00 




4— 0 74 


R AT 


Q 0*7 
O.zJ I 






ft— lU /4 


R HQ 






/I 1 n 1/ 
4-IU74 


R R 1 

0.0 i 


0 R1 






5- 2V4 


5.20 


7.89 




5- 21/4 


5.64 


10.02 






5- 6'/4 


5.31 


8.20 




5- 6Vi 


5.77 


10.11 








4.37 


5.99 




5-101/4 


6.46 


11.85 


2- 


AV2 X 


2-10'/4 












3- 2'/4 
3- 6V4 

3- ioy4 

4- 6V4 

4- 10 '/4 

5- 2'/4 


4.48 
4.83 
4.95 
5.19 
5.30 
5.42 


6.32 
7.04 
7.43 
8.25 
8.32 
8.87 


2- 


8^/2 X 3-101/4 
4- 6^/4 

4- 101/4 

5- 21/4 
5- 61/4 


5.20 
5.41 
5.51 
5.64 
5.77 


8.01 
8.97 
9.51 
10.02 
10.11 






5- 6V4 


5.52 


9.20 






5.19 


7.46 






5-10'/4 


6.22 


10.43 


2- 


101/2 X 3- 21/4 








3-101/4 


5.41 


8.47 


2- 


61/2 X 


3-101/4 


5.10 


7.86 




4- 6 1/4 


5.66 


9.48 






4- 6'/4 


5.30 


8.75 




4-101/4 


5.76 


9.84 






4-101/4 


5.42 


9.07 




5- 21/4 


5.88 


10.72 






5- 2'/4 


5.52 


9.62 




5- 6 1/4 


6.02 


10.80 






5- 6'/4 


5.67 


9.83 




5-101/4 


6.27 


12.00 




3 1 LIGHTS 
TYPE A 

For glass bedded. 
ADD 7% 
to glazed prices 



2- 01/2 



ing 
e 




Glazed 


Open 


S. S. 


X 3- 21/4 


$ 4.82 


$ 6.30 


3- 6'/4 


4.95 


6.65 


3-101/4 


5.05 


7.21 


4- 6V4 


5.27 


7.77 


4-101/4 


5.41 


8.10 


5- 2 1/4 


5.52 


8.34 


5- 61/4 


5.61 


8.77 


X 2-101/4 


4.93 


6.55 


3- 21/4 


5.05 


6.88 


3- 6 1/4 


5.16 


7.43 


3-101/4 


5.27 


7.82 


4- 6 1/4 


5.51 


8.64 


4-101/4 


5.64 


8.73 


5- 21/4 


5.74 


9.36 


5- 6 1/4 


5.86 


9.77 


5-101/4 


6.19 


10.69 


X 3-101/4 


5.41 


8.12 


4- 6 1/4 


5.64 


9.01 


4- 10 1/4 


5.74 


9.39 


5- 21/4 


5.86 


9.96 


5- 6 1/4 


5.99 


10.22 



Opening 
Size 



Open 



Glazed 
S. S. 



2- 71/2 


X 3- 21/4 


$ 5.27 


$ 7.59 




3- 6 1/4 


5.41 


8.01 




3-101/4 


5.51 


8.42 




4- 6 1/4 


5.74 


9.37 




4-101/4 


5.85 


10.03 




5- 21/4 


5.96 


10.55 




5- 6 1/4 


6.10 


10.66 




5-101/4 


6.46 


12.06 


2- 8 1/2 


X 3-101/4 


5.52 


8.42 




4- 6 1/4 


5.74 


9.37 




4-101/4 


5.85 


10.03 




5- 21/4 


5.96 


10.55 




5- 6 1/4 


6.10 


10.66 


2-101/2 


X 3- 21/4 


5.51 


7.79 




3-101/4 


5.74 


8.79 




4- 6 1/4 


5.99 


9.81 




4- 10 1/4 


6.10 


10.17 




5- 21/4 


6.20 


11.05 




5- 6 1/4 


6.35 


11.13 




5-101/4 


6.60 


12.32 




6 1 LIGHTS 
TYPE F 

For glass bedded, 
ADD 7% 
to glazed prices 



Ok 




71 



WINDOWS-BALTIMORE OPENINGS 



W. p. PINE — TREATED 

1%" Check Rail 



4 LIGHTS 

1%" Check Rail 




Glass 


Opening 




Glazed 


Size 


Size 


Open 


S. S. 


10x20 


2- 01/2 X 3^101/4 $ 4.45 


$ 6.37 


12x20 


2- 41/2x3-101/4 


4.68 


6.97 


24 


4- 6 1/4 


4.98 


7.89 


26 


4-101/4 


5.15 


8.22 


28 


5- 21/4 


5.25 


8.68 


30 


5- 6I/4 


5.42 


9.19 



4 LIGHTS 



For glass bedded. 


131/2x24 


2- 71/2 X 4- 61/4 


5.25 


8.65 


ADD 7% 


26 


4-101/4 


5.42 


8.90 


to glazed prices 


28 


5- 21/4 


5.57 


9.70 




30 


5- 6 1/4 


5.70 


10.01 




32 


5-101/4 


6.14 


10.62 



15x24 2-101/2 X 4- 6 1/4 
28 5- 21/4 



5.48 9.00 
5.79 10.12 



16 LIGHTS 




1 6 LIGHTS 

For glass bedded, 
ADD 7% 
to glazed prices 



IW Check Rail 


Glass 


Opening 




Glazed 


Size 


Size 


Open 


S. S. 


8x8 


3-0% X 3-21/4 $ 7.43 $ 10.94 


10 


3-101/4 


7.65 


11.11 


11 


4- 21/4 


7.90 


11.99 


12 


4- 6 1/4 


7.90 


11.99 


13 


4-101/4 


7.99 


12.82 


14 


5- 21/4 


8.12 


12.95 


9x8 


3-43/4 X 3- 21/4 


7.68 


11.11 


9 


3- 6 1/4 


7.79 


11.14 


10 


3-101/4 


7.90 


12.10 


11 


4- 21/4 


8.12 


12.68 


12 


4- 6 1/4 


8.12 


12.68 


13 


4-101/4 


8.26 


13.21 


14 


5- 21/4 


8.38 


13.73 


10x10 


3-8% X 3-101/4 


8.43 


12.57 


12 


4- 6 1/4 


8.65 


13.70 


13 


4-101/4 


8.76 


14.23 


14 


5- 21/4 


8.93 


14.84 



Glass 
Size 



65/8 X 8 
9 
10 
12 

8x7 
8 
9 
10 
11 
12 
13 
14 
15 

9x8 
9 
10 
11 
12 
13 
14 
15 
16 

10x8 
9 
10 
11 
12 
13 
14 
15 
16 

12x 14 
16 



Glass 
Size 



8x8 
10 
12 
9x 12 
lOx 12 



12 LIGHTS 

1%" Check Rail 



Opening 
Size 



Open 



2- 01/2x3- 21/4 
3- 6 1/4 

3- 101/4 

4- 6 1/4 

2- 41/2x2-101/4 
3- 21/4 
3- 6 1/4 

3- 101/4 

4- 21/4 
4- 6 1/4 

4- 101/4 

5- 21/4 
5- 6 1/4 

2- 71/2x3- 21/4 
3- 6 1/4 

3- 101/4 

4- 21/4 
4- 6 1/4 

4- 101/4 

5- 21/4 
5- 6 1/4 
5-101/4 

2- 101/2x3- 21/4 

3- 6 1/4 

3- 101/4 

4- 21/4 
4- 6 1/4 

4- 101/4 

5- 21/4 
5- 6 1/4 
5-101/4 

3- 41/2x5- 21/4 

5-101/4 



$ 5.18 
5.45 
5.62 
5.90 

5.34 
5.50 
5.79 
5.95 
6.12 
6.23 
6.40 
6.51 
6.73 

5.73 
6.01 
6.18 
6.34 
6.44 
6.62 
6.73 
6.95 
7.43 

5.95 
6.23 
6.40 
6.57 
6.68 
6.84 
6.96 
7.18 
7.60 

7.35 
7.96 



8 LIGHTS 

P/s" Check Rail 



Opening 
Size 



Open 



Glazed 
S. S. 



$ 7.76 
7.87 
8.45 
9.09 

7.45 
7.65 
8.57 
8.57 
9.34 
9.42 
9.55 
9.89 
10.24 

8.48 
8.48 
9.37 
9.45 
9.45 
9.86 
10.17 
10.67 
11.19 

8.31 
9.08 
9.20 
10.35 
10.35 
10.42 
10.83 
11.24 
12.73 

12.79 
13.95 



Glazed 
S. S. 



1- 81/2x3- 21/4 

3- 101/4 

4- 6 1/4 

1- 101^2x4- 6 1/4 

2- 01/2 X 4- 6I/4 



$ 4.59 
4.87 
5.15 
5.28 
5.40 



5.91 
6.51 
7.02 
7.37 
7.71 




12 LIGHTS 

For glass bedded, 
ADD 7% 
to glazed prices 



O 
o 
o 



CD £ 



Q 



O 

O 

o 




o 



8 LIGHTS 

For giass bedded, 
ADD 7% 
to glazed prices 



o 

p 



iJL 
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WINDOWS-DIVIDED LIGHT TOPS 

EITHER BALTIMORE OR MODULAR OPENINGS 

The designs illustrated below in divided light tops can be made from any stock two-light window. 
For price on divided light top windows not shown elsewhere in this bulletin, add to the price 
of the corresponding two-light window as follows : 







Open or Glazed 
$ 1.20* 



Open or Glazed 
$ 1.60 



Open or Glazed 
$ 2.10 



Open or Glazed 

$ 2.80 

























^! 1 






i 




















J, 

! 








Open or Glazed 
$ 1.20 



Open or Glazed 
$ 1.80* 



★ See pages 66 and 70 for sizes of this type which are cariied in stock. 



Open or Glazed 
$ 2.40 



Open or Glazed 
$ 2.70 



STORM SASH-BALTIMORE OPENINGS 

TREATED — IVs" Thick 



2 LIGHTS — W. P. PINE 




Opening 
Size 



Open 



Glazed S. S. 
Bedded 



1- SV2 X 



2 LIGHTS 



3- 31/2 
3- 71/2 

3- 1 IV2 

4- 71/2 



1- 10 V2 X 4- 71/2 

2- OV2 X 3- 3V2 

3- 7V2 

3- 11 1/2 

4- 71/2 

4- 1 IV2 

5- 31/2 
5- 71/2 
5-111/2 



2- 41/2 X 



3- 31/2 
3- 71/2 

3- 111/2 

4- 71/2 

4- 111/2 

5- 31/2 
5- 71/2 
5-111/2 



$ 3.51 
3.64 
3.75 
3.98 

4.09 

3.76 
3.86 
3.98 
4.21 
4.35 
4.46 
4.57 
4.90 

3.98 
4.08 
4.21 
4.46 
4.56 
4.68 
4.80 
5.16 



$ 4.32 
4.56 
4.88 
5.33 

5.79 

4.88 
5.18 
5.72 
6.26 
6.48 
6.78 
7.08 
7.88 

5.40 
5.88 
6.26 
7.01 
7.08 
7.73 
8.12 
8.90 



Opening 
Size 



Open 



Glazed S. S 
Bedded 



2- 



2- 



6I/2 X 3-111/2 
4- 71/2 

4- 111/2 

5- 31/2 
5- 71/2 
5-111/2 

71/2 X 3- 31/2 
3- 71/2 

3- 111/2 

4- 31/2 
4- 71/2 

4- 111/2 

5- 31/2 
5- 71/2 
5-111/2 

81/2 X 3- 31/2 
3- 71/2 

3- 111/2 

4- 71/2 

4- 111/2 

5- 31/2 
5- 71/2 
5-111/2 



$ 4.34 
4.56 
4.68 
4.79 
4.93 
5.28 
4.20 
4.35 
4.46 
4.57 
4.68 
4.78 
4.91 
5.04 
5.41 
4.21 
4.33 
4.46 
4.68 
4.78 
4.91 
5.04 
5.41 



$ 6.53 
7.37 
7.71 
8.24 
8.48 
9.57 
6.03 
6.48 
6.78 
7.08 
7.73 
8.34 
8.75 
8.82 

10.25 
6.03 
6.48 
6.78 
7.73 
8.34 
8.75 
8.82 

10.25 



3- 



3- 



Opening 


Glazed S. S. 


Size 


Open 


Bedded 


101/2 X 3- 31/2 


$ 4.47 


$ 6.38 


3-111/2 


4.69 


7.34 


4- 71/2 


4.93 


8.31 


4-111/2 


5.04 


8.66 


5- 31/2 


5.15 


9.50 


5- 71/2 


5.29 


9.57 


5-111/2 


5.55 


10.70 


03/4 X 3- 31/2 


4.90 


6.89 


3-111/2 


5.13 


8.06 


4- 71/2 


5.15 


9.12 


4-111/2 


5.58 


9.20 


5- 31/2 


5.74 


10.52 


5- 71/2 


5.85 


10.59 


43/4 X 3- 31/2 


5.13 


7.50 


3- 71/2 


5.04 


7.96 


3-111/2 


5.38 


8.63 


4- 71/2 


5.40 


9.87 


4-111/2 


5.51 


10.55 


5- 31/2 


6.00 


11.43 


83/4 X 3-111/2 


5.92 


9.45 


4- 71/2 


6.18 


10.77 




Ok 



><0k 
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WINDOWS-BALTIMORE OPENINGS 

W. p. PINE — TREATED 

IVb" Plain Rail 



2 LIGHT 

IVs" Plain Rail 



Opening 
Size 




Open 

$ 3.20 
3.38 
3.58 
3.66 



Glazed 
S. S. 

$ 5.58 
6.06 
6.83 
6.91 



4 LIGHT 

IVa" Plain Rail 




8 LIGHT 

IVe" Plain Rail 



Glass 
Size 



Opening 
Size 



8 X 10 
JO X 12 



1- 81/2 X 3- 

2- 01/2 X 4- 



101/4 
61/4 



12 X 14 2- 41/2 X 5- 21/4 



Open 

$ 3.94" 
4.37 
4.81 



Glazed 
S. S. 

^5.87 
6.98 
8.69 



Glass 




Opening 




Glazed 


Size 




Size 


Open 


S. S. 


8 X 10 


1- 


81/2 X 2- 21/4 


$ 3.33 


$ 5.33 


10 X 20 


2- 


01/2 X 3-101/4 


3.61 


6.10 


12 X 20 


2- 


41/2 X 3-101/4 


3.79 


6.47 


24 




4- 6 1/4 


4.04 


7.35 


26 




4-101/4 


4.17 


7.68 


28 




5- 21/4 


4.25 


8.37 



12 LIGHT 







11/8" Plain 


Rail 




Glass 




Opening 




Glazed 


Size 




Size 


Open 


S. S. 


7x9 


2- 


- 11/2 X 3- 6I/4 


$ 4.48 


$ 6.91 


8 X 10 


2- 


- 41/2 X 3-101/4 


4.81 


7.68 


12 




4- 6 1/4 


5.01 


8.28 


9 X 12 


2- 


- 71/2 X 4- 6I/4 


5.14 


8.81 


10 X 12 


2- 


101/2 X 4- 6I/4 


5.29 


9.32 


14 




5- 21/4 


5.52 


10.18 




SASH-BALTIMORE OPENINGS 



W. p. PINE — TREATED 
1 LT. SASH 

13/8" Thick 




Glass 




Opening 




Glazed 


Size 




Size 


Open 


S. S. 


16 X 16 


1- 


81/2 X 1- 9 


$ 2.12 


$ 2.77 


20 




2- 1 


2.22 


3.15 


24 




2- 5 


2.28 


3.51 


18 X 20 


1- 


101/2 X 2- 1 


2.28 


3.37 


24 




2- 5 


2.34 


3.69 


20 X 20 


2- 


01/2 X 2- 1 


2.34 


3.59 


24 




2- 5 


2.40 


3.83 


24 X 16 


2- 


41/2 X 1- 9 


2.28 


3.52 


20 




2- 1 


2.39 


3.83 


24 




2- 5 


2.44 


4.15 


26 




2- 7 


2.51 


4.42 


28 




2- 9 


2.57 


4.70 


30 




2-11 


2.69 


4.96 




2 LT. CELLAR 


SASH 








IVb" Thick 






Glass 




Opening 




Glazed 


Size 




Size 


Open 


S. S. 


12 X 14 


2- 


41/2 X 1- 7 


$ 2.13 


$ 2.95 


16 




1- 9 


2.15 


3.17 


13/8" Thick 


Glass 




Opening 




Glazed 


Size 




Size 


Open 


S. S. 


8 X 10 


1- 


81/2 X 1- 3 


$ 1.97 


$ 2.36 


10 X 12 


2- 


01/2 X 1- 5 


2.10 


2.61 




3 LT. CELLAR SASH 

11/8" Thick 



Glass 


Opening 




Glazed 


Size 


Size 


Open 


S. S. 


8x8 


2-41/2 X 1-1 


$ 1.87 


$2.56 


10 


1-3 


1.87 


2.56 


12 


1-5 


1.92 


2.73 


14 


1-7 


1.99 


2.90 


16 


1-9 


2.05 


3.06 


9 X 12 


2-71/2 X 1-5 


1.99 


2.89 


14 


1-7 


2.07 


3.07 


16 


1-9 


2.12 


3.24 


10 X 12 


2-101/2 X 1-5 


2.10 


2.98 


14 


1-7 


2.15 


3.24 


13/8" Thick 


Glass 


Opening 




Glazed 


Size 


Size 


Open 


S. S. 


8 X 10 


2- 41/2 X 1- 3 


$ 2.10 


$ 2.72 


12 


1- 5 


2.17 


2.89 


9 X 12 


2- 71/2 X 1- 5 


2.28 


3.04 


14 


1- 7 


2.35 


3.26 


16 


1- 9 


2.40 


3.48 


18 


1-11 


2.48 


3.94 


20 


2- 1 


2.53 


4.09 


10 X 12 


2-101/2 X 1- 5 


2.35 


3.21 


14 


1- 7 


2.43 


3.48 


16 


1- 9 


2.51 


3.89 


18 


1-11 


2.56 


4.16 


20 


2- 1 


2.63 


4.40 


101/2 X 19 


3-0 X 2- 0 


2.89 


4.77 



c 



c 
c 
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Glass 
Size 



8 X 10 

12 

9 X 12 
10 X 12 



BARN SASH-BALTIMORE OPENINGS 

W. p. PINE — TREATED 




BARN SASH 
4 LIGHTS 

11/8" Thick 



IW Thick 



Glass 




Opening 




Glazed 




Glazed 


Size 




Size 


Open 


S. S. 


Open 


S. S. 


7x9 


1- 


61/2 X 1-111/4 


$ 1.89 


$2.63 






8 X 10 


1- 


- 81/2 X 2-11/4 


2.02 


2.95 


$ 2.25 


$ 3.15 


12 




2- 51/4 


2.12 


3.21 


2.40 


3.41 


9 X 12 


1- 


101/2 X 2- 51/4 


2.20 


3.38 


2.46 


3.58 


10 X 10 


2- 


- 01/2 X 2- IV4 






2.40 


3.41 


12 




2- 51/4 


2.25 


3.55 


2.53 


3.75 


14 




2- 91/4 


2.38 


3.82 


2.69 


4.09 



IS 



BARN SASH 
9 LIGHTS 

11/8" Thick 



1%" Thick 



Opening 
Size 



Open 



Glazed 
S. S. 



Open 



Glazed 
S. S. 



2-41/2 X 2-111/4 
3-51/4 
2-71/2 X 3-51/4 
2-101/2 X 3-51/4 



$ 3.42 
3.76 
3.84 
3.92 



$ 5.50 $ 3.84 
6.18 4.25 
6.66 
7.13 



$ 5.89 
6.57 

4.33 7.09 
4.42 7.60 



1 


TRANSOMS 




1 V , 


1 LIGHT 






13/8" Thick 




Opening 




Glazed 


Size 


Open 


S. S. 


2-6 X 0-10 


$ 1.74 


$ 2.39 


1-0 


1.74 


2.39 


1-2 


1.74 


2.39 


1-4 


1.85 


2.71 


1-6 


1.85 


2.71 


2-8 X 0-10 


1.80 


2.47 


1-0 


1.80 


2.47 


1-2 


1.80 


2.47 


1-4 


1.90 


2.98 


3-0 X 1-0 


2.01 


2.83 


2-0 


2.57 


4.57 




BARN SASH 
6 LIGHTS 



IVe" Thick 



13/8" Thick 



Glass 
Size 



Opening 
Size 



Open 



Glazed 
S. S. 



Open 



Glazed 
S. S. 



6 1/2 


X 


93/8 


2- 0 


X 


2-0 






123/8 






2-6 






153/8 






3-0 


8 


X 


10 


2- 41/2 


X 


2-1 1/4 






12 






2-51/4 


8 1/2 


X 


93/8 


2- 6 


X 


2-0 






123/8 






2-6 


9 


X 


12 


2- 71/2 


X 


2-51/4 






14 






2-91/4 






16 






3-1 1/4 


10 


X 


12 


2-101/2 


X 


2-51/4 






14 






2-91/4 






16 






3-1 1/4 


101/2 


X 


93/8 


3- 0 


X 


2-0 






123/8 






2-6 



2.40 
2.56 



2.63 



3.85 
4.19 



4.45 



2.74 4.70 



$ 2.58 


$4.09 


3.04 


4.87 


3.40 


5.38 


2.71 


4.11 


2.89 


4.45 


2.99 


4.71 


3.15 


5.13 


2.99 


4.71 


3.15 


5.13 


3.50 


5.72 


3.09 


4.96 


3.27 


5.47 


3.61 


6.57. 


3.07 


5.19 


3.40 


5.96 



■H 



BARN SASH 
12 LIGHTS 

11/8" Thick 



13/8" Thick 



Glass 
Size 



Opening 
Size 



Open 



Glazed 
S. S. 



Open 



Glazed 
S. S. 



8 X 10 2- 41/2 X 3-101/4 $ 4.70 $ 7.40 
12 4- 61/4 4.95 8.09 

10 X 12 2-101/2 X 4- 61/4 5.15 9.37 



$ 5.23 $ 7.87 
5.57 8.64 
5.75 9.92 




OK 




75 



CASEMENT SASH 

W. p. PINE — TREATED 




CASEMENT SASH 
6 LIGHTS 

Stiles 2% 2 Overall 

Top Rail 2% Overall 

Bottom Rail 4 Overall 

Bars % (• Overall, 'M g between glass 



For glass bedded, 
ADD 7% 

to glazed prices ^ y^.. rj.^.^^ ^y^.. ^j^.^j^ 

Opening Glazed Glazed 

Size Open S. S. Open S. S. 

1- 81/2 X 3- J $3.10 $4.25 $3.41 $4.52 

3- 7 3.77 5.00 

1- IOV2 X 3- 7 3. §7 5.28 

2- OV2 X 3- 7 3.97 5.57 



Glass 
Size 



8 X 10 

12 

9 X 12 
10 X 12 




CASEMENT SASH 
8 LIGHTS 

Stiles 2%2 Overall 

Top Rail 2% Overall 

Bottom Rail A'/u} Overall 

Bars % (; Overall, ^ between glass 



For glass bedded, 

ADD 7% 
to glazed prices 



Wb- Thick 



Glass 


Opening 




Glazed 


Size 


Open 


s. s. 


Size 


Size 


Open 


s. s. 


0V2 J. 3-1 m 


$ 3.97 


$5.36 


8 X 10 ^■ 
12 
14 


1- 8 1/2 X 3-111/4 

4- 71// 

5- 31/4 


$ 4.44 
4.83 
5.11 


$ 6.21 
6.83 
7.37 


4- 71/4 
1- 21/2 X 4- 71/4 
1- 81/2 X 3-111/4 

4- 71/4 


4.31 
4.31 
4.13 
4.44 


6.38 
6.38 
5.94 
7.11 


9 X 12 


1-101/2 X 4-^1/4 


4.90 


7.11 


1-101/2 X 4- 71/4 


4.90 


8.72 


10 X 12 


2- 01/2 X 4- 71/4 


4.98 


7.38 


2- 01/2 X 4- 71/4 


4.90 


8.72 



CASEMENT SASH 
3 HORIZONTAL LIGHTS 

Stiles 21 %2 Overall 

Top Rail 2% Overall 

Bottom Rail 4% 6 Overall 

Bars 1 % (. Overall, ]{ g between glass 



1%" Thick 




For glass bedded, 

ADD 7% 
to glazed prices 



Opening 
Size 



Open 



Glazed 
S. S. 



1- 81/2 X 3- 1 
3- 7 



$ 3.72 
3.82 



$ 5.04 
5.36 



CASEMENT SASH 

4 HORIZONTAL LIGHTS 

Stiles 211/32 Overall 

Top Rail 2% Overall 

Bottom Rail 4^0 Overall 

Bars 1 G Overall, Yi g between glass 




IVa" Thick 



For glass bedded, 

ADD 7% 
to glazed prices 



Opening 



Glazed 



For price of Casement Sash furnished in pairs, rabbeted, double price of single sash and ADD $ 1.05 
Opening size of pairs would be twice single width less V2" 
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FEATURES... 

1 — Snap-catch installation and release from the in- 
side — no ladders to climb. 

2 — Tension design keeps screen taut and bug-proof. 

3 — Smart, streamlined appearance. 

4 — Reinforced Multi-Strand screening edge. 

5 — Fingertip control — no sags or bulges. 

6 — Fits windows perfectly — costly adjustments un- 
necessary. 

7 — Convenient storage during winter months in ori- 
ginal carton. 

8 — Step-by-step instructions in each package for 
initial installation. 



ONLY THE FINEST MATERIALS ARE USED IN DURALL 



Every part of a Durall screen is selected for its re- 
sistance to wear and weather. It is guaranteed not to 
rust or stain. It carries the Good Housekeeping Seal 
of Approval. The various aluminum alloys used in 
this screen have all been subjected to six years of ex- 
treme exposure at seaside and in sea water and have 
come through in excellent condition. 

Durall uses the New York Wire Cloth Company's 
popular Aldura aluminum screening. It is woven with 
Alclad wire in a 18 x 14 mesh and has the famous 



rigid, nonfraying Multi-Strand screening edge. This 
wire, produced by the Aluminum Company of America, 
consists of a tough, high-tensile core covered with a 
second, thoroughly corrosion-resistant alloy of 99% 
pure aluminum. 

All Durall hardware, including top and bottom bars, 
brackets, side clamps and even screws, is made of 
Alclad aluminum and beautiful lifetime stainless steel. 
Like every other part of this fine quality screen the 
material is tough, durable and resistant to corrosion. 




DURALL TENSION SCREENS 

ARE EASY TO INSTALL 

HERE'S HOW! 

L To Attach the Top Bar 

Slide Top Bar off screening. From inside the room, place Top Bar against 
outside of blind stop, centering same in window. Mark screw positions using 
holes provided in Top Hanger Clips (A). (Be sure pencil is held straight 
for proper screw alignment.) Install Top Brackets (B) with open face flush 
with outside of blind stop. Slide Top Bar back on screening and hang. 

2. To Locate Position of Side Clamp 
Place Side Clamp (C) marked "R" for "right" against right sides of blind 

stop resting on sill with two "ears" tight against the stop. Mark screw 
position at notch provided at top of keyhole slot. Drive screw almost to the 
wood. Slide Side Clamp under screw head until screw is about midway in 
slot. Install left clamp in the same manner. . 

3. To Set the Side Clamp 
Pull screen in at bottom so that Rest (D) is just under heel of clamp. 

Tighten screw and push down clamp handle. This should give proper tension. 
If too loose, adjust Side Clamp until tension is correct. To close opening at 
bottom, push Adjustment Channel on bottom of bar down with screw driver. 



PRICES 

Each DURALL screen is packed in an individual container, which can be used for storage in the off season. 



No. 


Window 






Window 






Window 




Price 


Opening 


Price 


No. 


Opening 


Price 


No. 


Opening 




2046 


1-8 X 3-10 


$ 3.50 


2854 


2-4 X 4-6 


$4.50 


3238 


2-8 X 3-2 




$ 4.25 


2050 


1-8 X 4-2 


3.60 


2858 


2-4 X 4-10 


4.65 


3242 


2-8 X 3-6 




4.40 


2054 


1-8 X 4-6 


3.70 


2862 


2-4 X 5-2 


4.80 


3246 


2-8 X 3-10 




4.55 


20'/246 


1-8 '/2 X 3-10 


3.60 


28'/238 


2-41/2 X 3-2 


3.95 


3250 


2-8 X 4-2 




4.70 


20'/254 


1-8 '72 X 4-6 


3.80 


28'/242 


2-41/2 X 3-6 


4.10 


3254 


2-8 X 4-6 




4.85 


2438 


2-0 X 3-2 


3.65 


281/246 


2-41/2 X 3-10 


4.25 


3262 


2-8 X 5-2 




5.20 


2442 


2-0 X 3-6 


3.75 


28 1/254 


2-41/2 X 4-6 


4.55 


341/246 


2-101/2 X 3- 


-10 


4.90 


2446 


2-0 X 3-10 


3.85 


281/258 


2-41/2 X 4-10 


4.70 


341/254 


2-101/2 X 4- 


-6 


5.25 


2454 


2-0 X 4-6 


4.10 


281/262 


2-41/2 X 5-2 


4.85 


341/258 


2-101/2 X 4- 


-10 


5.40 


241/288 


2-0 X 3-2 


3.70 


3038 


2-6 X 3-2 


4.05 


3638 


3-0 X 3-2 




4.60 


24'/248 


2-0 '/2 X 3-10 


3.90 


3054 


2-6 X 4-6 


4.70 


3646 


3-0 X 3-10 




4.95 


24 '72 54 


2-0 '/2 X 4-6 


4.20 


311/238 


2-71/2 X 3-2 


4.20 


3650 


3-0 X 4-2 




5.15 


2838 


2-4 X 3-2 


3.90 


311/242 


2-71/2 X 3-6 


4.35 


3654 


3-0 X 4-6 




5.35 


2842 


2-4 X 3-6 


4.05 


311/246 


2-71/2 X 3-10 


4.50 


4054 


3-4 X 4-6 




5.75 


2846 


2-4 X 3-10 


4.20 


311/254 


2-71/2 X 4-6 


4.80 


4454 


3-8 X 4-6 




6.15 








311/262 


2-71/2 X 5-2 


5.15 
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FULL LENGTH WINDOW SCREENS 

W. p. PINE 
18 X 14 MESH BRONZE WIRE 

V/b" Thick 



Bottom Rail 3% Overall 
Middle Rail 1" Overall 
Through Mortise and Tenon construction 
Wire rolled in groove 



Opening Size 


Opening Size 


2- OV2 


X 3- 31/2 


$4.93 


2- 8 1/2 


X 3- 31/2 


$6.02 


3- 7V2 


5.27 


3- 71/2 


6.44 




3-111/2 


5.62 




3-111/2 


6.87 




4- 71/2 


6.24 




4- 71/2 


7.70 




4-11 1/2 


6.59 




4-111/2 


8.09 




5- 3V2 


6.87 




5- 31/2 


8.53 




5- 7 1/2 


7.19 




5- 71/2 


8.93 


2- 41/2 


X 3- 31/2 


5.55 


2-101/2 


X 3-111/2 


7.19 


3- 71/2 


5.90 


4- 7 1/2 


8.05 




3-1 IV^ 


6.24 




4-111/2 


8.51 




4- 71/2 


7.01 




5- 31/2 


8.92 




4-111/2 


7.35 




5- 71/2 


9.37 




5- 31^ 


7.77 


3- 03/4 


X 3-111/2 


7.66 




5- 71/2 


8.12 


4- 71/2 


8.60 


2- 71/2 


X 3-111/2 


6.87 




5- 31/2 


9.55 


4- 71/2 


7.70 




5- 71/2 


9.74 




4-111/2 


8.12 


3- 43/4 


X 3- 31/2 


7.31 


all 


5- 31/2 


8.53 




3- 71/2 


7.68 


5- 71/2 


8.95 


3- 83/4 


X 3-111/2 

4- 71/2 


8.98 

10.13 




R-3190 



SCREEN DOORS 

W. p. PINE 
WOOD-LIFE TREATED 

IVb" Thick 
Blind Mortise and Tenon construction 
Wire rolled in groove — Flush moulded 

Size 



R-3216 



$ 13.71 
14.34 
14.34 
15.19 
15.65 



2-6^2 X 6-7 

6- 9 

2- 8^2 X 6-9 

3- 01/2 X 6-9 

7- 1 



$ 10.21 
10.62 
10.62 
11.22 
11.52 




R-3190 

Stiles and Top Rail 3% Overall 
Cross Rails and Mulls 2% Overall 
Bottom Rail 7V4 Overall 
18 X 14 Mesh Aluminum Wire 



R-3216 

Stiles and Top Rail 23/4 Overall 
Cross Rails 2V8 Overall 
Bottom Rail bVi Overall 
18 X 14 Mesh Galvanized Wire 




OK 



><C)< 




79 



COMBINATION DOORS 



No. 1 W. P. PINE 



Combination Doors serve as Storm Doors in winter 
and Screen Doors in summer. Illustrations show the 
doors with the glazed Storm Section installed. They 
are held securely in place by means of fasteners set 

Storm Sections glazed S. S. B. 



in the stiles of the door. The change over to Screen 
Doors is simply a matter of turning the fasteners and 
replacing the Storm Section with the Screen Section. 



Screen Sections wired 18 x 14 Aluminum Wire 




R-3 1 20 

IVs" Thick 

2- SV2 X 6- 7 $ 24.39 

6- 9 24.58 

2- SV2 X 6- 9 25.34 

7- 1 26.37 

2- 10^2 X 6-11 26.66 

3- OV2 X 6- 9 26.46 

7- 1 27.55 




R.3121 

IVs" Thick 

2- SV2 X 6- 7 $ 24.51 

6- 9 24.69 
2- 81/2 X 6- 9 25.10 

7- 1 26.14 

2- 101/2 X 8-11 26.59 

3- 01/2 X 6- 9 26.39 

7- 1 27.48 




R-3 122 

IVa" Thick 

2- SV2 X 6- 9 $ 26.75 

2- 101/2 X 6-11 28.16 

3- 01/2 X 6- 9 27.77 

7- 1 28.86 



c 

c 



c 
c 
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R-3245 R-3247 

CARR-DOR OVERHEAD GARAGE DOOR 

HARDWARE 



W. P. Pine— 1 3/8 ' 



DOOR 

Thick — Made in two sections 



Resinwood Flat Panels in 8-0 x 7-0 opening 
Laminated Fir Flat Panels in 9-0 x 7-0 opening 



Expertly engineered with high carbon steel normalized 
operating arm — Specially tempered, oil treated, adjust- 
able spring — Efficient locking device. 



The CARR-DOR reguires only IV2" of clearance at the top and 2" at the sides. 



PRICE PER UNIT 



Opening Size 


R-3245 


R-3247 


R-3247 






Open 


Glazed 


8-0 X 7-0 1% 


$ 79.20 


$ 79.20 


$ 82.50 


9-0 X 7-0 1% 


94.45 


92.85 


96.85 




In CLEARANCE 
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SASH DOORS 



LAYOUT FOR W. P. PINE 

Stiles and Top Rail 4% Overall 
Bottom Rail Sys Overall 
Ovolo Sticking — Raised Panels 

No. 1 W. P. PINE 




Size 



Open 



Glazed 
S. S. B. 



6 X 



6-6 
6-8 
6-8 

6- 8 

7- 0 
6-8 
6-8 

6- 8 

7- 0 



13/8 
13/8 
13/8 
13/8 
13/8 
13/4 
13/4 
13/4 
13/4 



$ 15.44 
15.67 
16.01 
16.72 
17.96 
21.46 
21.94 
23.04 
24.74 



$ 17.77 
18.51 
19.10 
20.41 
22.12 
24.30 
25.03 
26.73 
28.90 



No. 2 W. P. PINE 

6 X 6-6 13/8 14.83 17.16 
6-8 13/8 15.05 17.89 
8 X 6-8 13/8 15.38 18.47 

B GRADE FIR 



R-2276 




2- 


6 X 6-0 


13/8 


14.42 


16.75 




6-6 


13/8 


15.07 


17.40 




6-8 


13/8 


15.25 


18.09 


2- 


8 X 6-8 


13/8 


15.44 


18.53 


2- 


10 X 6-8 


13/8 


16.09 


19.61 


3- 


0 X 6-8 


13/8 


16.74 


20.43 




7-0 


13/8 


18.04 


22.20 


.For Glass bedded, ADD 


$ .36 




No. 


1 W. p. PINE 










Glazed 




Size 




Open 


S. S. B. 


2- 


6 X 6-6 


13/8 


$ 17.04 


$ 19.37 




6-8 


13/8 


17.27 


19.76 


2- 


8 X 6-8 


13/8 


17.61 


20.25 


3- 


0 X 6-8 


13/8 


18.32 


21.32 




7-0 


13/8 


19.56 


22.93 


2- 


6 X 6-8 


13/4 


23.57 


26.01 


2- 


8 X 6-8 


13/4 


24.01 


26.65 


3- 


0 X 6-8 


13/4 


25.10 


28.10 




7-0 


13/4 


26.85 


30.22 




No. 


2 W. P. PINE 


2- 


6 X 6-6 


13/8 


$ 16.37 


$ 18.70 




6-8 


13/8 


16.59 


19.08 


2- 


8 X 6-8 


13/8 


16.92 


19.56 



LAYOUT FOR FIR 

Stiles and Top Rail 4%6 Overall 

Bottom Rail 9% Overall 

Bead and Cove Sticking — Raised Panels 



R-2275 



B GRADE FIR 




B GRADE FIR 




2- 6 X 6-0 13/8 


$ 16.02 


$ 18.35 


2- 6 X 6-0 13/8 


$ 16.73 


$ 18.96 


6-6 13/8 


16.67 


19.00 


6-6 13/8 


17.38 


19.71 


6-8 13/8 


16.85 


19.69 


6-8 13/8 


17.56 


20.40 


2- 8 X 6-8 13/8 


17.04 


20.13 


2- 8 X 6-8 13/8 


17.75 


20.84 


2-10 X 6-8 13/8 


17.69 


21.21 


2-10 X 6-8 13/8 


18.40 


21.92 


3 - 0 X 6-8 13/8 


18.34 


22.03 


3- 0 X 6-8 13/8 


19.05 


22.74 


7-0 1% 


19.64 


23.80 


7-0 13/8 


20.35 


24.51 


For Glass bedded. ADD 


$ .26 


For Glass bedded. ADD 


... $ .26 



No. 1 W. P. PINE 



Size 



Open 



Glazed 
S. S. B. 



2- 6 



8 X 
0 X 



6 X 
8 X 



0 X 6-8 



6-6 
6-8 
6-8 

6- 8 

7- 0 
6-8 

6- 8 
6- 

7- 0 



13/8 
13/8 
13/8 
13/8 
13/8 
13/4 
13/4 
13/4 
13/4 



$ 17.27 
17.50 
17.84 
18.55 
19.79 
23.76 
24.25 
25.34 
27.04 



$ 19.89 
20.12 
20.63 
21.34 
23.09 
26.38 
27.04 
28.40 
30.34 



2- 6 



No. 2 W. P. PINE 

X 6-6 '13/8 $ 16.59 $ 19.21 



2- 8 X 



6-8 
6-8 



13/8 
13/8 



16.81 
17.14 



2- 6 



2- 8 

2- 10 

3- 0 



B 

X 6-0 
6-6 

6- 8 
X 6-8 
X 6-8 
X 6-8 

7- 0 



GRADE FIR 



13/8 
13/8 
13/8 
13/8 
13/8 
13/8 
13/8 



$ 15.35 
16.00 
16.16 
16.37 
17.02 
17.67 
18.97 



19.43 
19.93 

$ 17.76 
18.62 
18.78 
19.16 
20.08 
20.73 
22.27 




R-2277 



For Glass bedded. ADD $ .26 



No. 1 W. P. PINE 



Size 



Open 



Glazed 
S. S. B. 



2- 


6 


X 6-6 


13/8 


$ 17.75 


$ 20.08 






6-8 


13/8 


17.98 


20.82 


2- 


8 


X 6-8 


13/8 


18.32 


21.41 


3- 


0 


X 6-8 


13/8 


19.01 


22.70 






7-0 


13/8 


20.27 


24.43 


2- 


6 


X 6-8 


13/4 


24.30 


27.14 


2- 


8 


X 6-8 


13/4 


24.78 


27.87 


3- 


0 


X 6-8 


13/4 


25.88 


29.57 






7-0 


13/4 


27.58 


31.74 






No. 2 W. P. PINE 


2- 


6 


X 6-6 


13/8 


$ 17.03 


$ 19.36 






6-8 


13/8 


17.25 


20.09 


2- 


8 


X 6-8 


13/8 


17.58 


20.67 




R-2278 



c 
c 



c 
c 
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SASH DOORS 



LAYOUT FOR W. P. PINE 

Stiles and Top Rail 4% Overall 
Bottom Rail SVa Overall 
Ovolo Sticking — Raised Panels 

No. 1 W. P. PINE 




Glazed 



R-2280 



For Glass bedded. ADD $ .39 



No. 1 W. P. piNE 




Open 



Glazed 
S. S. B. 



13/8 
13/8 
13/8 
13/8 
13/8 
13/4 
13/4 
13/4 
13/4 



$ 19.22 
19.47 
19.79 
20.50 
21.76 
26.60 
27.09 
28.18 
29.88 



$ 22.63 
22.90 
23.20 
24.13 
25.56 
30.01 
30.50 
31.81 
33.68 



LAYOUT FOR FIR 

Stiles and Top Rail A^^^, Overall 

Bottom Rail 9% Overall 

Bead and Cove Sticking — Raised Panels 

No. 1 W. P. PINE 



Glazed 







Size 




Open 


S. S. B. 






Size 




Open 


S. S. B. 


2- 


6 


X 6-6 


13/8 


$ 18.42 


$21.15 


2- 


6 


X 6-6 


13/8 


$ 18.52 


$ 20.85 






6-8 


13/8 


18.64 


21.37 






6-8 


13/8 


18.75 


21.59 


2- 


8 


X 6-8 


13/8 


18.99 


21.88 


2- 


8 


X 6-8 


13/8 


19.09 


22.18 


3- 


0 


X 6-8 


13/8 


19.68 


22.95 


3- 


0 


X 6-8 


13/8 


19.80 


23.49 






7-0 


13/8 


20.94 


24.56 






7-0 


13/8 


21.04 


25.20 


2- 


6 


X 6-8 


13/4 


25.22 


27.95 


2- 


6 


X 6-8 


13/4 


25.25 


28.09 


2- 


8 


X 6-8 


13/4 


25.71 


28.60 


2- 


8 


X 6-8 


13/i 


25.73 


28.82 


3- 


0 


X 6-8 


13/4 


26.80 


30.07 


3- 


0 


X 6-8 


13/4 


26.83 


30.52 






7-0 


13/4 


28.50 


32.12 






7-0 


13/4 


28.53 


32.69 






No. 2 W. P. PINE 






No. 2 W. P. PINE 


2- 


6 


X 6-6 


13/8 


$ 17.69 


$ 20.42 


2- 


6 


X 6-6 


13/8 


$ 17.91 


$ 20.24 






6-8 


13/8 


17.91 


20.64 






6-8 


13/8 


18.13 


20.97 


2- 


8 


X 6-8 


13/8 


18.24 


21.13 


2- 


8 


X 6-8 


13/8 


18.46 


21.55 






B GRADE FIR 








B GRADE FIR 




2- 


6 


X 6-0 


13/8 


$ 15.81 


$ 18.40 


2- 


6 


X 6-0 


13/8 


$ 17.50 


$ 19.83 






6-6 


13/8 


16.46 


19.19 






6-6 


13/8 


18.15 


20.48 






6-8 


13/8 


16.65 


19.38 






6-8 


V/a 


18.33 


21.17 


2- 


8 


X 6-8 


13/8 


16.83 


19.72 


2- 


8 


X 6-8 


13/8 


18.52 


21.61 


2- 


10 


X 6-8 


13/8 


17.48 


20.31 


2- 


10 


X 6-8 


13/8 


19.17 


22.86 


3- 


0 


X 6-8 


13/8 


18.14 


21.41 


3- 


0 


X 6-8 


13/8 


19.82 


23.51 






7-0 


13/8 


19.44 


23.06 






7-0 


13/8 


21.12 


25.28 




R-2281 



For Glass bedded, ADD $ .26 



No. 1 W. P. PINE 



Size 



Open 



Glazed 
S. S. B. 



No. 2 W. P. PINE 

6-6 13/8 $18.45 $21.86 
6-8 13/8 18.67 22.08 
8 X 6-8 13/8 19.00 22.41 



B GRADE FIR 



R-2282 



2- 8 

2- 10 

3- 0 



6-0 
6-6 
6-8 
6-8 
6-8 

6- 8 

7- 0 



13/8 
13/8 
13/8 
13/8 
13/8 
13/8 
13/8 



$ 16.51 

17.16 
17.34 
17.53 
18.18 
18.83 
20.13 



$ 19.92 
20.57 
20.77 
20.94 
21.81 
22.46 
23.93 



For Glass bedded, ADD $ .58 



2- 6 

2- 8 

3- 0 

2- 8 

3- 0 



6-6 
6-8 

6- 8 

7- 0 
6-8 

6- 8 

7- 0 



13/8 
13/8 
13/8 
13/8 
13/4 
13/4 
13/4 



$ 16.36 
16.58 
17.04 
19.01 
23.38 
24.49 
26.19 



$ 18.27 
18.75 
19.37 
22.03 
25.61 
27.02 
29.21 



No. 2 W. P. PINE 

2- 6 X 6-6 13/8 $ 15.71 $ 17.62 
6-8 13/8 15.93 18.10 
2- 8 X 6-8 13/8 16.37 18.70 

GRADE FIR 



2- 6 X 



2- 8 X 



B 

6-6 
6-8 
6-6 
6-8 
6-8 

6- 8 

7- 0 
6-8 

6- 8 

7- 0 



13/8 
13/8 
13/8 
13/8 
13/8 
13/8 
1% 
13/4 
13/4 
13/4 



$ 15.19 
15.37 
15.37 
15.56 
16.21 
16.86 
18.16 
21.34 
24.04 
25.83 



$ 17.10 
17.54 
17.70 
17.89 
18.74 
19.39 
21.18 
23.67 
26.57 
28.85 




R-2262 



For Glass bedded, ADD $ .36 
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SASH DOORS 



LAYOUT FOR W. P. PINE 

Stiles and Top Rail 4% Overall 
Bottom Rail Overall 
Ovolo Sticking — Raised Panels 

No. 1 W. P. PINE 




LAYOUT FOR FIR 

Stiles and Top Rail 4%6 Overall 

Bottom Rail Sys Overall 

Bead and Cove Sticking — Raised Panels 

No. 1 W. P. PINE 



I \ \ 



"I 




1^ 



R-2265 



2-6x6 

6-8 1 
2- 8 X 6-6 1 



2- 10 X 6-8 

3- 0 X 6-8 

7-0 

2- 8 X 6-8 

3- 0 X 6-8 

7-0 



B GRADE FIR 

-6 13/8 $19.54 $21.75 

19.72 22.02 

19.72 22.17 

1% 19.91 22.36 

1% 20.56 23.14 

1% 21.21 24.23 

1% 22.51 25.57 

13/4 24.76 27.09 

13/4 27.46 29.99 

13/4 29.25 32.27 







Size 




Open 


Glazed 
S. S. B. 






Size 




Open 


Glazed 
S. S. B. 


2- 


6 


X 6-6 


13/8 


$ 19.78 


$ 21.69 


2- 


6 


X 6-6 


13/8 


$ 18.30 


$ 20.51 






6-8 


13/8 


20.00 


22.17 






6-8 


13/8 


18.53 


20.83 


2- 


8 


X 6-8 


13/8 


20.46 


22.79 


2- 


8 


X 6-8 


13/8 


18.99 


21.44 


3- 


0 


X 7-0 


13/8 


20.72 


23.74 


3- 


0 


X 7-0 


13/8 


20.93 


23.99 


2- 


8 


X 6-8 


13/4 


26.70 


29.03 


2- 


8 


X 6-8 


13/4 


25.75 


28.20 


3- 


0 


X 6-8 


13/4 


27.91 


30.44 


3- 


0 


X 6-8 


13/4 


26.97 


30.03 






7-0 


13/4 


29.61 


32.63 






7-0 


13/4 


28.67 


31.73 






No. 2 W. P. PINE 






No. 2 W. P. PINE 


2- 


6 


X 6-6 


13/8 


$ 17.36 


$ 19.27 


2- 


6 


X 6-6 


13/8 


$ 17.58 


$ 19.79 






6-8 


13/8 


17.58 


19.75 






6-8 


13/8 


17.80 


20.10 


2- 


8 


X 6-8 


13/8 


18.02 


20.35 


2- 


8 


X 6-8 


,1% 


18.24 


20.69 



, For Glass bedded. ADD $ .26 



III 

ail 



No. 1 W. P. PINE 







Size 




Open 


Glazed 
S. S. B. 






Size 




Open 


Glazed 
S. S .B. 


2- 


6 


X 6-6 


13/8 


$ 19.33 


$21.89 


2- 


6 


X 6-6 


13/8 


$ 18.09 


$ 20.00 






6-8 


13/8 


19.56 


22.20 






6-8 


13/8 


18.32 


20.49 


2- 


8 


X 6-8 


13/8 


20.02 


22.66 


2- 


8 


X 6-8 


13/8 


18.78 


21.11 


3- 


0 


X 7-0 


13/8 


21.98 


25.20 


3- 


0 


X 7-0 


13/8 


21.41 


24.43 


2- 


8 


X 6-8 


13/4 


26.92 


29.56 


2- 


8 


X 6-8 


13/4 


25.51 


27.84 


3- 


0 


X 6-8 


13/4 


28.18 


31.03 


3- 


0 


X 6-8 


13/4 


26.73 


29.26 






7-0 


13/4 


29.88 


32.10 






7-0 


13/4 


29.16 


32.18 




R-2267 





No. 2 W. P. PINE 






No. 2 W. P. PINE 


2- 6 


X 6-6 


13/8 


$ 18.56 


$ 21.12 


2- 


6 


X 6-6 


13/8 


$ 17.36 


$ 19.27 




6-8 


13/8 


18.78 


21.42 






6-8 


13/8 


17.58 


19.75 


2- 8 


X 6-8 


13/8 


19.22 


21.86 


2- 


8 


X 6-8 


13/8 


18.02 


20.35 




B GRADE FIR 








B GRADE FIR 




2- 6 


X 6-6 


1% 


$ 17.64 


$ 19.93 


2- 


6 


X 6-6 


13/8 


$ 16.92 


$ 18.83 




6-8 


13/8 


17.82 


20.19 






6-8 


13/8 


17.10 


19.27 


2- 8 


X 6-6 


13/8 


17.82 


20.20 


2- 


8 


X 6-6 


13/8 


17.10 


19.27 




6-8 


13/8 


18.01 


20.39 






6-8 


13/8 


17.29 


19.62 


2-10 


X 6-8 


13/8 


18.46 


21.31 


2- 


10 


X 6-8 


13/8 


17.94 


20.47 


3- 0 


X 6-8 


13/8 


19.31 


21.97 


3- 


0 


X 6-8 


13/8 


18.59 


21.12 




7-0 


13/8 


20.61 


23.83 






7-0 


13/8 


19.89 


22.91 


2- 8 


X 6-8 


13/4 


23.75 


26.27 


2- 


8 


X 6-8 


13/4 


23.57 


25.90 


3- 0 


X 6-8 


13/4 


26.44 


29.29 


3- 


0 


X 6-8 


13/4 


26.28 


28.81 




7-0 


13/4 


28.24 


31.46 






7-0 


13/4 


28.80 


31.82 


For Glass bedded. ADD 


$ .39 


For Glass bedded. ADD 


... $ .26 



B GRADE FIR 

2- 6 X 6-6 13/8 $ 16.12 $ 18.33 

6-8 13/8 16.30 18.60 

2- 8 X 6-6 13/8 16.30 18.75 

6- 8 13/8 16.49 18.94 

2- 10 X 6-8 13/& 17.14 20.20 

3- 0 X 6-8 13/8 17.79 20.85 

7- 0 13/8 19.09 22.15 

2- 8 X 6-8 13/4 22.23 24.68 

3- 0 X 6-8 13/4 24.93 27.99 

7-0 13/4 26.73 29.79 

For Glass bedded. ADD $ .26 




R.2266 



No. 1 W. P. PINE 




R-2264 



o 
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SASH DOORS 



LAYOUT FOR W. P. PINE 

Stiles and Top Rail 4% Overall 
Bottom Rail SVa Overall 
Ovolo Sticking — Raised Panels 




R-2268 




No. 1 W. P. PINE 



Size 



Open 



Glazed 
S. S. B. 



6 X 



6-6 
6-8 

6- 8 

7- 0 
6-8 
6-8 

6- 8 

7- 0 



13/8 
1% 
13/8 
13/8 
13/4 
13/4 
13/4 
13/4 



$ 15.21 
15.33 
15.67 
17.52 
21.26 
21.74 
22.72 
24.30 



$ 17.74 
18.35 
18.69 
22.12 
24.28 
24.76 
26.75 
28.90 



LAYOUT FOR FIR 



Stiles and Top Rail 4%6 Overall 

Bottom Rail 9% Overall 

Bead and Cove Sticking — Raised Panels 







No 


1 W. p. PINE 






No. 


1 W. p. PINE 












Glazed 












Glazed 






Size 




Open 


S. S. B. 






Size 




open 


S. S. B. 


Z— 


o 


V c c 
X b— b 


13/8 


$21.87 


$ 23.78 


2— 


g 


X 6—6 


13/8 


$21.87 


$ 23.78 






O— 0 


P/s 


22.09 


24.20 






6-8 


13/8 


22.09 


24.20 


0 

z— 


Q 

o 


V C Q 

X b— 0 


13/8 


22.56 


24.89 


2_ 


3 


X 6-8 


13/8 


22.56 


24.89 


3— 


0 


X 7-0 


13/8 


25.42 


28.44 


3_ 


Q 


X 7-0 


13/8 


25.42 


28.44 


z— 


Q 
O 


■w C Q 

X b— o 


13/4 


30.13 


32.46 


2— 


g 


X 6-8 


13/4 


30.13 


32.46 


3- 


0 


C Q 

X b— o 


13/4 


31.34 


33.87 


3_ 


0 


X 6-8 


13/4 


31.34 


33.87 






7-0 


13/4 


34.01 


37.03 






7-0 


13/4 


34.01 


37.03 






No. 


2 W. P. PINE 






No. 


2 W 


. P. PINE 


2- 


6 


X 6-6 


13/8 


$ 20.98 


$ 22.89 


2- 


6 


X 6-6 


13/8 


$ 20.98 


$ 22.89 






6-8 


1% 


21.20 


23.31 






6-8 


13/8 


21.20 


23.31 


2- 


8 


X 6-8 


13/8 


21.64 


23.97 


2- 


8 


X 6-8 


13/8 


21.64 


23.97 






B 


GRADE FIR 








B 


GRADE FIR 


$ 22.61 


2- 


6 


X 6-6 


13/8 


$ 20.70 


$ 22.61 


2- 


6 


X 6-6 


13/8 


$ 20.70 






6-8 


13/8 


20.88 


22.99 






6-8 


13/8 


20.88 


22.99 


2- 


8 


X 6-6 


13/8 


20.88 


22.99 


2- 


8 


X 6-6 


13/8 


20.88 


22.99 






6-8 


13/8 


21.08 


23.41 






6-8 


13/8 


21.08 


23.41 


2- 


10 


X 6-8 


13/8 


21.71 


24.24 


2- 


10 


X 6-8 


13/8 


21.71 


24.24 


3- 


0 


X 6-8 


13/8 


22.36 


24.89 


3- 


0 


X 6-8 


13/8 


22.36 


24.89 






7-0 


13/8 


24.57 


27.59 






7-0 


13/8 


24.57 


27.59 


2- 


8 


X 6-8 


13/4 


28.18 


30.51 


2- 


8 


X 6-8 


13/4 


28.18 


30.51 


3- 


0 


X 6-8 


13/4 


30.89 


33.42 


3- 


0 


X 6-8 


13/4 


30.89 


33.42 






7-0 


13/4 


33.65 


36.67 






7-0 


13/4 


33.65 


36.67 


For Glass bedded. ADD 


$ .58 


For Glass bedded. ADD 


$ .58 




R-2269 



No. 1 W. P. PINE 



Size 



Open 



Glazed 
S. S. B. 



2- 6 X 



For Glass bedded. ADD $ .38 



R-2244 



2- 8 

3- 0 
2- 6 

2- 8 

3- 0 



6-6 

6-8 

6- 8 

7- 0 
6-8 
6-8 

6- 8 

7- 0 



13/8 
13/8 
13/8 
13/8 
13/4 
13/4 
13/4 
13/4 



$ 17.16 
17.27 
17.61 
19.47 
23.81 
24.25 
25.27 
26.80 



$ 19.95 
20.06 
20.59 
22.23 
26.60 
27.23 
28.03 
29.56 



For Glass bedded. ADD $ .28 




R-2245 
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FRONT DOORS -NO. 1 W. P. PINE 




R-2290 




LAYOUT— Overall Dimensions 
Stiles and Top Rail SVi" 
Bottom Rail 9%" 
Lock Rail aVs" 
Raised Panel 
Ovolo Sticking 
Glass Size for 3-0 x 6-8 Door 
26 X 46 

Glass Bedded in Putty 







Size 




Open 


Glazed 
D. S. B. 






Size 




Open 


Glazed 
D. S. B. 


2- 


-6 


X 6-6 


1% 


$ 17.59 


$ 22.59 


2- 


-6 


X 6-6 


13/8 


$ 23.54 


$ 29.28 


2- 


-8 


X 6-8 


13/8 


17.59 


23.12 


2- 


-8 


X 6-8 


13/8 


23.54 


29.70 


3- 


-0 


X 6-8 


13/8 


18.31 


25.03 


3 


-0 


X 6-8 


13/8 


24.26 


31.38 






7-0 


13/8 


19.62 


26.34 






7-0 


13/8 


25.56 


32.85 


2- 


-8 


X 6-8 


13/4 


24.65 


30.18 


2- 


-8 


X 6-8 


13/4 


32.08 


38.24 


3- 


-0 


X 6-8 


13/4 


25.65 


32.37 


3- 


-0 


X 6-8 


13/4 


33.18 


40.30 






7-0 


13/4 


27.54 


34.26 






7-0 


13/4 


34.98 


42.27 




LAYOUT— Overall Dimensions 
Stiles and Top Rail hVi" 
Bottom Rail 9%" 
Lock Rail gVa" 
Bars y^" Between Glass 
Raised Panel 
Ovolo Sticking 
Glass Size for 3-0 x 6-8 Door 
26 X 11 

Glass Bedded in Putty 



R-2293 



LAYOUT— Overall Dimensions 
Stiles and Top Rail 51/2" 
Bottom Rail 9%" 
Lock Rail 95/8" 
Bars W Between Glass 
Raised Panel 
Ovolo Sticking 

Glass Bedded in Putty 




LAYOUT— Overall Dimensions 
Stiles and Top Rail 5V2" 
Bottom Rail 9%" 
Lock Rail 9y8" 
Bars V2" Between Glass 
Raised Panel 
Ovolo Sticking 
Glass Size for 3-0 x 6-8 Door 

81/4 X 14^8 

Glass Bedded in Putty 







Size 




Open 


Glazed 
D. S. B. 






Size 




Open 


Glazed 
S. S. B. 


2- 


-6 


X 6-6 


13/8 


$22.15 


$ 26.85 


2- 


-6 


X 6-6 


13/8 


$ 22.38 


$ 26.39 


2- 


-8 


X 6-8 


13/8 


22.15 


27.68 


2- 


-8 


X 6-8 


13/8 


22.38 


26.55 


3 


-0 


X 6-8 


13/8 


22.87 


29.59 


3- 


-0 


X 6-8 


13/8 


23.11 


27.57 






7-0 


13/8 


24.18 


30.90 






7-0 


13/8 


24.46 


29.59 


2- 


-8 


X 6-8 


13/4 


29.21 


34.74 


2- 


-8 


X 6-8 


13/4 


31.25 


35.42 


3- 


-0 


X 6-8 


13/4 


30.21 


36.93 


3- 


-0 


X 6-8 


13/4 


32.30 


36.77 






7-0 


13/4 


32.10 


38.82 






7-0 


13/4 


35.03 


40.18 



R-2292 




R-2294 



r 



86 



Radford & Sanders Inc. C"."=I 



FRONT DOORS -NO. 1 W. P. PINE 




R-2295 



R-2305 



LAYOUT— Overall Dimensions 
Stiles and Top Rail bVi" 
Bottom Rail 9%" 
Lock Rail ^Vs" 
Bars Vi" Between Glass 
Raised Panel 
Ovolo Sticking 
Glass Size for 3-0 x 6-8 door, 

SV4 X 11 

Glass Bedded in Putty 



Size 



Open 



Glazed 
S. S. B. 



2-6 X 6-6 

2- 8 X 6-8 

3- 0 X 6-8 

7-0 

2- 8 X 6-8 

3- 0 X 6-8 

7-0 



V/8 
13/8 
13/8 
13/8 
13/4 
13/4 
13/4 



$ 23.78 
23.78 
24.49 
25.80 
32.46 
33.47 
35.36 



$ 28.68 
29.06 
30.27 
31.84 
37.74 
39.25 
41.40 




LAYOUT— Overall Dimensions 
Stiles and Top Rail SV2" 
Bottom Rail 9%" 
Lock Rail 8" 
Raised Panel 
Ovolo Sticking 

Glass Size for 3-0 x 8-8 door, 
26 X 12% 

Glass Bedded in Putty 



2-6 X 6-6 13/8 $ 22.32 $ 26.00 

2- 8 X 6-8 13/8 22.32 26.82 

3- 0 X 7-0 13/8 24.58 30.81 

2- 8 X 6-8 13/4 29.33 33.83 

3- 0 X 6-8 13/4 30.59 36.12 

7-0 13/4 32.60 38.83 



LAYOUT— Overall Dimensions 

Stiles and Top Rail bVi" 

Bottom Rail QVa" 

Lock Rail 8" 

Raised Panel 

Ovolo Sticking 

Glass Size for 3-0 x 6-8 door, 
26 X 40 

Glass Bedded in Putty 



D. S. B. 

Size Open Glazed 



/2-6 X 6-6 13/8 $ 18.90 $ 22.80 

^2-8 X 6-8 13/8 18.90 23.40 

3-0 X 7-0 13/8 21.16 27.39- 

2- 8 X 6-8 13/4 25.91 30.41 

3- 0 X 6-8 13/4 27.17 32.70 

7-0 13/4 29.18 35.41 




R.2304 



LAYOUT— Overall Dimensions 

Stiles and Top Rail SVi" 

Bottom Rail 9%" 

Lock Rail 8" 

Raised Panel 

Ovolo Sticking 

Glass Size for 3-0 x 6-8 door, 
SV4 X 12% 

Glass Bedded in Putty 







Glazed 






Glazed 


Size 


Open 


D. S. B. 


Size 


Open 


D. S. B. 



2-6 X 6-6 

2- 8 X 6-8 

3- 0 X 7-0 

2- 8 X 6-8 

3- 0 X 6-8 

7-0 



13/8 
13/8 
13/8 
13/4 
13/4 
13/4 



$ 22.83 
22.83 
25.09 
31.28 
32.55 
34.57 



$ 26.84 
27.00 
30.22 
35.48 
37.02 
39.71 




R-2308 





Q ^-^ ^^^-^ ^'^-^ s#».c— s#>^ 
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FRONT DOORS -NO. 1 W. P. PINE 




R-2323 



R-2327 



LAYOUT— Overall Dimensions 

Stiles and Top Rail bVi" 

Bottom Rail 9%" 

Cross Rail 5%" 

Mullion 41 Vie" 

Raised Panel 

Ovolo Sticking 

Glass Size for 3-0 x 6-8 door, 
26 X 18 

Glass Bedded in Putty 



Size 



Open 



Glazed 
S. S. B. 



2-8 X 6-8 13/8 $ 20.57 $ 22.42 

2- 8 X 6-8 13/4 28.13 29.98 

3- 0 X 6-8 13/4 29.65 31.82 

7-0 13/4 32.29 34.46 




LAYOUT— Overall Dimensions 
Stiles and Top Rail SVi" 
Bottom Rail 9%" 
Cross Rail 5%" 
Mullion 411/10" 
Bars V2" Between Glass 
Raised Panel 
Ovolo Sticking 
Glass Size for 3-0 x 6-8 door, 

8^4 X 85/8 

Glass Bedded in Putty 



Size 



Open 



Glazed 
S. S. B. 



2-8 X 6-8 13/8 $ 23.42 $ 25.96 

2- 8 X 6-8 13/4 31.45 33.99 

3- 0 X 6-8 13/4 32.96 35.73 

7-0 13/4 35.61 38.38 



LAYOUT— Overall Dimensions 
Stiles and Top Rail 51/2" 
Bottom Rail 9%" 
Cross Rail 5%" 
Mullion 411/10" 
Bars Vi" Between Glass 
Raised Panel 
Ovolo Sticking 
Glass Size for 3-0 x 6-8 door, 
8^4 X 18 

Glass Bedded in Putty 



Size 



Glazed 
Open S. S. B. 



2-8 X 6-8 13/8 $ 22.35 $ 24.64 

2- 8 X 6-8 13/4 30.28 32.57 

3- 0 X 6-8 13/4 31.79 34.23 

7-0 13/4 34.44 36.88 




LAYOUT— Overall Dimensions 
Stiles and Top Rail 51/2" 
Bottom Rail 9%" 
Cross Rail 5%" 
Mullion 411/10" 
Bars V2" Between Glass 
Raised Panel 
Ovolo Sticking 

Glass Size for 3-0 x 6-8 door, 
6 X 8^/8 
Glass Bedded in Putty 



R-2325 







Glazed 


Size 


Open 


S. S. B. 



2-8 X 6-8 13/8 $ 24.41 $ 26.91 

2- 8 X 6-8 13/4 33.08 35.58 

3- 0 X 6-8 13/4 34.63 37.28 

7-0 13/4 37.32 39.97 




§ ? 



o 



R-2329 
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Radford & Sanders Inc. f 



BALTIMORE 
HARRISBURG 



1 



FRONT DOORS -NO. 1 W. P. PINE 




LAYOUT— Overall Dimensions 
Stiles and Top Rail 4%" 
Bottom Rail 8%" 
Lock Rail ^Ve" 
Cross Rail 3%" 
Mullions 3Va" 
Top Panel 7" 
3-0 to top of Lock Rail 
Raised Panels 
Ovolo Sticking 



R-2332 



Size 






2-8 X 6-8 


13/4 


$ 27.57 


3-0 X 6-8 


13/4 


29.59 


7-0 


13/4 


31.78 



n n 



l*^ 1 



LAYOUT — Overall Dimensions 
Stiles and Top Rail 4%" 
Bottom Rail 8%" 
Lock Rail BVs" 
Cross Rail 3%" 
Mullions 3V8" 
Bars Vi" between glass 
3-0 to top of Lock Rail 
Raised Panels 
Ovolo Sticking 

Glass Bedded in Putty 



R-2336 



LAYOUT— Overall Dimensions 
Stiles and Top Rail A%" 
Bottom Rail SVa" 
Lock Rail 9Va" 
Cross Rail 3Va" 
Mullions 3%" 
3-0 to top of Lock Rail 
Raised Panels 
Ovolo Sticking 
Glass Size for 3-0 x 6-8 door, 
121/8 X 6% 

Glass Bedded in Putty 









Glazed 


Size 




Open 


S. S. B. 


2-8 X 6-8 


13/4 . 


$ 29.32 


$ 31.01 


3-0 X 6-8 


13/4 . 


. 31.34 


33.08 


7-0 


13/4 . 


.. 33.48 


35.22 



li f 




i 1 






pi 


J 







n 



R-2335 



LAYOUT— Overall Dimensions 
Stiles and Top Rail 4%" 
Bottom Rail 8%" 
Lock Rail SVa" 
Cross Rail 3V8" 
Mullions 3Va" 
3-0 to top of Lock Rail 
Bars: 

2- 8 Door — Va" between glass 

3- 0 Door 1" between glass 

Raised Panels 

Ovolo Sticking 

Glass Size for 3-0 x 6-8 door, 
6 X 12% 

Glass Bedded in Putty 



Size 




Open 


Glazed 
S. S. B. 


Size 




Open 


Glazed 
D. S. B. 


2-8 X 6-8 


13/4 . 


$ 31.71 


$ 33.69 


2-8 X 6-8 


13/4 . 


.. $ 50.76 


$ 56.63 


3-0 X 6-8 


13/4 . 


.. 33.73 


35.76 


3-0 X 6-8 


13/4 . 


. 52.66 


58.53 


7-0 


13/4 . 


. 35.88 


37.91 


7-0 


13/4 . 


56.69 


62.56 




n 




R-2340 




OK 



COX 
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FRONT DOORS- NO. 1 W. P. PINE 





R-2342 



LAYOUT— Overall Dimensions 
Stiles 51/2" 
Bottom Rail 9%" 
Upper Cross Rail 5%" 
Lower Cross Rail A'^Viq" 
Upper Panels are square 
Bars V2" between glass 
Raised Panels 
Ovolo Sticking 
Glass Size for 3-0 x 6-8 door, 
26 X 13 

Glass Bedded in Putty 



Size 




Open 


Glazed 
D. S. B. 


2-8 X 6-8 


13/4 


$ 46.70 


$ 49.41 


3-0 X 6-8 


1% 


48.59 


51.59 


7-0 


13/4 


52.11 


55.11 




LAYOUT— Overall Dimensions 
Stiles and Top Rail SVz" 
Bottom Rail 9%" 
Lock Rail 6%" 
Diagonal Rails A^Yu^" 
Bars V2" between glass 
3-2% 6 from floor to glass line 
Raised Panels 
Ovolo Sticking 
Glass Size for 3-0 x 6-8 door, 
SV4 X 11% 

Glass Bedded in Putty 



R-2350 









Glazed 


Size 




Open 


D. S. B. 


2-8 X 6-8 


13/4 


$ 51.60 


$ 57.42 


3-0 X 6-8 


13/4 


52.10 


58.35 


7-0 


13/4 


53.61 


60.49 



LAYOUT— Overall Dimensions 
Stiles and Top Rail bVi" 
Bottom Rail 9%" 
Cross Rails 41/16" 
Horizontal Panel 6V8" high 
3-1% from floor to glass line 
Bars V2" between glass 
Raised Panels 
Ovolo Sticking 
Glass Size for 3-0 x 6-8 door, 
QV4 X 12 

f 

Glass Bedded in Putty 







Glazed 


Size 


Open 


D. S. B. 


3-0 X 6-8 13/4 


$ 33.06 


$ 37.53 


7-0 13/4 


34.92 


39.61 




R-2346 



LAYOUT— Overall Dimensions 
Stiles and Top Rail bV2" 
Bottom Rail 9%" 
Lock Rail 8" 
Upper Cross Rail ^^Viq" 
Horizontal Panels SVa" high 



Diagonal Rails 4 



1 y/. 



10 



Bars V2" between glass 
4-iy4 from floor to glass line 
Raised Panels 
Ovolo Sticking 
Glass Size for 3-0 x 6-8 door, 
8V4 X 8 

Glass Bedded in Putty 

Glazed 

Size Open D. S. B. 

3-0 X 6-8 13/4 $ 59.06 $ 64.37 
7-0 13/4 60.58 66.52 




R-2355 
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BALTIMO 
HARRISBUR 



reTI 

RG Jl 



FRONT DOORS -NO. 1 W. P. PINE 




LAYOUT— Overall Dimensions 
Stiles 51/2" 
Bottom Rail 9%" 
Lock Rail 8" 
Upper Cross Rail ^^Via" 
Diagonal Rails ^^Viq" 
Horizontal Panels BVs" high 
Mullions in glass section 2V2" 

between glass 
4-1%" from floor to glass line 
Raised Panels 
Ovolo Sticking 
Glass Size for 3-0 x 6-8 door, 
8% X 251/4 
Glass Bedded in Putty- 



Size 



Open 



Glazed 
D. S. B. 



R-2356 



3-0 X 6-8 13/4 
7-0 1% 



$69.00 $74.97 
70.52 76.82 




LAYOUT— Overall Dimensions 
Stiles 51/2" 
Top Rail 6^2" 
Bottom Rail I8V2" 
Ovolo Sticking 

Glass Size for 3-0 x 6-8 door, 
26 X 56 
Glass Bedded in Putty- 



Size 



Open 



Glazed 
D. S. B. 



R-2374 



2-6 X 6-6 13/8 

2- 8 X 6-8 13/8 

3- 0 X 7-0 13/8 

2- 8 X 6-8 13/4 

3- 0 X 6-8 13/4 

7-0 13/4 



$ 17.71 $ 23.66 

17.71 23.71 

19.74 28.06 

24.77 30.77 

26.03 34.35 

27.80 36.12 



LAYOUT— Overall Dimensions 

Stiles 5^2" 

Top Rail 6^2" 

Bottom Rail 18^/2" 

Bars V2" between glass 

Ovolo Sticking 

Glass Size for 3-0 x 6-8 door, 
26 X 10% 

Glass Bedded in Putty 







Glazed 


Size 


Open 


D. S. B. 



2-6 X 6-6 

2- 8 X 6-8 

3- 0 X 7-0 

2- 8 X 6-8 

3- 0 X 6-8 

7-0 



13/8 
13/8 
13/8 
13/4 
13/4 
13/4 



$ 20.69 
20.69 
22.71 
28.64 
29.77 
31.66 



$ 27.11 
27.50 
30.87 
35.45 
37.47 
39.82 




LAYOUT— Overall Dimensions 

Stiles 5^2" 

Top Rail SV2" 

Bottom Rail I8V2" 

Bars Vz" between glass 

Ovolo Sticking 

Glass area for 3-0 x 6-8 door, 
26 X 56 

Glass Bedded in Putty- 



Size 



Open 



Glazed 
D. S. B. 



2-6 X 6-6 13/8 

2- 8 X 6-8 13/8 

3- 0 X 7-0 13/8 

2- 8 X 6-8 13/4 

3- 0 X 6-8 13/4 

7-0 13/4 



$ 20.85 
20.85 
22.68 
28.59 
29.61 
31.25 



$ 27.50 
28.09 
31.69 
35.83 
38.31 
40.26 



R-2373 




R-2375 






FRONT DOORS- No. 1 W. P. PINE 



LAYOUT— Overall Dimensions 
Stiles 51/2" 
Top Rail 6^2" 
Bottom Rail 18^2" 
Bars V2" between glass 
Ovolo Sticking 
Glass area for 3-0 x 6-8 door, 
26 X 56 

Glass Bedded in Putty 



R-2378 



LAYOUT— Overall Dimensions 
Stiles 5V2" 
Top Rail eV2" 
Bottom Rail 18^2" 
Bars V2" between glass 
Ovolo Sticking 
Glass size for 3-0 x 6-8 door, 
8%c X 135/8 







Size 




Open 


Glazed 
D. S. B. 


Size 


Open 


Glazed 
S. S. B. 


2- 


-6 


X 6-6 


13/8 


$ 20.22 


$ 26.62 


2-6 X 6-6 13/8 


$ 20.12 


$ 23.83 


2- 


-8 


X 6-8 


1% 


20.22 


27.20 


2-8 X 6-8 13/8 


20.12 


24.41 


3- 


-0 


X 7-0 




21.99 


30.48 


3-0 X 7-0 13/8 


21.89 


26.99 


2- 


-8 


X 6-8 




27.81 


34.79 


2-8 X 6-8 13/4 


27.81 


32.10 


3- 


-0 


X 6-8 


m 


28.81 


36.95 


3-0 X 6-8 13/4 


28.81 


33.95 






7-0 


13/4 


30.48 


38.97 


7-0 PA 


30.48 


35.58 




For Glass bedded, 


ADD 


.... $ .75 
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R.2380 




FRENCH DOORS -NO. 1 W. P. PINE 

LAYOUT— Overall Dimensions 

R-2387 

Stiles and Top Rail 4%" 

Bottom Rail 9%" 
Bars V2" between glass 
Ovolo Sticking 
Glass size for 2-8 x 6-8 door, 
7V2 X 12% 





Size 




Open 


Glazed 
S. S. B. 


2-6 


X 6-6"" 


13/8 


$ 17.20 


$ 22.33 




6-8 


13/8 


17.41 


22.53 




7-0 


13/8 


18.24 


23.72 


2-8 


X 6-8 


13/8 


17.51 


22.70 


3-0 


X 6-8 


13/8 


17.83 


23.45 




7-0 


13/8 


18.77 


24.59 


2-6 


X 6-8 


13/4 


23.82 


28.94 


2-8 


X 6-8 


13/4 


24.04 


29.23 


3-0 


X 7-0 


13/4 


25.81 


31.63 


For Glass bedded. 


ADD 


$ .89 



R-2381 

Stiles and Top Rail 5V2" 

Bottom Rail 111/2" 
Bars V2" between glass 
Ovolo Sticking 
Glass size for 2-8 x 6-8 door, 
7%, X IQiyio 



Size 



Open 



Glazed 
S. S. B. 



2- 8 X 6-8 13/4 

3- 0 X 6-8 13/4 

7-0 13/4 



$26.63 $32.11 
27.08 32.91 
28.41 34.53 



For Glass bedded. ADD $ .89 



LAYOUT— Overall Dimensions 
Stiles and Top Rail 4%" 

Bottom Rail 9%" 
Bars V2" between glass 
Ovolo Sticking 
Glass size for 2-0 x 6-8 door, 
7Vu> X 123/4 



Size 




Open 


Glazed 
S. S. B. 


2-0 X 6-6 


13/8 


$ 15.11 


$ 18.79 


6-8 


13/8 


15.32 


18.99 


7-0 


13/8 


16.16 


20.03 



For Glass bedded. ADD $ .66 




R-2389 



o 

o 
o 



o 



o 
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Radford & Sanders Inc. 



FRONT DOORS- A GRADE FIR 




R-2327 



LAYOUT— Overall Dimensions 
Stiles and Top Rail 5%" 
Bottom Rail 9%" 
Cross Rail 41/2" 
Mullion 41/2" 
Bars V2" between glass 

Raised Panel 
Bead and Cove Sticking 
Glass Size for 3-0 x 6-8 door, 

SV4 X 83/4 

Glass Bedded in Putty 

Glazed 

Size Open S. S. B. 

2 8 X 6-8 13/8 $ 20.45 $ 22.74 

2- 8 X 6-8 13/4 26.37 28.57 

3- 0 X 6-8 P/4 29.17 31.69 

7-0 13/4 31.03 33.68 



LAYOUT— Overall Dimensions 
Stiles 5%" 
Bottom Rail 9%" 
Cross Rails 5%" 
Mullions 5%" 
Bars V2" between glass 
Raised Panels %" thick 
Top Panels Square 
Ovolo Sticking 



•r 




Glass Bedded in Putty 







Glazed 


Size 


Open 


D. S. B. 


3-0 X 6-8 13/4 


$ 58.39 


$ 61.39 


7-0 13/4 


60.40 


63.40 



FDI-2020 



FDI-202G doors are factory fitted 
and individually packaged. 



SIDE LIGHTS 

No. 1 W. P. PINE — OVOLO STICKING 

R-2483 is for use with Entrance Frame R-2508. 

R-248G, R-2481 and R-2482 can be used with any Entrance Frames requiring Side Lights. 



LAYOUTS— Overall Dimensions 



R-2480 R-2481 R-2482 R-2483 

Stiles and Top Rail 23/8" 23/8" 23/8" 23/8" 

Bottom Rail lOW lOW lOW V/z" 

Middle Rail 8" 8" 

Bars, between glass Vi" Vi" Vz" 2" 

Floor to glass line 3-03/4" 3-03/4" 

PRICES— Glazed S. S. B., Bedded 

Sizes R-2480 R-2481 R-2482 R-2483 

0- 10 X 6-8 13/8 $ 13.27 $ 13.04 $ 13.04 

1- 4 X 6-8 13/8 $ 14.84 









R-2480 R-2481 



R-2482 R-2483 
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R-2431 

NO GROOVES 



FLUSH DOORS SOLID CORE 

FOR INTERIOR OR EXTERIOR USE 

Face Veneers as indicated below — 
Ponderosa Pine Cores, glued up with water-resistant 
glue, joints staggered Edge Strips %" 



W. P. PINE 
3/8" SAWN FACE VENEERS 

Flush 

Size No Grooves 



UNSELECTED BIRCH 

2-PLY FACE VENEERS 

Flush 
No Grooves 



RED OAK 

2-PLY FACE VENEERS 

Flush 
No Grooves 



2- 8 X 6-8 13/4 $ 48.31 

3- 0 X 6-8 13/4 51.83 

7-0 13/4 53.09 



$ 43.85 

49.26 
51.73 



$ 43.85 
49.26 
51.73 



For designs shown below add extras as indicated to prices given for door without grooves. 
For other arrangements of lights, fancy heads, etc., price upon application. 




R-2431 G 

$ 3.10 



1^ 



liilil.- 

iilil''-', 



R-2431 M 

Open $ 6.75 

Glazed D. S. B. . 8.25 




R-2431 H 

Open $ 6.00 

Glazed Leaded 14.00 




R-2431 P 

Open. Wood Bars $14.00 
Glazed D. S. B 15.75 




R-2431 K 

Open $ 16.50 

Glazed D. S. B. 18.00 




R-2431 S 

Open $ 13.60 

Glazed D. S. B. 14.60 




R-2431 L 

Open, Wood Bars $ 7.75 

Glazed D. S. B 9.75 

Glazed Leaded 14.75 




R-2431 T 

Open. 1 Light $27.50 

Glazed Leaded 35.00 



will be furnished 



Unless otherwise specified doors ordered by the numbers shown above 
exactly as illustrated, grooved 2 sides. 

If doors are wanted with any of the above light arrangements but without grooves 
deduct $ 3.10. 



GO 



o 
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Radford & Sanders Inc. f 



BALTIMORE 
HARRISBURG 
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INTERIOR DOORS 




R-3314 FIR 

Stiles and Top Rail 4%6" 
Lock Rail 8" Bottom Rail 93/8" 

Bead and Cove Sticking 



R-3314 



1-6 



1-8 



2-0 



2-2 



2-4 



2-6 



2-8 



3-0 

2-6 

2- 8 

3- 0 



Sizes 




A Grade 


X 6-6 


13/8 . 


.. $ 13.54 


6-8 


13/8 . 


.. 13.73 


X 6-6 


13/8 




6-8 


13/8 . 


13.73 


X 6-0 


13/8 . 


12.98 


6-6 


13/8 . 


.. 13.54 


6-8 


13/8 . 


13.73 


X 6-6 


13/8 . 


.. 14.01 


6-8 


13/8 . 


.. 14.19 


X 6-6 


13/8 . 


14.01 


6-8 


13/8 . 


.. 14.19 


X 6-0 


13/8 . 


.. 13.54 


6-6 


13/8 . 


.. 14.19 


6-8 


13/8 . 


.. 14.38 


7-0 


13/8 . 


15.59 


X 6-6 


13/8 . 


.. 14.38 


6-8 


13/8 . 


.. 14.57 


7-0 


13/8 . 


.. 15.78 


X 6-8 


13/8 . 


15.87 


7-0 


13/8 . 


.. 17.18 


X 7-0 


13/4 . 


.. 21.53 


X 6-8 


13/4 . 


.. 20.33 


X 6-8 


13/4 . 


.. 23.03 


7-0 


13/4 . 


24.83 



$ 13.05 
13.23 
13.05 
13.23 
12.51 
13.05 
13.23 
13.50 
13.68 
13.50 
13.68 
13.05 
13.68 
13.86 

13.86 
14.04 




R-3314 
W. P. PINE 
STILES AND RAILS 
FIR PANELS 

Stiles and Top Rail 43/4" 
Lock Rail 8" 
Bottom Rail 9%" 
Ovolo Sticking' 



Sizes 


2-0 


X 6-6 


13/8 


$ 14.95 


2-4 


X 6-6 


13/8 


16.47 


2-6 


X 6-6 


13/8 


17.29 


2-8 


X 6-8 


13/8 


18.34 



R-3314 



R-3268 No. 1 W. P. PINE 

Stiles and Top Rail 411/10" 
Lock Rail Sy^c," Bottom Rail 83/4" 

Mullion and Cross Rail 3%" 
Height to top of Lock Rail 36" 
Raised Panels Ovolo Sticking 

Sizes 

$ 16.65 
16.88 

17.60 

16.65 

17.36 

17.60 

18.91 

19.27 

18.91 

19.27 

18.91 

19.75 

19.98 

20.46 

20.82 

22.37 

24.04 

26.31 

27.57 

29.59 

31.78 



1- 


-6 


X 


6-6 


13/8 








6-8 


13/8 


1- 


-8 


X 


6-8 


13/8 


2 


0 


X 


6-0 


13/8 








6-6 


13/8 








6-8 


13/8 


2- 


-2 


X 


6-6 


13/8 








6-8 


13/8 


2- 


-4 


X 


6-6 


13/8 








6-8 


13/8 


2- 


-6 


X 


6-0 


13/8 








6-6 


13/8 








6-8 


13/8 


2- 


-8 


X 


6-6 


13/8 








6-8 


13/8 


3- 


-0 


X 


6-8 


13/8 








7-0 


13/8 


2- 


-6 


X 


6-8 


13/4 


2- 


-8 


X 


6-8 


13/4 


3- 


-0 


X 


6-8 


13/4 








7-0 


13/4 




R-3268 



R-3282 
No. 1 W. P. PINE 

Stiles and Top Rail 4' Ho" 
Bottom Rail 93/4" 
Cross Rails A^Yic," 
Raised Panels 
Ovolo Sticking 

Sizes 

2-0 X 6-0 13/8 $ 15.24 

6-6 13/8 15.99 

6-8 13/8 16.24 

2-4 X 6-6 13/8 17.62 

6-8 13/8 17.99 

2-6 X 6-6 13/8 18.49 

6-8 13/8 18.74 

2-8x6-8 13/8 19.62 




R-3282 



CUPBOARD DOORS — W. p. pine stiles and rails — % " Thick 



FIR PANELS 

Stiles and Top Rail 2''Av," Bottom Rail 3^/4" 



Sizes 


Sizes 


1-4 X 2-0 


$ 3.02 


1-8 X 2-0 


$ 3.12 


2-6 


3.67 


2-6 


4.08 


3-0 


3.98 


3-0 


4.52 


3-6 


4.64 


3-6 


5.28 


4-0 


5.05 


4-0 


5.82 


1-6 X 2-0 


3.12 


2-0 X 2-0 


3.67 


2-6 


3.77 


2-6 


4.52 


3-0 


4.20 


3-0 


5.05 


3-6 


4.85 


4-0 


6.57 


4-0 


. 5.39 







TEMPERED MASONITE PANELS 

Stiles and Top Rail 2V2" Bottom Rail 41/2" 



Sizes 


Sizes 


1-4 X 2-0 


$ 2.32 


1-8 X 2-0 


$ 2.39 


2-6 


2.80 


2-6 


3.13 


3-0 


3.04 


3-0 


3.47 


3-6 


3.54 


3-6 


4.04 


4-0 


3.87 


4-0 


4.44 


1-6 X 2-0 


2.39 


2-0 X 2-0 


2.80 


3-6 


3.70 


3-0 


3.87 


4-0 


4.12 
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HOLLOW-CORE FLUSH DOORS 




NEW LONDONER 

For stain or natural finish. Faces are especially selected for grain pattern. 

PLYONEER 

For paint finish. Workmanship and general quality are in no way inferior 
to New Londoner, but face veneers are not selected for grain. 

FACES 

The 3 plys of the Ve" faces are bonded together by the hot-plate process. 
The veneers are carefully selected for beauty and quality, and are securely 
bonded to all parts of the core. 

CORE 

Rails are 2y4" wide, clear pine. They are slotted to receive the vertical strips 
of the interlocking grid. Stiles are clear pine, IVa" wide, slotted to receive the 
horizontal members of the grid. 

The grid is made of precision-milled interlocked vertical and horizontal 
strips which form a perfectly flat, sturdy base for the door faces. 

Pine Lock Blocks, 3" x 21", are placed against each stile, giving a total lock 
block area of 4^2" X 21". 




Ik. 



Size 



1-6 X 6-6 1% 
6-8 1% 

1- 8 X 6-8 1% 

2- 0 X 6-0 1% 

6-6 1% 
6-8 1% 

2-2 X 6-8 1% 



New Londoner 
Unselected Birch 



$ 17.43 
17.72 

18.00 

17.43 
18.29 
18.57 

19.57 



Plyoneer 
Birch or Maple 
(our option) 



$ 14.75 
15.00 



14.75 
15.48 
15.72 





Size 




New Londoner 
Unselected Birch 


Plyoneer 
Birch or Maple 
(our option) 


2-4 


X 6-6 


1% 


$ 20.15 


$ 17.05 




6-8 


1% 


20.57 


17.42 


2-6 


X 6-0 


1% 


20.15 


17.90 




6-6 


1% 


21.15 




6-8 


1% 


21.43 


18.14 


2-8 


X 6-6 


1% 


22.00 






6-8 


1% 


22.43 


18.99 


3-0 


X 6-8 


1% 


24.29 





HOLLOW-CORE FLUSH DOORS 

PHILIPPINE MAHOGANY . Suitable for stain, natural finish or paint. 

GUM Clear Faces, Unselected for color. Suitable for stain or other finishes. 

GUM OR BIRCH .... (Our Option)— For paint only. 

FIR Slash Grain Veneers. 




Sizes 



1-6 X 



1- 8 

2- 0 

2-2 
2-4 

2-6 



2-8 X 



6-6 
6-8 
6-8 
6-0 
6-6 
6-8 



1% 
1% 
1% 
1% 
1% 
1% 



6-8 1% 
6-6 1% 



6-8 
6-0 
6-6 
6-8 
6-6 
6-8 



1% 
1% 
1% 
1% 
1% 
1% 



Philippine 
Mahogany 



3-0 X 6-8 1% 



$ 15.30 
15.30 
15.53 
16.09 
16.09 
16.09 
17.55 
17.55 
17.55 
18.00 
18.00 
18.00 
18.68 
18.68 
19.80 



Gum 
Unselected 
ior Color 



$ 14.27 
14.29 
14.56 
15.01 
15.03 
15.05 
15.89 
16.65 
16.70 
17.30 
17.37 
17.39 
18.20 
18.23 
19.78 



Gum or Birch 
(our option) 
for Paint 



$ 12.38 
12.40 
12.65 
13.03 
13.05 
13.07 
13.79 
14.47 
14.51 
15.01 
15.08 
15.10 
15.82 
15.84 
17.19 



Fir 



$ 13.97 
13.97 



13.97 
13.97 
13.97 

15.48 
15.48 

15.91 
15.91 

16.31 



"='2. 
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COLONIAL STAIRWORK 

STARTING TREADS AND RISERS — COVE INCLUDED 

These Starting Steps are True Colonial and designed especially to provide the proper location 

of Newel, Balusters, Volute or Turnout. 

Template for properly locating Newel and Balusters on these Steps are packed in each carton 

of Volute or Turnout. 




R-8010 
COLONIAL BULL NOSE 

All Parts Reversible 



Treads VAq x UVa 



Risers % x QVa 



RED OAK 



For 3-6 Stairs $ 16.36 




R-8020 
COLONIAL SCROLL END 

Must State Right or Left Hand 



Treads IMc x 1114 



Risers % x SVa 



RED OAK. 

For 3-6 Stairs $ 17.92 




Cross section above illustrates the 
rigidity of Riser construction. It also 
shows method of installing Newel 
which will eliminate looseness and 
wobbling. 



I 



R-5015 



TURNED BALUSTERS 
PACKED 50 OF ONE SIZE AND KIND TO A CARTON 

Price per C pes. 
All Patterns 
Poplar Beech 

l'/4" X IV4" 2-7 $60.39 $67.19 

P/4" X VA" 2-10 62.62 71.51 

11/4" X VA" 3-0 66.13 75.69 

VA" X VA" 3-3 74.20 82.83 

VA" X VA" 3-5 82.11 91.53 

Patterns R-5015, R-5025 and R-5035 are 
Dovetailed and are stocked in Poplar and 
Beech. 

R-5040 is Doweled and is stocked in Poplar 
1 1^ only. 



I 



R-5025 



R-5035 R-5040 



COLONIAL RAIL 
BEECH 



Price 
Per C.L.F. 



#R-6010— Hand Rail 2V4 x 2% $ 76.39 

R.6040— Wall Rail 1% x IVs 44.52 

R goio Specified lengths, 10% extra. R.6040 
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COLONIAL STAIRWORK 

STARTING NEWELS — CARTON PACKED 



R-4010 

31/4x31/4x3-5 



R-4020 

31/2x31/2x3-5 



R-4022 

31/2 x 31/2 X 3-8 



$ 6.55 



$7.57 $8.16 



R-4030 

31/4x31/4x3-5 

$ 6.55 



R-4040 

3x3x4-0 

$ 7.03 



R-4042 

3x3x4-6 



R-4050 

21/4x21/4x3-6 



R-4060 R-4061 

2% X 23/4 X 3-6 23/4 X 23/^ X 3-6 



$8.14 $4.15 



$ 5.99 



$ 5.99 



The above Starting Newels are intended to be used as follows : 
R-4010, R-4020, and R-4030 with Starting Easing R-7010, and around well openings. 
R-4022 and R-4061 with Turnouts only (R-7040 and R-7045). They are not intended for use 
with Volutes. 

R-4040 and R-4042 with straight rail or with Up Easing R-7012. 
R-4050 and R-4060 with Volutes only (R-7030 and R-7035). 

LANDING NEWELS — CARTON PACKED 



o 



R-4015 

31/4 X 31/4 X 5-2 



R-4025 

31/2 X 31/2 X 5-2 



R-4027 

31/2x31/2x5- 



10 



R-4035 

31/4x31/4x5-2 



R-4045 

3 X 3 X 5-2 



R.4055 

3x3x5-9 



$ 9.56 $ 10.94 $ 12.36 $ 9.56 $ 9.67 $ 10.46 

Below is a schedule showing the patterns of Starting Newels and Landing Newels to be used 
in conjunction with one another. 

Starting Newels Landing Newels 

R-4010 R-4015 
R-4020. R-4022 R-4025. R-4027 

R-4030 R-4035 
R-4040. R-4042 R-4045. R-4055 

R-4022. R-4050 and R-4060 can be used with any Landing Newel when Volute or Turn- 
out is used. 

See Y>^qes 100 and 101 tor details of Newels, giving dimensions. 



or • 
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COLONIAL STAIRWORK 

RAIL FITTINGS — BEECH 
TO MATCH RAIL R-6010 






STARTING EASING QUARTERTURN UP EASING OVERHAND 

R-7010 R-7011 R-7012 EASING 

$7.03 $4.84 $5.33 R-70i3 

USE WITH NEWELS $ 5.33 
R-4010, R-4020 OR R-4030 



EASING ROSETTE BRACKET 

R.7014 R-7017 11X712X5/16 

$ 5.83 $ .68 R-7028 

$ .47 



e ^ 

PLAIN CAP ONE-OPENING CAP 
R-7018 R-7019 

$2.73 $3.14 




5" CENTER OF NEWEL TO CENTER OF RAIL 
USE WITH NEWELS R-4050 OR R.4060 ^ig^ y^^j^ NEWELS R-4022 OR R-406 1 



(0^ 




TANDEM CAP QU ARTERTU RN CAP 

R-7020 R-7021 

$ 3.75 $ 5.87 



LEFT HAND R.7030 RIGHT HAND R.7035 LEFT HAND R-7040 RIGHT HAND R-7045 

$ 16.05 $ 16.05 $ 10.14 $ 10.14 



See pages 100 to 104 inch for plates illustrating the adaptation of the various types of fittings 

to the many different types of stairways. 
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COLONIAL STAIRWORK 

RAIL FITTINGS — BEECH 

TO MATCH RAIL R-6010 




COMBINATION 
GOOSENECKS 
NO CAP 




FOR 2 RISERS 



LEFT HAND R-7050 

$ 16.72 



RIGHT HAND R-7055 

$ 16.72 




GOOSENECKS 
WITH TURN 
NO CAP 




FOR 1 RISER 



LEFT TURN R-7070 

$ 12.32 



RIGHT TURN R-7075 
$ 12.32 




LANDING 
RETURN 
GOOSENECKS 
FOR 1 RISER 




2ND.FL00R 























LEFT HAND R-7090 
$ 14.94 



RIGHT HAND R-7095 
$ 14.94 




COMBINATION 
GOOSENECK 
WITH CAP 












''PLAT 


Fom 










y 








% 













FOR 2 RISERS 
LEFT HAND R-7060 RIGHT HAND R-7065 

$ 17.76 $ 17.76 



GOOSENECKS 
WITH TURN 
AND CAP 





FOR 1 RISER 
LEFT CAP R-7080 RIGHT CAP R-7085 

$ 12.63 $ 12.63 




WITH TANDEM CAP 
1 RISER R.7088 



CD v< 



WITH PLAIN CAP WITHOUT CAP 
1 RISER R.7096 1 RISER R-7098 
2 RISERS R-7097 2 RISERS R-7099 



$11.07 R-7096 $9.83 R-7098 $7.80 |.5- 

R-7097 $11.41 R.7099 $9.49 ^ 



See pages 100 to 104 inch for plates illustrating the adaptation of the various fittings to the 

many different types ot stairways. 
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COLONIAL STAIRWORK DETAILS 



C-4010 C-4020 



04022 



C-6010 RAIL 




C-4042 



NtWEL 




C-8040 



1. 



C-6010 RAI L 



C-4042 N£W£Li 



PLAN 




3 'A' 



t 



C4030 



C-4040 



C-4042 



C-7Q35 VOLUTL 
k 



C-4060 



2!i" 



C4050 




2^/4" 



m 



2^4" 



C4060 



C406I 



G60I0RAIL 



C-7045 TURNOUT 




BALUSTERS 
TWO 3^3" 



C-4Q6I 



NEWEL 



COLONIAL STAIRWORK DETAILS 
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C-40I5~'" 




3>; 



C-4025 



C-4027 




3>2 



3>4 



2:. 

I- m 

I 



C-4035 



C-4045 I 



si! 

C-4055 



C-4028 



H 



C-4058 I 



' RISER line:7 ' 



C-8010 TREAD 



-5-6* OR 4-0''- 



SIDEVIEW C8080 RtT.tND 




C-80?0TR^AD 



-3-6 OR 4-0- 



C-8050 TREAD 




-3-6 OR 4-0- 



SIDEVIEV/ Cr808l MITRED RET. END 




O 
o- 
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COLONIAL STAIRWORK DETAILS 




Illustration shows newels and fittings required for stairway 
along two walls, where winders are used. 
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COLONIAL STAIRWORK DETAILS 



i 




ELEVATION-A. 



This illustration shows alternate treatments of stairway 
with one landing, where rise is returned. 
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COLONIAL STAIRWORK DETAILS 



OPTIONAL AT TOP OF STAIRS. 




PLAN 



Plan and elevations of stairway with two landings 
and open well. 
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STANDARD STAIRWORK 

STARTING TREADS AND RISERS — COVE INCLUDED 

Treads ly^^" x IVA" Risers W x SVs" 




OAK ^^"^ 
HALF CIRCLE 1 END QUARTER CIRCLE 1 END 

All Parts Made Reversible All Parts Made Reversible 

For 3-6 Stairs $ 18.96 For 3-6 Stairs $ 13.45 



STARTING 
NEWEL 



HAND RAIL 




R-6036 
OAK 

25/8 X 2V8 

per C.L.F $ 82.72 



SHOE RAIL 



FILLET 




t 




R-6045 R-6050 
OAK OAK 

% X 2V2 (plow 1%6) % X VA 

per C.L.F $ 18.08 

SCOTIA 

Vi X i3/i6 Oak— per C.L.F $ 5.87 



per C.L.F $ 8.02 



LANDING 
NEWEL 



TREADS AND RISERS 

Treads— S3S, Nosed one edge Risers— S4S 
Treads— R-8070 



OAK 



R-4073 
OAK 

4% X 4% 

4-6 (23" Base) 
Carton Packed 

$ 16.64 



li/ie X 10^/2 3-0 $ 3.44 

3-6 4.00 

VA, X 11^ 3-0 3.77 

3-6 4.37 

Risers— R-8075 

x7V2 3-0 1-81 

V4 x7V2 3-6 2.12 

Landing Treads— R-8090 

li/iG X 31/2 3-6 Rabbeted for i%6 ^^oor 1.24 



? 



EXTRAS ON TREADS AND RISERS 

Reducing Treads or Risers in width $ .35 

Grooving Treads for Scotia 35 

Working Tongue on Tread 35 

Mitering Treads and Dovetailing for Balusters 90 

Grooving Risers for Tongue on Treads 35 

Mitering Risers for String or Brackets 35 



R.4075 
OAK 

3% X 3% 5-6 
Carton Packed 

$ 12.37 



cr ' 

CD_v< 
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NU-STYLE KITCHEN CABINET UNITS 




DISTINCTIVE IN DESIGN 



FLEXIBLE IN ADAPTATION 




DOVETAIL JOINTS 

Drawer fronts are dove- 
tailed into sides. Drawer 
bottom, back and sides are 
tongued and grooved. 




STRONG CORNERS 

Tongue and groove con- 
struction gives extra rigid- 
ity, plus a sealed joint 
against vermin and dust. 



NU-STYLE Cabinets are sectional units made in graduated 
sizes. Each unit is a self-contained cabinet that becomes an in- 
tegral part of the completed assembly when installed side by 
side. Any shape or size of kitchen can be equipped with 
NU-STYLE Cabinets. 

There is a definite advantage in specifying or selecting NU- 
STYLE Cabinets because they can be decorated any color. 
With the swing in public preference from white to natural 
wood cabinets, the fact that NU-STYLE Cabinets can be finished 
natural is important. They are manufactured of Ponderosa 
Pine that is thoroughly kiln-dried and carefully selected for 
clearness and straightness. They are fabricated with dove- 
tailed drawer fronts, tongued and grooved framework and 
dadoed shelves. 

The entire cabinet, with exception of the cabinet backs and 
the drawer bottoms, is solid Ponderosa Pine. The doors are 
treated with a water-repellent solution to resist humidity, 
insuring trouble-free service. 

All necessary hardware is furnished. The smartly styled 
handles are of high lustre chromium. Hinges are designed for 
easy application. Door catches will hold door securely shut 
but allow opening and closing with a minimum of effort. 

Fronts are put together, balance K.D., but precisely ma- 
chined so that no further fitting or cutting is necessary. Com- 
plete instructions for assembly in each carton. 




DUSTPROOF 

The drawers and doors 
overlap their openings and 
seal the interior of the cabi- 
nets. 




SMOOTH STYLING 

In perfect harmony with 
modern styling of ranges 
and refrigerators. 




Ok 
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NU-STYLE KITCHEN CABINET UNITS 



CEILING UNITS 



1-6 HIGH 



1-13/4 DEEP 



LJ 



15-C11/2.... $ 10.73 
18-C11/2 . 11.32 
21-011/2... 12.26 
24-C11/2... 12.45 




27-01^2 
30-C11/2 
33-Ciy2 
36-CP/2. 
39-011/2. 
42-011/2 



$ 15.46 
15.97 
16.78 
17.47 
18.72 
19.36 



1 8-CA 1 Vz 
ANGLE UNIT 
18-CA11/2 $ 19.17 

Extends 2-1^/4 
along each wall 



UPPER OR WALL UNITS 



1-13/4 DEEP 
U-UNITS 2-6 Vz HIGH 

□ LLI LJ 
""^■■HHH ^^^^^ 



15-U $ 16.44 

18-U 17.70 

21-U 19.58 

24-U 19.70 



27-U $ 24.55 

30-U 25.59 

33-U 27.13 

36-U 28.53 

39-U 30.09 

42-U 31.37 

UC-UNITS 3-9 HIGH 



18-UA 
ANGLE UNIT 

18-UA $ 32.16 

Upper Angle Units 

extend 2-13/4 
along each wall 





15-UO $ 21.79 

18-UO 23.33 

21-UO 26.81 

24-UO 28.21 



27-UO $ 33.61 

30-UO 34.74 

33-UO 36.81 

36-UO 38.60 

39-UO 40.28 

42-UO 42.09 



18 UCA 
ANGLE UNIT 

18-UOA .. $ 42.14 



OVER STORAGE 
AND BROOM UNITS 

1-3 HIGH 
1-13/4 DEEP 2-03/4 DEEP 



OVER 
REFRIGERATOR 

1-3 HIGH 
2-03/4 DEEP 



□ Ul 




18-011/4 . $ 10.30 
21-011/4 11.54 



18-01 1/4D $ 13.26 
21-011/4D 13.90 



30-01 1/4D $ 22.45 
36-01 1/4D 24.61 



LOWER OR BASE UNITS 



2-6 1/2 HIGH 



2-03/4 DEEP 






15-Ll $ 24.86 

18-Ll 26.10 

21-Ll 27.49 

24-Ll 28.40 



15-L2 $ 30.69 

18-L2 32.22 

21-L2 33.76 

24-L2 35.48 



30-L2 $ 48.17 
36-L2 52.27 
42-L2 55.10 











{ 

I 

\ 
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27-L3 $ 36.34 

30-L3 37.43 

33-L3 38.90 

36-L3 40.69 

39-L3 42.25 

42-L3 43.69 



30-U $ 54.44. 

36-L4 60.22 



CO CO 
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NU-STYLE KITCHEN CABINETS (continued) 



CORNER UNITS 




ANGLE UNIT 

Extends 2-1 OVs 
along each wall 
15-LA $ 23.82 



TO TURN SQUARE CORNERS 
INTERCHANGEABLE 
RIGHT OR LEFT 
42.LC $ 37.92 



SINK FRONTS 

NO STANDARDS. BACK OR SHELVES — 2-6 1/2 HIGH 








1 



24-SF $ 11.84 



27-SF $ 15.23 

30-SF 15.80 

33-SF 16.44 

36-SF 17.34 

42-SF 18.60 

48-SF 19.73 



33-DSF $ 29.28 

36-DSF 29.77 



STORAGE UNIT BROOM UNIT 



6-8 HIGH 



1-13/4 DEEP 



2-03/4 DEEP 




18-Sl $ 41.68 



21-B2 $ 54.17 



For illustrations of the many accessories that will 
add to the convenience and serviceability of Nu-Style 
Cabinets, see page 109. 



Details showing adaptation of Upper Units 
to varying ceiling heights. 



2.rrr« ,. t Lath ai 
Plaste: 



Approx. 

I' 6-3/lG" 



"L" Unit 

2'-0-3/i" 



1-3/16" Varies 



Adjustable ] 3-5/8" 

.. I 

8'-3 Ceiling 

with 
Drop Ceiling 



1-3/16" Varies 





"L" Unit 

2- O-l/l" 



-3/16" Varies 



Adjustable ] 3-5/8" 



8'-3" Ceiling 
with 
"UC" Unit 



8'-6" or 9'-0" Ceiling 
with 
3" or 9" Scribe 



Details showing use of Scribe Strip 
between Units and at wall. 




Scribe can also be used Between Units. 



/////// '/y / /^ /' / 




SCRIBE COVCRCO WITH LEDGE 



SCRIBE STRIP 
TME A^AXIAAUM 
WIDTH THAT WILL 
BE REQUIRED ON 
CITHER END WILL BE 14' 
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NU-STYLE KITCHEN CABINET 
ACCESSORIES 

Listed below are accessories for use with Nu-Style Kitchen Cabinets. 

These are not carried in stock, but can be supphed by special shipment from the factory. 
Prices will be quoted upon request. 





WIRE LID RACK 
Attaches to door of lower unit. 
When ordering, give lower 
unit number for which this is 
wanted. 



WIRE SPICE RACK 

Attaches to the door of any- 
upper unit. 

Size—9" wide, SVe" high. 
2V2" deep 




FLOUR BIN 

Attaches to the bottom of up- 
per units. Capacity is 10 lbs. 
Size 10" X 10" X 81/2". Slides 
forward for use. 



VEGETABLE BINS 

Ideal for this purpose. Sizes 
to fit lower units 15 L-1, 18 L-1. 
30 L-2. 30 L-3. 36 L-2 or 38 L-3. 




CARVING BOARD 
IN BACK OF DOOR 

Supplied for any lower unit 
15 to 24 L-1, 30 to 42 L-2. and 
27 to 42 L-3 units. Removable 
to be placed on counter for 
use. 




KNIFE AND FORK 
COMPARTMENT 

Made for any top drawer of 
lower units. Specify lower unit 
number for which this is 
wanted. 




BREAD BOX 

Fits inside of bottom drawers 
in lower units. Sometimes used 
for flour and sugar container. 
State lower unit in which 
this will be used. 




SUGAR BIN 

Attaches to bottom of upper 
units. Capacity is 10 lbs. 
Size 10" X 10" X 8V2". Slides 
forward for use. 




TRAY STORAGE 
An accessory which can be 
added to any of the following 
lower units: 15 to 24 L-1. 30 to 
42 L-2, and 27 to 43L-3 units. 



HALF CIRCLE ENDS FOR 
UPPER OR LOWER UNITS 

Made to attach to end of any 
upper or lower unit. 



r 



SLIDING TRAYS 
Excellent for small articles and 
spices. Or you may place pots 
and pans on them. 




TILTING FLOUR BIN 

Fits any lower units. Capacity 
is 40 lbs. Size— 1 -9" high, 
111/2" wide, r-3" deep. 



^ CD 
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MANTEL 




R-3650 

An authentic reproduction of a design found in many of the historic dwellings of the old 
South. It will add charm and beauty to any interior. 

No. 1 W. P. PINE 

Length of Shelf 6-6 Vs Width of Shelf 71/4 Height to Top of Shelf 4-5 1/4 

Width of Breast 5-4 Brick Opening 4-2 x 3-1 

R-3650— No. 1 W. P. Pine— Carton packed— Semi-assembled $ 45.55 
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MANTEL 




R-3654 

The keynote here is simplicity and stateUness. While this mantel is of truly Colonial design, 
it will harmonize well with any modern decorative plan. 

No. 1 W. P. PINE 

Length of Shelf 6-1 1/4 Width of Shelf ly^^ Height to Top of Shelf 4-4y8 

Width of Breast 5-5% Brick Opening 4-3 x 3-3 

R-3654— No. 1 W. P. Pine— Carton packed— Semi-assembled $ 36.26 



o 5: 

^ CD 
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MANTEL 




R.3658 

The pleasing delicacy and grace of the medallions and the embossed design are the out- 
standing characteristics of this popular mantel. 

No. 1 W. P. PINE 

Length of Shelf 6-1 1/4 Width of Shelf l^i^ Height to Top of Shelf 4-4% 

Width of Breast 5-5% Brick Opening 4-3 x 3-3 

R.3658— No. 1 W. P. Pine— Carton packed— Semi-assembled $ 42.67 




R-3661 

The lines of this design follow the current trends in architecture. It will harmonize completely 

with modern household furnishings. 

No. 1 W. P. PINE 

Length of Shelf 6-1 1/4 Width of Shelf 5V2 Height to Top of Shelf 4-4 

Width of Breast 5-6 Brick Opening 4-3 x 3-3 

R-3661 — Carton packed — Semi-assembled $31.18 



S o 
= E- 
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00 



114 



Radford & Sanders Inc. f".=J 



MANTEL 




R-3664 

The splendid proportions, fluted pilasters and graceful mouldings of this design combine to 

produce an exceptionally pleasing effect. 

No. 1 W. P. PINE 

Length of Shelf 6-1^4 Width of Shelf 7%6 Height to Top of Shelf A-AVs 

Width of Breast 5-5% Brick Opening 4-3 x 3-3 

R.3664 — Carton packed— Semi-assembled $ 36.26 




CORNER CABINETS 

Manufactured of Ponderosa Pine, all joints accurately machined. Doors mortised and 
tenoned construction. Cabinet front assembled; doors prefitted. Backs included. Standards 
bored for adjustable shelves; shelf pins included. No other hardware furnished. 




R-3751 
OVERALL DIMENSIONS 

Width 3-1 Height 7-1 %6 

l-P/4 deep inside 

Extends 2-3^8 from inside along each wall. 

R-3751— carton packed $51.70 




R-3753 

OVERALL DIMENSIONS 

Width 3-1 Height 7-1 %6 

1-1/4 deep inside 
Extends 2-3 Vs from inside along each wall. 
R-3753— carton packed $60.15 
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CORNER CABINETS 

Manufactured of Ponderosa Pine, all joints accurately machined. Doors mortised and 
tenoned construction. Cabinet front assembled; doors prefitted. Backs included. Standards 
bored for adjustable shelves; shelf pins included. No other hardware furnished. 




R-3755 

OVERALL DIMENSIONS 

Width 3-1 Height 7-8^4 

1-1 deep inside 

Extends 2-3 Vs from corner along each wall. 

R-3755— carton packed $ 65.35 















s 
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R-3757 

OVERALL DIMENSIONS 

Width 3-1 Height 7-l%6 

1-1 Vi deep inside 

Extends 2-3^8 from corner along each wall. 

R-3757 — carton packed $ 77.67 
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CORNER CABINETS 

Manufactured of kiln dried Ponderosa Pine, all parts accurately machined. Doors are 
mortised and tenoned construction. Front frame is assembled and doors are pre-fitted. Shelves 
fit into dadoes. All necessary hardware furnished. 





R-3759 
OVERALL DIMENSIONS 

Width 2-9 Height 6-10 1%6 

1-2% deep inside 

Extends 2-0 from inside along each wall. 

R-3759— carton packed $38.17 



R-3761 

OVERALL DIMENSIONS 

Width 2-9 Height 6-8^16 

1-2% deep inside 

Extends 2-0 from inside along each wall. 

R-3761— carton packed $44.11 





o O'Q 
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CORNER CABINETS 

Manufactured of kiln dried Ponderosa Pine, all parts accurately machined. Doors are 
mortised and tenoned construction. Front frame is assembled and doors are pre-fitted. Shelves 
fit into dadoes. All necessary hardware furnished. 





R-3763 

OVERALL DIMENSIONS 

Width 2-9 Height 7-1 

1-2% deep inside 

Extends 2-0 from inside along each wall. 

R-3763— carton packed $ 46.24 



R-3765 
OVERALL DIMENSIONS 

Width 2-9 Height S-S^q 

1-2% deep inside 

Extends 2-0 from inside along each wall. 

R.3765— carton packed $ 55.99 
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IRONING BOARD 




R.3644 



Manufactured of Ponderosa Pine. 
Completely assembled including all mechanical hardware. 
No Door Hardware or Trim. 

Recess Opening 1-2 V2 x 4-9 
Board proper 10%" wide, 4-3 long 
Sleeve Board SVa" wide, 2-2 Vi long 

R-3644— Carton Packed $ 16.44 




R-3644 




IRONING BOARD 

R-3646 



Manufactured of Ponderosa Pine. 
Completely assembled including all mechanical hardware. 
No Door Hardware or Trim. 

Recess Opening 1-2^2 x 6-9 
Board proper 10%" wide, 4-3 long 
Sleeve Board SVa" wide, 2-2^4 long 

R-3646— Carton Packed $21.73 



R-3646 
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IRONING BOARD 

R-3642 



An on-the-wall Ironing Board that utilizes the lower 
door to support the board when in use. Screw holes are 
16" on centers, same spacing as standard studs. 

Overall Size 1-5% x 4-9^2 
Board proper 14" wide, 4-3 long 

R-3642— Carton Packed $ 18.15 





R-3642 



IRONING BOARD 




R-3648 



This on-the-wall Ironing Board is similar to the one 
above. It is intended for use where lateral wall space 
is at a premium. 

Overall Size l-2Va x 4-9V2 
Board proper 10%" wide, 4-3 long 

R-3648— Carton Packed $ 17.12 




R-3648 
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BREAKFAST SET 

R-3806 




Manufactured of Kiln dried Ponderosa Pine, all parts accurately machined for easy assembly. 
Large enough to seat four persons comfortably,, off ording easy access. 

Table Top 2-2 x 4-0 
Seats 1-6 deep, 4-5^4 long 
Space required 5-6 wide 

R.3806— Carton Packed $ 45.00 



TELEPHONE CABINET 

R-3946 




Manufactured of Kiln dried Ponderosa Pine, completely assembled. 
It is built to set in the wall between studs 16" on centers. 

Depth of telephone shelf is SVi" 
Depth of directory shelf is SVa" 
Space between shelves is 2%" 

R-3946— Carton packed $6.17 



^ o 
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EZ-WAY FOLDING STAIRWAYS 




The EZ-WAY Folding Stairway is sturdy in construc- 
tion and simple in operation. It is manufactured of 
clear Ponderosa Pine and Douglas Fir and each tread 
is impressed with "Safety Walk", a composition which 
gives traction and prevents slipping. 

In the closed position, all that is visible from below is 
the neat plywood door panel. 

Stairway is shipped in one carton, completely as- 
sembled, jamb included and door panel attached. 

INSTALLATION 

Just cut rough opening and nail jamb to ceiling joists. 
No vertical or horizontal space is required in the attic. 



OPERATION 

To open, a light pull on the operating dowel brings 
stairway down in one smooth, easy movement. Balanced 
spring action controls descent. 

Once unfolded, the lower sections lock securely into 
place as shown in the illustration above. They form 
a rigid, safe stairway. 

To close, simply fold and start stairway upward with 
a gentle push. The springs pull it back into the jamb 
opening. These tempered, lifetime springs hold stairway 
and door panel in place so that no draft or dust can get 
through. 




SPECIFICATIONS 



18-C-7 Up to 7-6 26 x 54 4" 4 x 18 5" 9" 

18-C-8 7-6 to 8-4 26 x 54 4" 4 x 18 5" 9" 

18-C-9 8-4 to 9-0 26 x 54 4" 4 x 18 5" 9" 



PRICE 

All Models — Carton packed 



$ 52.50 




OK 
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f^oA^ ^CUf PACKAGED WINDOW TRIM 

Every package wrapped in heavy kraft paper and labeled 
Members cut to approximate length with ends square — 

Long enough to miter easily. 
Can be used for either Baltimore or Modular Openings. 

CASING IS SIMILAR IN DESIGN TO R-8753. (See Page 124) 

Trim for single window openings consists of 2 Pack- Trim for twin window openings consists of 3 Packages, 
ages, as follows : as follows : 



1 Package of Width Members containing: 

(a) 1 Head Casing %x2%6 

(b) 1 Head Stop yiGxl%c 

(c) 1 Apron y8x2%G 

(d) 1 Stool %x3y4 

1 Package of Side Members containing : 

(a) 2 Pieces Side Casing %x2%g 

(b) 2 Pieces Side Stops '/igx1%6 



1 Package of Width Members 

(contents as shown for Single Opening) 

1 Package of Side Members 

(contents as shown for Single Opening) 

1 Package of Mull Center Members containing : 

(a) 2 Mull Center Casings 1/2x2^4 

(b) 4 Mull Center Stops yiGxl%G 



Note that the 3 packages for Twin Window Openings will trim one com- 
plete opening, with 1 Set of Mull Center Members left over. 



PRICES 







Widths 






Sides 


Mull Centers 




Per Package (1 set) 




Per package 
CI Set) 


Per Package 
(2 sets) 


Opening 


Singles 




Twins 


Opening 


1- 8 

2- 0 


$ 1.44 
1.63 






3-2 


$ 1.58 
1.73 






$ 3.75 


3-6 




2-4 


1.86 




4.20 


3-10 


1.89 


$ 2.26 


2-8 


2.03 




4.55 


4-8 


2.20 


2.62 


3-0 


2.24 




4.97 


4-10 


2.36 


2.80 


3-4 


2.45 






5-2 


2.49 


3.00 


3-8 


2.65 






5-6 


2.65 













^oAk PACKAGED DOOR TRIM 



Available with either One-Piece Side Casings or 
Finger-Jointed Side Casings. 

Finger-Jointed Side Casings are recommended for 
paint or enamel jobs. Although strength is not an im- 
portant factor in door casings, the joint is actually 
stronger than the surrounding wood and cannot be 
detected after painting. 

Every package wrapped in heavy kraft paper 
and labeled. 



Members cut to approximate length with ends square — 
Long enough to miter easily. 

Each package contains 2 Sides of Door Trim, consist- 
ing of: 2 Head Casings %x2%g 
4 Side Casings %x2%g 
(No Stops Furnished) 



PRICES 



With One-piece 


Opening 


With Finger-Jointed 


Side Casings 


Size 


Side Casings 


$ 6.21 net per pkg. (2 Sides) 


2-6 X 6-6 


$ 4.67 net per pkg. (2 Sides) 


6.40 ditto 


2-S X 8-8 


4.81 ditto 


6.50 ditto 


3-0 X 6-8 


4.89 ditto 


6.72 ditto 


3-0 X 7-0 


5.06 ditto 



O) Q- 
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MOULDINGS 



W. p. PINE 

PRICES PER 100 LINEAL FEET, RANDOM LENGTHS 

Less than 200 Lineal Feet of a size and kind, 10% Extra 
200 to 500 Lineal Feet of a size and kind, 5% Extra 
Specified Lengths. 10% Extra 
Patterns are listed Alphabetically — For Numerical Listing, see page 125 




APRON 

FOR USE WITH 
R-DC 98 AND R-DC 99 
RESPECTIVELY 

R-DC 98-A 

11/16 X 21/2 $ 11.70 

R-DC 99-A 
ii/iG X 31/2 17.05 




APRON 

R-8753-A 
(FOR USE WITH R-8753) 

11/16 X 21/2 $ 11.70 




APRON 



R-8641 
(FOR USE WITH 
R-8308 AND R-8308 V2 ) 

11/16 X 35/8 $ 17.10 



BASE 
MOULDING 

R-8455 

II/16 X 13/8 $ 6.98 




BED MOULDING 

R-8036 
11/16 X VA $ 6.30 



BRICK MOULDING 




I 



R-A908 

iyi6 X 2 $ 19.26 



CASING 




CASING 




CASING 




R-8308 V2 



11/16 X 35/8 $ 17.10 



CASING 





COVE 

R-8024 

ll/lG X 15/8 .... $ 8.21 

R-8025 

ii/ie X 21/4 .... 11.03 



v COVE 
^^^^^ R-8O6O 

II/16 X 7/8 $4.61 




CROWN 

R-8009 
1/16x3% $ 17.10 

R-8010 
1/16x25/8 12.51 

R-8013 
1/16x45/8 23.49 




CROWN 

R-8016 

ll/l6Xl5/8 $8.21 
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MOULDINGS 



W. p. PINE 

PRICES PER lOO LINEAL FEET, RANDOM LENGTHS 

Less than 200 Lineal Feet of a size and kind, 10% Extra 
200 to 500 Lineal Feet of a size and kind. 5% Extra 
Specified Lengths. 10% Extra 
Patterns are listed Alphabetically — For Numerical Listing, see bottom of page. 




DRIP CAP 

R-8284 
IVs X 2 $ 16.31 



HALF ROUND 

R-8076 



ri6 X 



$ 2.18 



LATTICE 

R-8281 

V4 X 1% $ 3.43 

R-8282 

1/4 X 15/8 3.84 




QUARTER 
ROUND 

R-8063 

ViQ X Vie ■■■■ $ 2.88 
R-8065 

iyi6 X 11/16 4.03 




PARTING STOP 

R-8432 
V2 X 3/4 $ 3.38 



SCREEN 
MOULDING 

R-8139 

5/l6 X 5/8 $ 2.14 



SCREEN 
MOULDING 
R-861 1 

1/4 X 3/4 $ 2.14 




SHOE 
MOULDING 

R-8422 

7/ir, X 3/4 $ 3.36 



SHOE 
MOULDING 

R-8427 
3/4 $ 4.05 



STOOL 




R-8269 1 2 

iVs X 31/4 $ 25.20 




NUMERI 



R-DC98 Casing Mlg x 2^/2 $ 11.70 

R-DC99 Casing H/iG x 31/2 17.05 

R-DC98A Apron n/ie x 21/2 11.70 

R-DC99A Apron iyiGx3i/2 17.05 

R-A908 Brick Mould iyiGx2 19.26 

R-8009 Crown 1^6 x 35/8 17.10 

R-8010 Crown 1 Me x 25/8 12.51 

R-8013 Crown WiQ x 45/8 23.49 

R-8016 Crown iyi6xl5/8 8.21 

R-8024 Cove 11^6 x IVa 8.21 

R-8025 Cove 11/16x21/4 11.03 

R-8036 Bed n^e x IVa 6.30 

R-8060 Cove iyi6 x Va 4.61 

R-8063 Quarter Round %6 x %6 2.88 

R-8065 Quarter Round H/ie x H^e 4.03 

R-8076 Half Round ^/le x s/s 2.18 

R-8090 Stop ViGxlVs 4.50 

R-8090 Stop 7/16 X 13/8 5.29 

R-8090 Stop %6xl5/8 6.41 



LISTING 



R-8095 Stop ^16x13/8 $ 5.29 

R-8120 Stop yifix IVs 4.50 

R-8139 Screen Moulding YiqxVb 2.14 

R-82691/2 Stool 11/8x31/4 25.20 

R-8281 Lattice 1/4 x 13/8 3.43 

R-8282 Lattice V^xlVs 3.84 

R-8284 Drip Cap li/8x2 16.31 

R-8308 Casing i^e x 35/8 17.10 

R-83081/2 Casing H/ie x 35/8 17.10 

R-8422 Shoe Viq x 3/4 3.36 

R-8427 Shoe Vs x 3/4 4.05 

R-8432 Parting Stop V2 x 3/4 3.38 

R-8455 Base Ww^lVa 6.98 

R-8542 Stop 716x13/8 5.29 

R-8542 Stop 716x15/8 6.41 

R-8611 Screen Mould 1/4x3/4 2.14 

R-8641 Apron 1^6x35/8 17.10 

R-8753 Casing ll/i6x2i/2 11.70 

R-8753A Apron WiQx2V2 11.70 
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BATHROOM CABINETS 



SPECIAL FEATURES 



Seamless, one-piece, deep-drawn steel bodies. 
Easy-to-clean rounded corners. 

SEALTEX treated before enameling— rust resisting. 
Baked enamel finish on heavy gauge steel. 
Sturdy, non-sag, piano-type hinge. 



First quality polished plate glass mirror. 
Stainless steel mirror frames. 
Adjustable bulb-edge glass shelves. 
Bullet-type door catch. 




j 



11^ 

LSF-264 




pi 



Wiring and Electrical Equipment con- 
form to Underwriters Standards. Con- 
trol Switch is located at bottom of left 
hand bracket. Plug outlet for appU- 
ances is at bottom of right hand 
bracket. 



LSF-264 

MIRROR— 16 X 24 Polished Plate Glass 
MIRROR FRAME— Stainless Steel arched top 
HINGES— White Enamel Piano Type 
DOOR STOP — Chrome Plated Bar, spring cushioned 
SHELF BRACKETS— Removable with. 1" adjustments 
PLASTIC TOOTH BRUSH HOLDER 
PLASTIC RAZOR BLADE DISPOSAL BOX 
ROUGH OPENING— 13% x ISVa x 3Vb 

PRICE— Carton packed $44.10 

Price does not include light bulbs. 




SF-264 

MIRROR— 16 X 24 Polished Plate Glass 

MIRROR FRAME— Stainless Steel, arched top 

HINGES— White Enamel Piano Type 

DOOR STOP — Chrome Plated Bar, spring cushioned 

SHELF BRACKETS— Removable with 1" adjustments 

PLASTIC RAZOR BLADE DISPOSAL BOX 

ROUGH OPENING— ISys x ISVs x SVs 

PRICE— Carton packed $ 22.14 



SF.264 

This cabinet is exactly the same as 
LSF-264 except that it does not have 
light fixtures. 




Ok 
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BATHROOM CABINETS 

SPECIAL FEATURES 



Seamless, one-piece, deep-drawn steel bodies. 
Easy-to-clean rounded corners. 
SEALTEX treated before enameling — rust resisting. 
Baked enamel finish on heavy gauge steel. 




LSF-444 



Wiring and Electrical Equipment con- 
form to Underwriters Standards. Con- 
trol Switch is located at bottom of left 
hand bracket. Plug outlet for appli- 
ances is at bottom of right hand 
bracket. 



Sturdy, non-sag, piano-type hinge. 
First quality plate or window glass mirrors. 
Adjustable bulb-edge glass shelves. 
Bullet-type door catch. 



LSF-444 

MIRROR— 14 X 20 Polished Plate Glass 

MIRROR FRAME— Stainless Steel 

HINGES— White Enamel Piano Type 

DOOR STOP— Nickel Flat Bar, spring cushioned 

INCANDESCENT LIGHTED— Gray Hammered Fixtures 

SHELF BRACKETS— Removable with 1" adjustments 

ROUGH OPENING— 12^/4 x HVa x SVz 

PRICE— Carton packed $ 26.62 

Price includes T-10, 40'Watt Frosted Bulbs 



All models on this page have Plastic Tooth Brush Holder and Razor Blade Disposal Slot 



WF-426 

MIRROR— 14 X 20 Window Glass 

MIRROR FRAME— White Enamel 

HINGES— White Enamel Piano Type 

DOOR STOP— Nickel Flat Bar, spring cushioned 

SHELF BRACKETS— Removable with 1" adjustments 

ROUGH OPENING— 12^/4 x 16% x 3V2 

PRICE— Carton packed $ 10.12 



SF-444 

MIRROR— 14 X 20 Polished Plate Glass 

MIRROR FRAME— Stainless Steel 

HINGES— White Enamel Piano Type 

DOOR STOP— Nickel Flat Bar, spring cushioned 

SHELF BRACKETS— Removable with 1" adjustments 

ROUGH OPENING— 12^4 x 16% x SVz 

PRICE— Carton packed $ 13.26 




This cut illustrates these three 
numbers. Note differences in 
specifications. 



SF-446 

MIRROR— 14 X 20 Window Glass 

MIRROR FRAME— Stainless Steel 

HINGES— White Enamel Piano Type 

DOOR STOP— Nickel Flat Bar, spring cushioned 

SHELF BRACKETS— Removable with 1" adjustments 

ROUGH OPENING— 12^4 x 16% x 3V2 

PRICE— Carton packed $ 11.04 



/ 
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BATHROOM CABINETS 

SPECIAL FEATURES 




Seamless, one-piece, deep-drawn steel bodies. 
Easy-to-clean rounded corners. 

SEALTEX treated before enameling — rust resisting. 
Baked enamel finish on heavy gauge steel. 
Sturdy, non-sag, piano-type hinge. 



LSF-5374 



Bullet-type door catch. 
First quality plate glass mirrors. 
Stainless steel mirror frames. 
Adjustable bulb-edge glass shelves. 
G.E. Tubes. 





LSF-5374 

Wiring and Electrical Equipment con- 
form to Underwriters Standards. Con- 
trol Switch is located at bottom of left 
hand bracket. Plug outlet for appli- 
ances is at bottom of right hand 
bracket. 



I 
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CL-5264 

Wiring and Electrical Equipment con- 
form to Underwriters Standards. Con- 
trol Switch is located at bottom of 
left hand bracket. Plug outlet for ap- 
pliances is at bottom of right hand 
bracket. 



MIRROR— 16 X 24 Polished Plate Glass 

MIRROR FRAME— Stainless Steel, arched top 

HINGES— White Enamel Piano Type 

DOOR STOP — Chrome Plated Bar, spring cushioned 

SHELF BRACKETS— Removable with 1" adjustments 

PLASTIC TOOTH BRUSH HOLDER 

RAZOR BLADE SLOT 

FLUORESCENT TUBES— T- 12, 14-watt 

REFLECTOR— Full width. White Enamel, Chromium Trimmed 
ROUGH OPENING— 135/8 x 20V8 x 3V2 

PRICE— Carton packed $ 43.22 



CL'-5264 

STOR-IN-DOOR TYPE 
MIRROR— 14 X 22 Polished Plate Glass 
MIRROR FRAME— Chromium, arched top 
HINGES— Chromium Plated Piano Type 
DOOR STOP— Chrome Plated Bar, spring 
cushioned 

SHELF BRACKETS— Removable with 1" 
adjustments 

REMOVABLE PLASTIC RAZOR BLADE 

DISPOSAL BOX 
FLUORESCENT TUBES— T- 12, 14- Watt 
REFLECTOR— Full width, highly polished 

Chromium 

Full-depth shelves in the door provide 
ROUGH OPENING— 13% X 19Vb X SVs ^xtra space for the busy bathroom . . . 

every item in front — in plain view — at 
PRICE— Carton packed $ 59.42 your fingertips. 





INSIDE DOOR JAMBS 
W. P. PINE 

In sets consisting of Head Iamb and 2 Side Jambs 
Sides dadoed for Head — No stops. 
For 2-8 X 6-8 Door Size 



Size 



Price per set 



1^6 X 3V2 $ 3.23 

11^6 X 4% 4.79 

1146 X 5% 5.69 



OAK THRESHOLDS 

Vb" X SVa" — 3'1" long — per 100 pieces 



$ 65.81 




GRAND RAPIDS SASH PULLEYS 
GALVANIZED FINISH CONE-BEARING 

2" Wheel iVie" x 2^yie" Face 
Weight about 153 Pounds to 100 Dozen 
Price in Dozen Lots $ 1.41 per dozen 

Price on the above in full case lots (100 dozen), or on any of the various types of Grand Rapids 
Sash Pulleys in full case lots, upon application. 

No. 109-G 



SASH CORD 



-m4 



Per Hank 

100 feet to a hank— Best Quality No. 7 $ 2.54 

100 feet to a hank— Best Quality No. 8 3.07 



SASH WEIGHTS 



3 Pounds up to 9 Pounds 

Small lots— per 100 lbs $ 8.40 

Price for ton lots on application. 



WINDOW GLASS 

We carry in stock at all times a well-assorted stock of Window Glass, in Single 
and Double Strength, A and B qualities. 

GLAZING POINTS — GLASS CUTTERS — PUTTY 



Prices are always in accord with competitive market conditions. 
Write for quotation. 
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REG. \J.%. g PAT. OFF. 

For use in the center sash of Picture Window \3ni\s 

THERMOPANE carried in stock consists of two thicknesses of Vi" Plate, 
bonded together with W Dry Air Space between. 



Two Panes of Gloss . 



Blanket oF Dry Air 




Bondermetic 
Seol* 
(Melol-loGloss) 



Cu/owoy v/ew of Thermopane 

THERMOPANE offers these benefits — 

Minimizes moisture condensation on glass 
Increases efficiency of heating and air-conditioning systems 
Cuts heat loss through glass, increases year-round comfort 
Lessens transmission of sound. 

STOCK SIZES 



35V2 
351/2 
35 1/2 
48>/2 
481/2 
48 '/2 



36 

481/8 

60% 

46 

50 

58 



551/4 
551/4 
561/2 
561/2 
561/2 



X 481/8 
X 60% 
X 461/8 
X 50 
X 581/8 



641/2 

641/2 

641/2 

75 

75 



46 

50 
58 

481/8 
60% 



Price Upon AppJicafion 



KNOTTY PINE PANELING 

Selected from No. 2 Common Ponderosa Pine 
Moulded Pattern Tongued and Grooved 

Net thickness n/ie" Widths from 6" to 12" stock 

Random lengths 
For prices, see current net price supplement. 



FIR PLYWOOD 

Interior Plywood carried in stock in popular sizes and thicknesses. Grades — 
Sound 1 side (A-D Grade) and Interior Sheathing (C-D Grade). 

For more specific information, including price, see current net price sup- 
plement. . . .. „ . . 
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BROWN S SUPERCEDAR closet lining 

Every package of Supercedar Closet Lining is guar- 
anteed to contain 90% or more red-heart wood. Only 
the red-heart carries this valuable aromatic oil from 
which emanates fumes that in turn deal effectively 
with the destructive moth. 



SIZES AVAILABLE 



Face 


Size 


Counted As 


Waste 


Feet Per Bdle. 


% X 


2'/2 


3" 


20% 


40 


% X 


3V2 


AV4" 


21% 


40 



/ TONGUED AND GROOVED 
AND END MATCHED 



The lining in each paper-wrapped bundle is first wire-tied to pre- 
vent the shifting of courses, wrapped in heavy kraft paper to protect 
it during shipment and storage, and finally sealed with heavy gummed 
tape. Bundles are approximately eight feet long. 



100% OIL CONTENT 

In order to retain all of the valuable oil of cedar- 
wood in the finished product, carefully graded 
Supercedar lumber is scientifically dried in kilns 
especially adapted to do the job. It's impractical 
to dry oak and cedar, or any other combination, 
in the same kiln, and years of experience in handling 
nothing but cedar enables us to dry this lumber to 
the exact point necessary to retain all of the oil, 
yet dry enough to prevent excessive shrinkage after 
installation. A full 100% of the moth-stifling aroma 
is thus retained in the finished product. 



WHITE FROST OR CAMPHOR 

When cedar lumber is stored where air does not 
circulate and light does not penetrate, the oil on the 
surface has a tendency to crystallize, leaving an 
apparent white fuzz or frost. Supercedar is so pro- 
tected in the paper wrapped package that this 
white substance sometimes forms on the closet lin- 
ing while still sealed in the package. 

This is an indication of strong oil content. It is 
not caused by dampness, is not related to mildew or 
mold and is not injurious to the lining in any way. 
The "frost" or camphor can easily be brushed or 
rubbed off, leaving the surface clean and bright, (or 
if the wood is left out in the air for a short time, 
the "frost" will be absorbed and disappear). 



For prices, see current net price supplement. 
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Ilboards 



DECOTONE is a densely compressed chemical fibre panel %2" thick. It has a factory- 
finished porcelain-Uke surface and comes ready for installation. 

DECOTONE is made in large sections— ONE PIECE to a wall— with deeply imbedded 
mortar lines. Due to its tough, rubber-like surface it is not affected by sudden or extreme 
temperature changes. Just an occasional washing with warm water and Ivory Soap is all 
that is required to maintain its original beauty. 




PLAIN 

Unscored Panels 

NUMBER COLOR 

P-10 White 

P-20 Ivory 

P-30 Green 

P-40 Blue 

P-50 Gray 

P-60 Apricot 

P-80 Black 

P-90 Yellow 

P-XO Coral 




STRAITLINE 

Horizontal lines 8" on centers for streamline effect. 



FIELD COLOR 



LINE COLOR 



S-15 

S-17 
S-18 
S-25 
3-28 
S-31 
S-32 
S-41 
S-51 
S-61 
S-62 
S-81 
S-91 
S-Xl 



White Gray 

White Red 

White Black 

Ivory Gray 

Ivory Black 
Green White 
Green Ivory 

Blue White 

Gray White 

Apricot White 

Apricot Ivory 

Black White 

Yellow White 
Coral White 




TILE DESIGN 

4" X 4" Squares 



NUMBER 



FIELD COLOR. 



LINE COLOR 



T-105 

T-107 
T-108 
T-205 
T-208 
T-301 
T-302 
T-401 
T-501 
T-BOl 
T-602 
T-801 
T-901 
T-XOl 



White 

White 

White 

Ivory 

Ivory 

Green 

Green 

Blue 

Gray 

Apricot 

Apricot 

Black 

Yellow 

Coral 



Gray 

Red 

Black 

Gray 

Black 

White 

Ivory 

White 

White 

White 

Ivory 

White 

White 

White 




DECOLEATHER 

Embossed leather design — semi-gloss finish. 
L-3 Forest Green L-7 Spanish Red 

L-2 Antique White 



For prices, see current net price supplement. 
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DECOTONE ACCESSORIES 



• METAL MOULDINGS • 




0-2 



ALUMINUM 

EXTRUDED WHITE ALLOY. 
BRIGHT FINISH. 



STAINLESS STEEL 

STAINLESS STEEL FINISH. 
HIGHLY POLISHED. 



DESCRIPTION 



LENGTHS 



I-l Inside Corner 

0-2 Outside Corner 

T-3 Tub Channel 

E-4 Edging 

C-5 Connector 

S-6 Slip in Cove 



4' 8' 
4' 8' 

21/2' 5 
8' 12' 
4' 8' 12' 



51/2' 



4' 8' 
4' 8' 
5' 8' 
8' 12' 
8' 12' 
12' 



HARDBOARD MOULDINGS 



HC30 1%" Cap 

HB31 3V4" Base 

HS33 3/4" Shoe 

HD34 Division Strip 

Tempered Hardboard 



8' and 12' Lengths 
8' and 12' Lengths 
8' Lengths only 
8' and 12' Lengths 
Black Finish 




ADHESIVE 

Waterproof cement for use with Decotone finished 
wallboard. Covers 50 to 75 sq. ft. per gallon. Avail- 
able in one gallon and five gallon cans. 




WOOD MOULDINGS 

WC30 1%" Cap 

WB31 3Vi" Base 

WS32 VU" Shoe 

Black Finish Random Lengths 





No. TU-1 



TOUCHUP 

For touching up small scratches, etc. 
Specify color. 



FILLERS 

No. FT-1 For use around tubs, sinks, etc. 

No. FN-2 Nail Hole Filler for wood mouldings and 

score lines. In ordering, specify color. 
No. FR-4 Regular Filler for caulking around panels, 

windows, etc. Specify color. 



NAILS 

No. ND-1 Decotone Wallboard Nails, 1%" long. 

No. ND-2 Decotone Moulding Nails, 2" long. 



For Y>^ices, see current net price supplement. 
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BLANKET INSULATION 



KIMSUL BUILDING INSULATION 

REGULAR (RED PACKAGE) 

Sq. Ft. Per Roll Approx. 

Thickness Standard Roll Widths Wt!%er^M' 

16. 20 & 24 Inchss Sq. Ft. 

Standard Thick 200 Sq. Ft. 126 Lbs. 

Double Thick 100 Sq. Ft. 236 Lbs. 

REFLECTIVE* ( GRAY PACKAGE ) 

Standard Thick 200 Sq. Ft. 105 Lbs. 

Double Thick 100 Sq. Ft. 205 Lbs. 

★ WITH INTEGRAL VAPOR BARRIER HAVING VAPOR PERMEABILITY OF— one grain/sq. ft./hour/inch of 
mercury, difference in vapor pressure. 



A feature of Kimsul Insulation that is a 
distinct advantage to the dealer is its com- 
pactness. In the rolls as they come from the 
factory Kimsul has been compressed to one- 
fifth of its normal length. This results in an 
appreciable economy of storage space in 
the dealer's warehouse, as well as facili- 
tating handling. See illustration at the right. 




lO.OOO SQ. FEET OF KIMSUL 

For prices, see current net price supplement. 
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CONTINUOUS, NO JOINTS 

workmanship determines the effective 
efficiency of an insulation job. Positive 
end attachment, no intermediate joints, 
uniform ply construction, and extra 
blanket width — assure a good job. 



KIMSUL 



INFORMATION 



200 sq. ft. 
uncompressed i 
insulation f 

200 sq. ft. 
KIMSUL 
insulation 




SMALL STORAGE SPACE- 
EASY HANDLING 

KIMSUL shipping package is small, 
tough — installed volume. 

Other packages are necessarily 
bulky, hard to carry and store, easily 
damaged. 



Type of Insulation: Flexible blanket faced with PYROGARD fire- 
resistant asphalt creped cover, or with Reflective Vaporseal heat 
reflecting vapor barrier cover. 

Use: Designed for thermal insulation use in building construction. 
Because of its high efficiency as a sound absorber it is qualified to 
perform successfully in acoustical and sound deadening treatments. 



Thermal Conductivity of Kimsul Fibrous Material: "k" 
Btu/sq. ft./hr./in. thick/degree Fahr. (Peebles). 



-0.27 



Description: KIMSUL is a wood fiber blanket insulation, treated to 
resist fire, moisture and fungi. It is manufactured in continuous 
lengths and stitched with strong threads, then compressed to ap- 
proximately %th its length, and packed in firm rolls. When installed, 
the blanket is expanded. Thje stitchlines prevent over expansion and 
separation and suspend blanket permanently at its most efficient 
working density. A highly heat-reflective creped aluminum foil cover 
is used on the Reflective types. 



Fiber Strips to fasten KIMSUL in place are included in each roll of 
16, 20, and 24 ipch KIMSUL. 

Installation is quickly and easily accomplished because KIMSUL 
is flexible, is readily adaptable to irregular spaces, and may be cut 
to required lengths before expansion. Waste is reduced to a mini- 
mum — trimmed pieces make excellent caulking around window and 
door frames. Extra width in the regular style and flanges in the 
Reflective style provide side attachment with air spaces on both sides 
of the blanket. 

Economical Shipping and Storage: KIMSUL enjoys low transporta- 
tion costs because of the condensed form of its packaging. It occu- 
pies about %th the storage room of any other comparable type insu- 
lation: for example, 25 rolls of Regular Standard Thick KIMSUL, or 
5,000 sq. ft., can be stored in 70 cu. ft. of space. There is no de- 
terioration or fire hazard involved in such stored material. 
Freight Classification: Insulating Material. Laminated Wood Fiber, 
Sheeted. NOIBN. Machine Pressed. 



REFLECTIVE INSULATION EXPLAINED 



The highly reflective cover of KIMSUL prevents the passage of 
most of the heat which passes across an air space by means of 
radiation. The effect is equally good whether the heat is flowing 
toward the reflective surface or away from it, because the highly 
reflective surface has a very low "emissivity." In other words, 
radiant heat cannot easily leave or be emitted from such a surface. 



Therefore, in building construction the "reflective" surface may 
face either toward the source of heat or away from it, with equal 
insulating efficiency. The combination of reflective surface and snug- 
fitting many-layer KIMSUL blanket makes a versatile, easily installed 
insulation. 



KIMSUL FOR ACOUSTICAL PURPOSES 



Sound Absorption: KIMSUL building insulation has good sound 
absorbing characteristics. Average coefficients of absorption, blanket 
applied with cover toward reflecting surface (uncovered side out) 
are: 

Standard Thick 55 

Double Thick 70 

Uses: As a sound absorbing element behind a perforated surface 
or decorative textile covering, where the purpose is to reduce rever- 
beration time — as in theaters, studios, etc., or to quiet noise within 
a room — as in offices, bowling alleys, machine rooms, etc. 



Sound Deadening: KIMSUL building insulation adds to the sound 
resistance of wall, ceiling, and floor assemblies in which the two 
sides are cushioned by furring or are independently supported — as in 
the staggered stud partition. The presence of the KIMSUL blanket 
isolates, cushions, and helps to insure against deterioration of the 
sound deadening properties of the assembly. 

Uses: Installed inside the construction, separating or cushioning the 
two sides of such construction, where the purpose is to reduce sound 
transmission — as in sound studios, apartment houses, etc. Strips 
of KIMSUL, compressed or caulked tightly into joints in any type of 
construction, stop sound leakage through such joints. 



For prices, see current net price supplement. 
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CHROMTRIM METAL MOULDINGS 






PANEL DIVIDERS CAP SECTIONS 

8' LENGTHS 8' LENGTHS 

No. 1413 Va" Opening No. 1411 Va" Opening 

No. 1811* Ve" Opening 




COVE SECTIONS STAIR NOSINGS 

8' LENGTHS 12' LENGTHS 

No. 1494 V4" Opening No. 7050-P.. ..i-'He" Underface 

No. 1894-TC' Ve" Opening No. 7150-P . ..iMo" Underface 



INSIDE CORNERS 

8' LENGTHS 

No. 1415 V4" Opening 




COVE SECTION 

1 2' LENGTHS 

No. 7090-P 



* Also available in 12 lengths. 



OUTSIDE CORNERS 
8' LENGTHS 

No. 1417 Va" Opening 

No. 1817 Ve" Opening 




STRAIGHT FACE 
NOSINGS— RIBBED 
1 2' LENGTHS 

No. 7342-SP ... lyie" Underface 
%2" Opening 

No. 7344-SP. li/ie" Underface 
%2" Opening 




CAP SECTION 
No. 751 1-P 



CHROMTRIM TILE BOARD SHAPES 

For use with Decotone Wallboard — %2" openings — 8' lengths 




PANEL DIVIDER 
No. 7513-P 






INSIDE CORNER 
No. 7515-P 



OUTSIDE CORNER 
No. 7517-P 



COVE SECTION 
No. 7594-P 



RE-FILLS FOR 
'TRIM-IT- YOURSELF ' DISPLAY DISPENSING UNIT 




COUNTER EDGING COUNTER EDGING DECORATIVE STRIP WALL CAP EDGING 
No. 6022 No. 6025 No. 6027 No. 6030 




For prices, see current net price supplement. 



(OK 




137 



UPSON QUALITY PRODUCTS S 



UPSON STRONG-BILT PANELS 

(WATERPROOFED) 
FOR NEW CONSTRUCTION 




Upson Strong-Bilt Panels (Water- 
proofed) are strong, rigid, 6-ply lami- 
nated panels approximately %" 
thick. 

Available in 8' full wall size or 4' 
widths, they are ideally suited to 
new construction or remodeling jobs 
in the residential, industrial or public 
buildings. 

Upson Strong-Bilt Panels are ap- 
plied directly to the studding or fur- 
ring strips, with Upson No. 2 Floating 
Fasteners. Using this method, an en- 
tire wall surface can be covered free 
from joints or face nailing. 

Upson Panels require no season- 
ing. Their factory presized surface 
is ready for decorating immediately 
with paint or wallpaper. 

The most economical walls and 
ceilings are the ones that are "For- 
ever CRACKPROOF." 

STOCK SIZES 

Bundled — 4 x 8 6 Panels per bundle 
Loose— 8 X 12, 8 X 14, 8 x 16, 8 x 18 



S UPSON KUVER-KRAK PANELS 

FOR RE-COVERING CRACKED PLASTER CEILINGS 



Upson Kuver-Krak Panels are 5- 
ply, full Va" thick laminated panels 
especially adapted to re-covering 
cracked plaster ceilings. They are 
used extensively also for repair and 
remodeling wherever there is need 
for a superior wall and ceiling sur- 
face. 

Apply Upson Kuver-Krak Panels 
with Upson No. 2 Floating Fasteners 
right over old ceilings — quick, easy, 
clean — and forever Crackproof. 

Upson Kuver-Krak Panels are pre- 
sized at the factory to provide the 
ideal painting surface for all interior 
finishes. Their lightly pebbled sur- 
face texture diffuses light — cuts out 
glare. Upson Panels may be deco- 
rated immediately. No seasoning 
period is necessary. 




SIZES 

4x8, 4x12 8 Panels per bundle 

For prices, see current net price supplement. 
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UPSON QUALITY PRODUCTS 
UPSON 3/16" PANELS 

FOR SIGN DISPLAYS AND LIGHT CONSTRUCTION 




STOCK SIZES 

4x6, 4x7, 4x8, 4x9, 4 x 10, 
1 1 Panels per bundle 



4 X 12 



Upson Yiq" Panels are a lighter weight 4-ply general 
use board of the same fine quality and beautiful peb- 
bled surface as the heavier weight Upson Panels. 

Upson Yiq" Panels as the name implies are a full 
Yiq" in thickness. They are recommended for signs, 
displays, window trims, drawer backs and similar non- 
building uses and for light temporary construction 
where maximum strength is not required. They are 
not designed or recommended for walls and ceilings. 

Upson Yiq" Panels are easy to work, cut smoothly, 
light to handle. The surfaces — smooth on one side, peb- 
bled on the other — are easily painted with water 
paints, oil paints or lacquers. 

Use Upson No. 1 Fasteners to apply Upson Yiq" 
Panels when it is desirable to avoid face nailing. 



UPSON EASY-CURVE 



STRONG AND FLEXIBLE 



FOR DISPLAY USE 

Upson Easy-Curve is the display board of many 
uses. It is Va" thick but flexible enough to roll into a 
6" diameter column of sufficient strength to support the 
weight of two men. 

Upson Easy-Curve is used extensively by display 
men for creating all manner of unusual effects. It 
cuts easily for fancy filigree backgrounds. It curves 
smoothly into stately self-supporting columns or giant 
flutings. Covers curved surfaces of platforms and 
pedestals. Forms the lining of decorative niches and 
shadow boxes or the graceful exterior curves of tem- 
porary selling counters in stores. 

Its two surfaces — smooth and pebbled — are ivory in 
color but take oils, temperas, and lacquers with equal 
facility. 

For prices, see current net price supplement 




STOCK SIZES 

4x8 

20 Panels per bundle 
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S UPSON QUALITY PRODUCTS S 

UPSON SHAD-O-LINE MOULDINGS FOR CEILINGS 

Upson Shad-O-Line Wood Mouldings have been designed to per- 
mit the panels to move with normal structural settlement without 
showing the broken paint lines so common to most panel material 
installations. 

IlUustration at right shows the proper method of nailing. 

SHAD-O-LINE DUPLEX MOULDINGS 

are designed for covering panel joints in center of the ceiling 
with Shad-O-Line Cornice Mouldings used around the border of 
the ceiling. 

UPSON DECORATIVE BLOCKS 

are used to cover joints at intersections of Shad-O-Line Duplex 
Mouldings. They should not be used where Shad-O-Line Duplex 
and Cornice join around the border of the ceiling. 




Picture at left illustrates the use of 
Decorative Blocks in conjunction with 
Shad-O-Line Duplex Mouldings. 



INSIDE CORNER 
1 14 " X 1 1 4 " 



UPSON SHAD-O-LINE MOULDINGS FOR SIDEWALLS 

Shad-O-Line Inside Corner Moulding is designed to permit mould- 
ing application before painting. 

Proper method of nailing is shown at right. 




DUPLEX PANEL 
MOULDING 
2" ON 3" 





^Sl UPSON CEILING TILES 

are 6-ply laminated fibre panels precision cut into 
12" squares — moderately beveled to accentuate the 
tile design. Packed 50 pieces per bundle. 

Upson Ceiling Tiles are waterproofed throughout to 
withstand severest moisture conditions in home or 
industry. They come with a pebbled surface, pre- 
finished in light ivory color. The exclusive Upson 
SYNTHO finish can be washed repeatedly with soap 
and water or ordinary cleaning solvents. The SYN- 
THO finish also provides an excellent bond for oil 
paints when a color change is desired. 

Apply with Upson Kolorpins. They blend perfectly 
with tiles and guarantee permanent installation. 

For prices, see current 




^Sl UPSON FASTENERS 

Eliminate Face Nailing 

Upson No. 2 Floating Fasteners are used with Upson 
Strong-Bilt Panels and Upson Kuver-Krak. The Float- 
ing Fastener permits vertical and horizontal movement 
of the panel caused by normal structural settlement 
and has a safety factor of I2V2 to 1 in holding power 
as compared to the applied panel weight. Packed 250 
per box. 

The Upson No. 1 Fastener is a stationary fastener 
with a shorter prong, and is recommended for use 
with the lighter %o" Upson Panels. Packed 100 per box 

net price supplement. 
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U. S. G. WEATHERWOOD PRODUCTS 



BUILDING BOARD 

Vz" THICK— SQUARE EDGE 
HI-LITE FINISH 

6 pieces per bundle 

Wherever this all-purpose board is used, its insulat- 
ing ability means a cooler interior in summer, a warmer 
interior in winter with important fuel savings. Easily 
and quickly applied. The job is completed as the 
board goes on — for the surface is ready-decorated in 
the new cleanable Hi-Lite resin finish. Can be painted 
if desired. 



Sizes 



Sq. Ft. per Bundle 



4 


X 


6 


144 


4 


X 


7 


168 


4 


X 


8 


192 


4 


X 


9 


216 


4 


X 


10 


240 


4 


X 


12 


288 



CEILING TILE 
TWIN-TILE 

Vz" THICK— KWIK-LOK JOINT 
BLENDTEX AND HI-LITE FINISH 

The use of Twin-Tile makes possible savings in in- 
stallation time of almost 50% — two tiles go up as fast 
as one. The Kwik-Lok joint is designed for economical 
installation either with an automatic stapler or by hand 
nailing. 



This Tile is cross-scored to represent 12 x 12 
and 16 X 16, respectively 

PANEL-TILE 

^2 " THICK— KWIK-LOK JOINT 
BLENDTEX AND HI-LITE FINISH 

Unit sizes are the same as Twin-Tile but without the 
cross scoring. This produces a rectangular instead of 
square pattern. Identical, too, are the ready-decorated 
surfaces, the Kwik-Lok joint, the high insulation value. 



Sizes 

16 X 32 



Pes. per Bdle. 

18 



Sq. Ft. 
per Bdle. 

64 



PLANK 

Vz" THICK— KWIK-LOK JOINT 
BLENDTEX FINISH— H l-LITE FINISH 

12 pieces per bundle 

Can be applied either vertically or horizontally. 
Weatherwood Plank not only decorates as it builds, 
it insulates and absorbs sound. You achieve all four 
in one quick, easy application. 



Sizes 


Sq. Ft. 
per Bdle. 


Sizes 


Sq. Ft. 
per Bdle. 


8" X 8' 


64 


12" X 8' 


96 


10' 


80 


10' 


120 


12' 


96 


12' 


144 


10" X 8' 


80 


18" X 8' 


128 


10' 


100 


10' 


160 


12' 


120 


12' 


192 



ACOUSTICAL TILE 

QUIETONE TWIN-TILE 

V2"AND 3/4" THICK— KWIK-LOK JOINT , 
BONE-WHITE FINISH 

Quietone combines the advantages of temperature 
insulation with special sound deadening qualities. It 
can be as easily installed as ordinary ceiling tile, either 
with a stapler or by hand nailing. Thanks to the 
Quick-Lok joint, fitting and alignment present no 
problem. 







Sq. Ft. 






Pes. per 


Sq. Ft. 


Sizes 


Pes. per Edle. 


per Bdle. 


Sizes 


Thickness 


Bdle. 


per Bdle. 


12 X 24 


20 


40 


12 X 24 




20 


40 


16 X 32 


18 


64 


12 X 24 


%" 


13 


26 



Cross-scored to represent 12 x 12 ^ 
QUIETONE SQUARE TILE 

V2" AND 34" THICK— BUTT-BEVEL EDGES 
BONE-WHITE FINISH 

The bone-white cleanable finish of both Quietone 
Twin-Tile and Quietone Square Tile is a positive aid 
toward better room illumination. Square Tile can be 
quickly and securely applied with an adhesive. 







Pes. per 


Sq. Ft. 


Sizes 


Thiekness 


Bdle. 


Der Bdle. 


12 X 12 




40 


40 


12 X 12 


w 


26 


26 



For prices, see current net price supplement. 
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U. S. G. PRODUCTS 



PLASTER BASE 

V2" Thick— "V"-joint Long Edges 
Easy to cut and fit. Bonds strongly to plaster with 
wide margin of safety. Rigid "V" edge holds firmly — 
no loose-fitting joints. 





Pes. per 


Sq. Ft. 


Size 


Bundle 


per Bdle. 


18 X 48 


15 


90 


Vs" 


HARDBOARD — PLAIN 




Smooth both sides 






Pes. per 


Sq. Ft. 


Sizes 


Bundle 


per Bdle. 


4x4 


10 


160 


4x6 


6 


144 


4x8 


6 


192 


4x9 


6 


216 


4 X 10 


6 


240 


4 X 12 


8 


288 


Va" structoboard 






Smooth both sides 






Pes. per 


Sq. Ft. 


Sizes 


Bundle 


per Bdle. 


4x4 


10 


160 


4x6 


6 


144 


4x8 


6 


192 


4 X 10 


6 


240 


4 X 12 


6 


288 



ASPHALT COATED 
SHEATHING 

2%2" Thick — Tongue and Groove Edges 



Size 



Pes. per 
Bundle 



Sq. Ft. 
per Bdle. 



2x8 



96 



V2" Thick — Square Edges 



Size 



Pes. per 
Bundle 



Sq. Ft. 
per Bdle. 



4x8 



192 



Vs TREATED HARDBOARD 

Smooth both sides 



Sizes 



Pes. per 
Bundle 



Sq. Ft. 
per Bdle. 



4 


X 


2 


10 


80 


4 


X 


4 


10 


160 


4 


X 


6 


8 


144 


4 


X 


8 


6 


192 


4 


X 


9 


8 


216 


4 


X 


10 


8 


240 


4 


X 


12 


6 


288 



Vs TREATED TILE BOARD 

Scored one side to represent tiles 4" square 
Size— 4 X 12 
Pieces per bundle — 6 
Sq. Ft. per bundle— 288 



ASPHALT ROOFING 



STRIP SHINGLES 

12" 3-in-l Thick Butts— 210 lbs. 
Colors : 

Black, Pilgrim Gray, Pompe- 
ian Red, Persian Red, Vene- 
tian Red, Bluetone Plain, Blue- 
tone Texture, Brilliant Green. 



ASPHALT SIDINGS 

Roll Brick Siding— 105 lbs. 
Colors : 

Buff Blend, Red Blend 
Roll Brick Corners (carton) 40 lbs. 
Color: 

Buff, Red 



MINERAL SURFACED 
ROLL ROOFING 

Adamant — 90 lbs. 

Colors : 

Brilliant Green, Persian Red, 
Black 

Shingl-Rol— 54 lbs. 

Colors : 

Briar Green Texture, Bluetone 
Texture, Venetian Red Tex- 
ture 

SMOOTH SURFACED 
ROLL ROOFING 

Imperial Mica Surfaced 
45 lbs., 55 lbs., 65 lbs. 

For prices, see current net price supplement 



ASPHALT AND TAR 

SATURATED FELTS 

15 lbs.— 432 sq. ft. per roll 
30 lbs.— 216 sq. ft. per roll 

ASBESTOS FIBER COATING 

5 gallon Containers 

ROOF CEMENT 

10 lb. Containers 

ROOF COATING 

5 gallon Containers 

SHINGL-ROL 
ADHESIVE CEMENT 

1 gallon Containers 
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□ • S. G. PRODUCTS 



INSULATING SIDING 

Brick Type Siding Brick Corners 

12 pes. per carton 12 pes. per carton 

Colors (Dark Mortar Line) 
Red Texture, Red, French Gray Texture 

Colors (Light Mortar Line) 
Red Blend 



ASBESTOS CEMENT SIDING 
No. 600 Wavy Butt Siding Shingles 

Glatex — Satin White, Brownstone, Greenstone 
Standard — White 

No. 950 Clapboard Siding Shingles 

Glatex (Unpunched) — Satin White, Mist Gray, 

Brownstone, Greenstone 



Standard (Unpunched) — White 



ALUMINUM SHADOW LOCK 
CHANNELS 
8-foot lengths 

ALUMINUM SHADOW LOCK 
CORNERS 

50 pes. per carton 

SHADOW LOCK 
NAILS 

5 lbs. per box 



TRIPLE VENT STEEL BASEMENT UNIT 





Glass Size 




Masonry Opening 


15 


X 12 2 


Lts. 


331/4 X 15 


15 


X 16 2 


Lts. 


33'/4 X 19 


15 


X 20 2 


Lts. 


331/4 X 23 



RED TOP MINERAL WOOL 
ENCLOSED BATTS 

THICK 

APPRX. 3" THICK 





Pes. per 


Sq. Ft. 


Sizes 


Pkg. 


per Pkg. 


15 X 24 


20 


50 


15 X 48 


10 


50 


15 X 96 


5 


50 


23 X 48 


8 


61% 




MEDIUM 






APPRX. 2" THICK 






Pes. per 


Sq. Ft. 


Sizes 


Pkg. 


per Pkg. 


15 X 24 


30 


75 


15 X 48 


15 


75 


15 X 96 


7 . 


70 


23 X 48 


12 


92 



GRANULATED WOOL 
20 SQ. FT. PER BAG 



METAL ARCHES 

USG Metal Arches are packed in strong corrugated 
cartons, one to a carton, to give excellent protection in 
shipping and handling from factory to the job. 



Design 



No. 


11 


Half Circle 


10" 


Radius 


No. 


22 


Half Circle 


15%" 


Radius 


No. 


33 


Gothic 


2-6 


Opening 


No. 


36 


Elliptic 


3-0 


Opening 


No. 


44 


Gothic 


4-0 


Opening 


No. 


55 


Elliptic 


5-0 


Opening 


No. 


66 


Elliptic 


6-0 


Opening 



USG Metal Arches are ready to put in place as they 
come from the carton. They can be made to fit any 
size openings and partitions of any thickness. There 
are no forms to make; nor corner bead to bend or 
shape by hand. No special preparation of the rough 
opening is necessary. The arch sections fit perfectly 
over 2x4 studs and any type lath, or over masonry 
of similar thickness. 

Detailed installation directions are supplied with 
each metal arch. 



For prices, see current net price supplement. 
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SHOP WORK BASIS 

Work done in our shop to alter stock material will be charged for on the following basis. 



WINDOWS AND SASH 



Planing off Check Rails $ .50 

Joining down Windows .75 

Plowing for Balances 50 



Rabbeting Beading Sash 
to make pairs 



Per Pair 

$ 1.05 



Dividing Lights 

Putting bars in Windows and Sash to form: 

Rectangular Lights $ .30 per light 

Marginal Lights 40 per light 

Diamond Lights 85 per light 



Glazing with obscure glass 

ADD to price Glazed SSB 
per sq. ft. of Glass 



$ .30 



DOORS 

Reducing width by removing and replacing stile 



Ripping off Top or Bottom Rail 

for each cut $ .90 

Dropping Top Rail than^ 4" 

1- Light Door $ 4.00 $ 5.00 

2- Panel Door 5.00 6.00 

Ripping Flush Doors 

and re-setting Edge Strip $ 10.25 

Removing Panels to make 1-Light Sash Doors 

2-Panel Door $ 4.00 

5X and 6-Panel Door 6.00 

Removing Bars from Doors 

Making 1-Light Door from 
Divided Light Door by- 
removing bars and furnishing 
new beads $ 3.00 



I-Panel Doors $ 7.75 

1- Light Doors 7.75 

2- Panel Doors 10.00 

l-Panel, 1-Light Doors 10.00 

Dividing Lights in any 1-Light Softwood Door 

Per Light 

Lights up to 30 united inches $1.40 

Lights from 31 to 60 united inches 2.00 

Lights from 61 to 80 united inches 3.00 

Rabbeting and Beading Doors to make pairs 

Cupboard Doors $ 1.05 

House Doors 3.50 
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INDEX 



Acoustical Tile 140 

Andersen Windowalls 2 to 55 incl. 

Basement Units 53, 54 

Casement Units 22 to 36 incl. 

Flexivent Units 50, 51, 52 

Gliding Windows 37 to 40 incl. 

Pressure Seal Units 41 to 46 incl. 

Storm Screens 47 

Barn Sash 68, 74 

Bathroom Cabinets 126, 127, 128 

Breakfast Sets 121 

Building Board 140 

Casement Sash 75 

Cedar Closet Lining 131 

Ceiling Tile 140 

Cellar Sash 73 

Chromtrim 136 

Colonial Stairwork 96 to 104 incl. 

Combination Doors 79 

Corner Cabinets 115 to 118 incl. 

Decotone Products 132, 133 

Doors : 

Combination 79 

Cupboard 94 

Flush — Hollow Core — Interior 95 

Solid Core 93 

French 91 

Front 85 to 93 incl. 

Garage 79, 80 

Panel 94 

Sash 81 to 84 incl. 

Screen 78 

Door Frames 62, 63 

Durall Screens 76, 77 

Entrance Frames 4 to 20 incl. 

EZ-Way Folding Stairways 122 

Fir Plywood 130 

Frames 62, 63 

Gable Frames 65 

Garage Doors 79, 80 

Grote Bathroom Cabinets 126, 127, 128 



Hardboard 14 

Inside Door Jambs 121 

Insulating Board 14( 

Ironing Boards 119, 12( 

John Day Trim 12( 

Kimsul Insulation 134, 13^ 

Kitchen Cabinet Units 106 to 109 incl! 

Knotty Pine Paneling 13( 

Louvre Frames 64 

Mantels 110 to 114 incl 

Mouldings 124, 12? 

Newels 97, lOJ 

Nu-Style Kitchen Cabinets 106 to 109 incl 

Overhead Garage Doors 8( 

Roofing 14] 

Sash — Baltimore Openings 69 to 75 incll 

Modular Openings 66, 67, 6^ 

Sash Cord 12« 

Sash Pulleys I2i 

Sash Weights 12$ 

Screens 76, 77, 7t 

Screen Doors 78 

Sidelights 9i 

Stairwork 96 to 105 incl* 

Standard Stairwork lOl 

Starting Treads and Risers 96, lOi 

Storm Sash 68, 75 

Storm-Screens 4*/ 

Superior Window Units 56 to 61 incl 

Telephone Cabinets 121 

Thermopane ' 13C 

Thresholds 12S 

Transoms 74 

Treads and Risers 105 

Upson Products 137, 138, 139 

U. S. G. Products 140, 141, 142 

Windows — Baltimore Openings 69 to 75 incl. 

Modular Openings 66, 67, 68 

Window Balances 68 

Window Frames 62, 63 

Window Glass 130 
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(Suarantee 

In the manufacture of Radford Millwork the 
closest possible attention is given to the selection of 
material and the quality of workmanship. We guar- 
antee it to give complete satisfaction provided it is 
properly handled after it leaves our possession, and 
carefully installed. 

Unpainted millwork should never be stored or 
installed in any place where the atmosphere has a 
high moisture content, as, for instance, in a freshly 
plastered building. 

The top and bottom edges of doors should always 
be adequately painted or primed after fitting, and 
all millwork should be painted or finished promptly 
upon installation. 

We cannot entertain claims for replacement or 
repair of any alleged defective material if the fore- 
going precautions are not observed, and under no 
circumstances do we obligate ourselves to pay any 
costs of finishing or installation of millwork which 
has been replaced. 





RADFORD & SANDERS Inc. 

Baltimore, Md. Harrisburg, Pa. 
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